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3.4
Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Terminal Profile
	Network Dependency
	Sup-port

	1
	PROFILE DOWNLOAD
27.22.1
	R99
	1
	M
	M
	M
	M
	E.1/1
	No
	

	2
	Contents of the TERMINAL PROFILE command 27.22.2
	R99
	
	M
	M
	M
	M
	E.1/1
	No
	

	[…]

	39
	CALL CONTROL BY USIM
27.22.6
	
	
	
	
	
	
	E.1/3 AND E.1/20
	System Simulator only
	

	
	Procedure for MO calls (Cell identity in envelope call control)
	R99
	1.1, 1.2, 1.4, 1.6, 1.8 to 1.14
	M
	M
	M
	M
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/29 AND E.1/64
	Yes
	

	
	Procedure for MO calls (Cell identity in envelope call control)
	R99
	1.3 A, 
1.5 A, 
1.7 A
	C140
	C140
	C140
	C140
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/29 AND E.1/64
	Yes
	

	
	Procedure for MO calls (Cell identity in envelope call control)
	R99
	1.3 B, 
1.5 B, 
1.7 B
	C141
	C141
	C141
	C141
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/29 AND E.1/64
	Yes
	

	
	Procedure for SS (Cell identity in envelope call control)
	R99
	2.1, 2.2, 2.3, 2.4
	M
	M
	M
	M
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	Yes
	

	
	Interaction with FDN (Cell identity in envelope call control)
	R99
	3.1, 3.2, 3.3, 3.4, 3.5
	C146
	C146
	C146
	C146
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	Yes
	

	
	BDN service enabled 
	R99
	4.1
	C147
	C147
	C147
	C147
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	Yes
	

	
	BDN service enabled, interaction with emergency call codes, R99 only
	R99
	4.2A
	C147
	
	
	
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	Yes
	

	
	BDN service enabled, interaction with emergency call codes, Rel-4+
	Rel-4
	4.2B
	
	C147
	C147
	C147
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 ND E.1/64
	Yes
	

	
	FDN and BDN enabled, set up a call in EFFDN, Allowed with modifications
	R99
	4.3
	C146 AND C147
	C146 AND C147
	 C146 AND C147
	 C146 AND C147
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	Yes
	

	
	Call control on GPRS
	Rel-5
	TBD
	
	
	C102
	C102 
	E.1/98 AND E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13
	TBD
	

	
	BDN service enabled, ME not supporting BDN
	R99
	5.1
	
	
	C147
	C147
	N/A
	Yes
	


[…]

	C101
IF A.1/1 THEN M ELSE N/A
-- O_Cap_Conf

C102
IF A.1/16 THEN M ELSE N/Avoid
-- O_GPRS

C103
void

C104
IF A.1/2 THEN M ELSE N/A
-- O_Sust_text

C105
IF A.1/3 AND A.1/41 THEN M ELSE N/A
-- O_Ucs2_Entry AND O_UCS2_Cyrillic

C106
IF A.1/4 THEN M ELSE N/A
-- O_Ext_Str

C107
IF A.1/5 THEN M ELSE N/A
-- O_Help

C108 
IF A.1/6 THEN (O.1 OR O.2) ELSE N/A
-- O_Icons

C109
IF A.1/7 THEN M ELSE N/A
-- O_Dual_Slot

C110
IF A.1/9 AND A.1/46 THEN M ELSE N/A
-- O_Run_At AND O_+CIMI

C111
IF A.1/10 THEN M ELSE N/A
-- O_LB

C112
IF A.1/11 THEN M ELSE N/A
-- O_Soft_key

C113
void

C114
IF C110 AND C108 THEN M ELSE N/A
-- O_Run_At AND O_+CIMI AND O_Icons

C115
IF C111 AND C108 THEN M ELSE N/A
-- O_LB AND O_Icons

C116
IF A.1/7 AND A.1/8 THEN M ELSE N/A
-- O_Dual_Slot AND O_Detach_Rdr

C117
void

C118
IF A.1/15 AND A.1/41 THEN M ELSE N/A
-- O_Ucs2_Disp AND O_UCS2_Cyrillic

C119
IF A.1/19 THEN M ELSE N/A
-- O_Redial

C120
IF A.1/20 THEN M ELSE N/A
-- O_D_NoResp

C121
IF A.1/21 AND A.1/17 THEN M ELSE N/A
-- O_BIP_GPRS AND O_UDP

C122
IF C111 AND A.1/16 THEN M ELSE N/A
-- O_LB AND O_GPRS

C123
void

C124
IF A.1/22, test x.A M ELSE x.B M (where x is the expected sequence number value) -- O_CP_Subaddr

C125
IF A.1/23 THEN M ELSE N/A
-- O_Imm_Resp

C126
IF A.1/24 THEN M ELSE N/A
-- O_Duration

C127
void

C128
void

C129
void

C130
void

C131
void

C132
IF A.1/27 THEN M ELSE N/A
-- O_BIP_Local

C133
IF A.1/37 THEN M ELSE N/A
-- O_Frames

C134
IF A.1/38 THEN M ELSE N/A
-- O_MMS

C135
IF C110 AND C133 THEN M ELSE N/A
-- O_Run_At AND O_Frames

C136
IF C111 AND C133 THEN M ELSE N/A
-- O_LB AND O_Frames

C137
IF A.1/12 AND C133 THEN M ELSE N/A
-- O_BIP AND O_Frames

C138
IF A.1/39 THEN M ELSE N/A
-- O_Tones

C139
IF A.1/35 THEN M ELSE N/A
-- O_Batt

C140         IF A.1/39 THEN M ELSE N/A                            -- O_UC_Before_EnvCC

C141         IF A.1/40 THEN M ELSE N/A                            -- O_UC_After_EnvCC

C142         IF A.1/3 AND A.1/42 THEN M ELSE N/A          -- O_UCS2_Entry AND O_UCS2_Chinese
C143         IF A.1/15 AND A.1/42 THEN M ELSE N/A        -- O_UCS2_Disp AND O_UCS2_Chinese 
C144         IF A.1/3 AND A.1/43 THEN M ELSE N/A          -- O_UCS2_Entry AND O_UCS2_Katakana

C145         IF A.1/15 AND A.1/43 THEN M ELSE N/A        -- O_UCS2_Disp AND O_UCS2_Katakana

C146
IF A. 1/45 THEN M ELSE N/A
-- O_FDN

C147
IF A. 1/44 THEN M ELSE N/A
-- O_BDN

C148
IF (A.1/9 AND A.1/47) THEN M ELSE N/A
-- O_Run_At AND O_+CGMI

C149
IF C148 AND C118 THEN M ELSE N/A
-- O_Run_At AND O_+CGMI AND O_ O_Ucs2_Disp AND 

O_Ucs2_ Cyrillic

C150
IF C148 AND C143 THEN M ELSE N/A
-- O_Run_At AND O_+CGMI AND O_ O_Ucs2_Disp AND 

O_Ucs2_ Chinese

C151
IF C148 AND C145 THEN M ELSE N/A
-- O_Run_At AND O_+CGMI AND O_ O_Ucs2_Disp AND 

O_Ucs2_ Katakana
C152
IF C121 AND A.1/49 THEN M ELSE N/A
-- O_BIP_GPRS AND O_UDP AND O_BUFFER_SIZE

C153
IF A.1/50 THEN M ELSE N/A
-- O_TAT_AL

C154
IF A.1/51 THEN M ELSE N/A
-- O_TAT_AC

C155
IF A.1/52 THEN M ELSE N/A
-- O_TAT_AR

C156
IF A.1/53 THEN M ELSE N/A
-- O_TAT_FSN

C157
IF A.1/54 THEN M ELSE N/A
-- O_TAT_FSL

C158
IF A.1/55 THEN M ELSE N/A
-- O_TAT_FSS

C159
IF A.1/56 THEN M ELSE N/A
-- O_TAT_SN

C160
IF A.1/57 THEN M ELSE N/A
-- O_TAT_SB

C161
IF A.1/58 THEN M ELSE N/A
-- O_TAT_SI

C162
IF A.1/59 THEN M ELSE N/A
-- O_TAT_SU

C163
IF A.1/60 THEN M ELSE N/A
-- O_TAT_SS

C164
IF A.1/61 THEN M ELSE N/A
-- O_TAT_STFC

C165
IF A.1/62 THEN M ELSE N/A
-- O_TAT_STBC

C166        IF A.1/63 THEN test step option n.A M ELSE test step option n.B M     -- O_longFTN

C167
IF A.1/64 THEN M ELSE N/A
-- O_GERAN

C168
IF A.1/65 THEN M ELSE N/A
-- O_Global_PB
C169 
IF (C121 AND A.1/68 THEN test x.A M ELSE
-- (O_BIP_GPRS AND O_UDP  AND 

                  IF (C121 AND NOT A.1/68) test x.B M
    O_User_Confirm_Before_PDP_Context_Request) OR


 
    (O_BIP_GPRS      AND O_UDP  AND NOT 
 
    
 
    
 
O_User_Confirm_Before_PDP_Context_Request)

O.1
IF (the ME supports icons as defined in record 1 of EF(IMG), tests x.1A M ELSE tests x.1B M (where x is the expected sequence number value)

O.2
IF the ME supports icons as defined in record 2 of EF(IMG), tests x.2A M ELSE x.2B M (where x is the expected sequence number value)

O.3
void
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