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9.3.3.6
Session Release

If the CSI AS receives the SIP re-INVITE request or a SIP UPDATE request which includes  "m=" lines where the  port number has been changed from the previous offerto zero in the SDP from the originating UE, then:
1)
if the received SDP media description includes the port number set to zero for all"m=audio" lines, the CSI AS shall initiate a SIP BYE request to release the session toward the MGCF which is associated with the session where the SIP re-INVITE or SIP UPDATE request is received;
2) 
if the received SDP media description includes the port number set to zero for a "m=audio" line, the CSI AS shall initiate a SIP re-INVITE or a SIP UPDATE request including a SDP with the received "m=audio" lines in accordance with3GPP TS 24.229 [5];
23)
if the received SDP media description includes the port number set to zero for non-"m=audio"lines, the CSI AS initiates a SIP re-INVITE request including SDP media description for non-voice toward the CUA or,

4)
if the received SDP media description includes the port numbers set to zero for all the"m=" lines other than "m=audio" in the received the CSI AS initiates a SIP BYE request towards the CUA in the IM CN subsystem.

If the CSI AS receives the SIP BYE request from the originating UE, then;

1) the CSI AS shall initiate the SIP BYE request to release the session towards the CUA which is associated to the session where the SIP BYE request is received and,

2) the CSI AS shall initiate the SIP BYE request to release the session towards the MGCF which is associated to the session where the SIP BYE request is received.

If the CSI AS receives the SIP BYE request from the CUA or the MGCF, then;

1)
if there is no remaining session other than the session the SIP BYE request belongs to, the CSI AS initiates a SIP BYE request toward the originating UE or,

2) 
otherwise, the CSI AS initiates a SIP Re-INVITE request to remove corresponding media toward the originating UE.
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