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	According to CSI Stage 2 requirement, the CUA shall be able to receive an incoming voice call via CS domain regardless of IMS registration status. But current specification text for the CSI AS doesn’t cover the case when the CUA is not registered in the IM CN subsystem.

	
	

	Summary of change:
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	The CSI AS upon receipt of an incoming call destined to the unregistered user shall initiate a voice only session toward CS domain.
The CSI AS may keep the terminal capability in order to handle the CSI termination when a user is not registered in the IM CN subsystem.
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*** Start of Change ***
9.3.3.7
Unregistered Service

When the CSI AS receives a SIP INVITE request destined for a user who is unregistered to the IM CN subsystem, the CSI AS shall follow 9.3.3.3 with the following addition.

-
The CSI AS shall not initiate a session toward the IM CN subsystem and shall in the SDP answer provided to the originating UE, set the port to 0 for all media except the voice media.
NOTE 1:
In the case that the CSI terminating service is part of a series of unregistered services for the user, care is taken that the trigerring of the CSI AS does not negatively affect the provisioning of other unregistered services for that user in the terminating network, ie. the terminating user's service profile iFC is so set up to ensure orderly triggering of the CSI AS and the other unregistered services for that terminating user.
To allow for the provision of unregistered service, the CSI AS may keep the UE capability information after the user has been deregistered from the IM CN subsystem. The duration of validity of UE capability information after a UE has deregistered from the IM CN subsystem is an operator policy.

NOTE 2:
Fowarding an incoming call to the CUA via CS domain by using Call Forwarding Supplementary Service is not in the scope of this document.

*** End of Change ***
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