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***** 2nd MODIFICATION *****
4.5
Signalling procedures






4.5.0
General

For user configuration of the TIR service the Ut interface should be used.

See clause 4.9 for further information about the structure of the XML document.

NOTE:
Other possibilities for user configuration, as web-based provisioning or pre-provisioning by the operator are outside the scope of this specification.






4.5.1
Activation/deactivation

The TIP service is activated at provisioning and deactivated at withdrawal.

The TIR service is activated at provisioning and deactivated at withdrawal.







4.5.1A
Registration/erasure

The TIP service requires no registration. Erasure is not applicable.

The TIR service requires no registration. Erasure is not applicable.

4.5.1B
Interrogation

For TIP, interrogation is not applicable.

For interrogation of TIR, the Ut interface should be used.
***** 3rd MODIFICATION *****

4.5.2.3
Actions at the S‑CSCF serving the originating UE



NOTE: Annex B provides an example of an initial filter criterion that that can be 
Procedures according to ES 283 003 [2] shall apply.

NOTE 1:
If the Privacy header field set to "id" is included in the response message, this entry should not be removed as described in ES 283 003 [2] clause 5.4.3.2. The priv-value "id" in the Privacy header will be used by the originating UE to distinguish the request of TIR by the terminating user.

NOTE 2: 
Annex B provides an example of an initial filter criterion that can be applied for the TIP/TIR service.
***** 4th MODIFICATION *****

4.5.2.4
Actions at the AS serving the originating UE

NOTE:
If the terminating user requests privacy the S‑CSCF removes the P‑Asserted‑Identity header field as part of the basic communication procedures defined in ES 283 003 [2].

If a originating user does not subscribe to the TIP service, any P‑Asserted‑Identity header fields or Privacy header fields included in the SIP response shall be removed.
When the Privacy header field is set to "id", with the exception of the cases listed above, the AS should not remove this Privacy header entry.

NOTE 2:
The priv-value "id" in the Privacy header will be used by the originating UE to distinguish the request of TIR by the terminating user.
***** 5th MODIFICATION *****

4.7.1
Interaction with PSTN/ISDN networks

The interworking described in ES 283 027 [16] shall apply.
***** END MODIFICATION *****
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