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***************  FIRST MODIFIED CLAUSE ***************

7.3.12
Initiate PDP Context Activation Request

The GGSN sends an Initiate PDP Context Activation Request message to the SGSN to initiate the Secondary PDP Context Activation Procedure for network requested bearer control. 

The Initiate PDP Context Activation Request shall be sent to the SGSN Address for Control Plane and TEID associated with any one of the already activated PDP contexts for this PDP address and APN.

Linked NSAPI indicates the NSAPI assigned to any one of the already activated PDP contexts for this PDP address and APN. 

Quality of Service Profile is the QoS Requested by the GGSN.

The Protocol Configuration Options (PCO) information element may be included in the request when the GGSN provides the UE with application specific parameters. The SGSN shall copy the content of this IE transparently to the content of the PCO IE in the Request Secondary PDP Context Activation.
The Traffic Flow Template (TFT) may be provided. The detailed use cases are detailed described in clause 9.2.2.3 of 3GPP TS 23.060 [4]. TFT is used for packet filtering. The SGSN shall copy the content of this IE transparently to the content of the TFT IE in the Request Secondary PDP Context Activation.
The Correlation-ID shall be included and is used to correlate the subsequent Secondary PDP Context Activation Procedure with the Initiate PDP Context Activation message. 

NOTE:
The Correlation-ID is used in GTP and corresponds over the air-interface to the TI, which is assigned by the SGSN and sent to MS in the Request Secondary Context Activation as described in 3GPP TS 23.060 [4].

The optional Private Extension contains vendor or operator specific information.
Table 7.3.12.1: Information Elements in an Initiate PDP Context Activation Request
	Information element
	Presence requirement
	Reference

	Linked NSAPI
	Mandatory
	7.7.17

	Protocol Configuration Options
	Optional
	7.7.31

	Quality of Service Profile
	Mandatory
	7.7.34

	TFT
	conditional
	7.7.36

	Correlation-ID
	Mandatory
	7.7.82

	Private Extension
	Optional
	7.7.46


***************  END OF FIRST MODIFIED CLAUSE ***************
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