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***********************************First Change*************************************

10
Formats and codes

10.1
Signalling Objects

Table 10.1 shows the parameters which are required.

The coding rules applied in ITU‑T Recommendation H.248.1 [9] for the applicable coding technique shall be followed for the UMTS capability set.

Table 10.1: required parameters

	Signalling Object
	H.248 Descriptor
	Coding

	Codec List
	Local Descriptor or Remote Descriptor
	<fmt list> in a single SDP m-line.
For a static RTP payload type, the codec type should be implied by the RTP payload type, if not then each codec type shall be provided in a separate SDP “a=rtpmap”-line and possibly additional SDP “a=fmtp”-line(s). See Clause 10.2.
For a dynamic RTP payload type, for each codec information on the codec type shall be provided in a separate SDP “a=rtpmap”-line and possibly additional SDP “a=fmtp”-line(s). See Clause 10.2.



	Bearer Service Characteristics
	Local Descriptor or Remote Descriptor
	As per Q.1950 [14]. For TMR, only values “3.1 kHz audio” or “speech” are required. 

	Context ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	IP Address
	Local Descriptor or Remote Descriptor
	<connection address> in SDP “c-line”



	Port
	Local Descriptor or Remote Descriptor
	<port> in SDP m-line.

<transport> in SDP m-line shall be set to value "RTP/AVP" for voice service, and set to value “UDPTL” or “TCPTL”for T.38 service.



	Mediatype
	Local Descriptor or Remote Descriptor
	<media> in sdp m-line

“audio” for voice service, and “image” for T.38 service.

	Reserve_Value
	Local Control
	ITU-T Recommendation H.248.1 [9] Mode property.

Binary Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex A "reserveValue"

Textual Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex B "reservedValueMode".

	RtcpbwRS
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP “b:RS”-lineas per IETF RFC 3556 [39].



	RtcpbwRR
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP “b:RR”-line as per IETF RFC 3556 [39]. 



	RTPpayload
	Local Descriptor or Remote Descriptor
	<fmt list> in SDP m-line



	Termination ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Transaction ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Stream ID
	Stream Descriptor
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Muxdescriptor
	Multiplex Descriptor
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Highest Multiplex Level
	Termination state
	As for property “Highest multiplexing Level” in subclause 4.1.2/H.248.12 [41]

	Remote H223 capability
	Local Control
	As for property “Remote H.223 capability” in subclause 4.1.4/H.248.12 [41]

	Incoming Multiplex table
	Local Control
	As for property “Incoming Multiplex Table” in subclause 4.1.5/H.248.12 [41]

	Outgoing multiplex table
	Local Control
	As for property “Outgoing Multiplex Table” in subclause 4.1.6/H.248.12 [41]

	Incoming H245 message
	Event descriptor
	As for the EventDescriptor in subclause A.8.2.1/H.248.12a2 [42] "Incoming H.245 message"

	H245 message content
	ObservedEvent descriptor
	As for the ObserverdEventDescriptor in subclause A.8.2.1.2/H.248.12a2 [42] "Contents of H.245 message". 

	Outgoing H245 message
	Signal descriptor
	As for the signal "Outgoing H.245 Message " in subclause A.8.3.1/H.248.12a2 [42]

	Outgoing H245 message content
	Signal descriptor
	As for the additional parameter of the signal "Outgoing H.245 Message " in subclause A.8.3.1.1/H.248.12a2 [42]

	NOTE:
For binary encoding, the SDP equivalents “SDP_V”, “SDP_M”, “SDP_C”, “SDP_A”, and SDP_B” in ITU-T Recommendation H.248.1 [9], Annex C.11, shall be used to encode the corresponding SDP lines. Other SDP equivalents may be used, for details see Annex A. The SDP equivalents shall be used in the order specified for the corresponding SDP lines in IETF RFC 2327 [17]. Rules for the usage of SDP in ITU-T Recommendation H.248.1 [9] shall also be applied to the SDP equivalents. SDP description types (v= , m=, a= etc.) are not encoded. CR/LF are not encoded.


********************************Second Change***********************************

A.17.5.4
Signal H245 Message
When the procedure "Signal H245 Message" is required the following procedure is initiated:
The MGCF sends an Mod.req command with the following information.
1
Mod.req (Signal H245 Message)
MGCF to IM-MGW

Table A.17.5.4/1: Signal H245 Message Request

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1
Termination ID = mux1

Signal = Outgoing H245 message
(Outgoing H.245 message content) 

	


When the processing of command (1) is complete, the IM-MGW initiates the following procedure.
2
Mod.resp (Signal H245 Message Ack)

Table A.17.5.4/2: Signal H245 Message Acknowledge

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = mux1
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