Page 1



3GPP TSG CT WG4 Meeting #37 
C4-071982
Sophia Antipolis, FRANCE, 5th – 9th November 2007
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	29.332
	CR
	119
	(

rev
	1
	(

Current version:
	7.8.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Inactivity timout procedures – Alignment to Mc profile


	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	IMS2-Mn
	
	Date: (

	19/10/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	Inactivity Timeout Activate and Inactivity Timeout Indication were added in 3GPP Rel-7 Mc profile during CT4#36. Those procedures, though already optional in the Mn profile, were not listed in call independent procedures. 

	
	

	Summary of change:
(

	The 2 procedures are added in the relevant table, with a reference to the equivalent Mc procedures.

	
	

	Consequences if 
(

not approved:
	Undefinede encoding for those two procedures in Mn profile, potentially leading to erroneous H.248 control association monitoring and MGW out of service.

	
	

	Clauses affected:
(

	10.1, A.17.1

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS 29.163 CR 177

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


10.1
Signalling Objects

Table 10.1 shows the parameters which are required.

The coding rules applied in ITU‑T Recommendation H.248.1 [9] for the applicable coding technique shall be followed for the UMTS capability set.

Table 10.1: required parameters

	Signalling Object
	H.248 Descriptor
	Coding

	Codec List
	Local Descriptor or Remote Descriptor
	<fmt list> in a single SDP m-line.
For a static RTP payload type, the codec type should be implied by the RTP payload type, if not then each codec type shall be provided in a separate SDP “a=rtpmap”-line and possibly additional SDP “a=fmtp”-line(s). See Clause 10.2.
For a dynamic RTP payload type, for each codec information on the codec type shall be provided in a separate SDP “a=rtpmap”-line and possibly additional SDP “a=fmtp”-line(s). See Clause 10.2.



	Bearer Service Characteristics
	Local Descriptor or Remote Descriptor
	As per Q.1950 [14]. For TMR, only values “3.1 kHz audio” or “speech” are required. 

	Context ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	IP Address
	Local Descriptor or Remote Descriptor
	<connection address> in SDP “c-line”



	Port
	Local Descriptor or Remote Descriptor
	<port> in SDP m-line.

<transport> in SDP m-line shall be set to value "RTP/AVP" for voice or video service, and set to value “UDPTL” or “TCPTL”for T.38 service.



	mediatype
	Local Descriptor or Remote Descriptor
	<media> in sdp m-line

“audio” for voice service, "video" for video service and “image” for T.38 service.

	Reserve_Value
	Local Control
	ITU-T Recommendation H.248.1 [9] Mode property.

Binary Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex A "reserveValue"

Textual Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex B "reservedValueMode".

	RtcpbwRS
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP “b:RS”-lineas per IETF RFC 3556 [39].



	RtcpbwRR
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP “b:RR”-line as per IETF RFC 3556 [39]. 



	RTPpayload
	Local Descriptor or Remote Descriptor
	<fmt list> in SDP m-line



	Termination ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Transaction ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Stream ID
	Stream Descriptor
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Muxdescriptor
	Multiplex Descriptor
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Highest Multiplex Level
	Termination state
	As for property “Highest multiplexing Level” in subclause 4.1.2/H.248.12 [41]

	Remote H223 capability
	Local Control
	As for property “Remote H.223 capability” in subclause 4.1.4/H.248.12 [41]

	Incoming Multiplex table
	Local Control
	As for property “Incoming Multiplex Table” in subclause 4.1.5/H.248.12 [41]

	Outgoing multiplex table
	Local Control
	As for property “Outgoing Multiplex Table” in subclause 4.1.6/H.248.12 [41]

	Incoming H245 message
	Event descriptor
	As for the EventDescriptor in subclause A.8.2.1/H.248.12a2 [42] "Incoming H.245 message"

	H245 message content
	ObservedEvent descriptor
	As for the ObserverdEventDescriptor in subclause A.8.2.1.2/H.248.12a2 [42] "Contents of H.245 message". 

	Outgoing H245 message
	Signal descriptor
	As for the signal "Outgoing H.245 Message " in subclause A.8.3.1/H.248.12a2 [42]

	Outgoing H245 message content
	Signal descriptor
	As for the additional parameter of the signal "Outgoing H.245 Message " in subclause A.8.3.1.1/H.248.12a2 [42]

	IP realm identifier
	Local control
	As for the property "IP realm identifier " in subclause 5.1.1/H.248.41[44]

	Inactivity timeout
	EventDescriptor
	As for the EventsDescriptor in subclause 5.2/H.248.14 "Inactivity Timeout"

	Inactivity timeout
	ObservedEvent descriptor
	As for the ObserverdEventDescriptor in subclause 5.2/H.248.14 " Inactivity Timeout "

	NOTE:
For binary encoding, the SDP equivalents “SDP_V”, “SDP_M”, “SDP_C”, “SDP_A”, and SDP_B” in ITU-T Recommendation H.248.1 [9], Annex C.11, shall be used to encode the corresponding SDP lines. Other SDP equivalents may be used, for details see Annex A. The SDP equivalents shall be used in the order specified for the corresponding SDP lines in IETF RFC 2327 [17]. Rules for the usage of SDP in ITU-T Recommendation H.248.1 [9] shall also be applied to the SDP equivalents. SDP description types (v= , m=, a= etc.) are not encoded. CR/LF are not encoded.


A.17.1
Call Independent Procedures 

Table A.17.1/1 shows the relationship between each non call-related procedure in 3GPP TS 29.232 [5] and the corresponding procedure defined in 3GPP TS 29.163 [4].

For further description of error codes and service change reasons, refer to ITU-T Recommendation H.248.8 [14].

Table A.17.1/1: Non call-related transaction reused from 3GPP TS 29.232 [5] 
	Procedure defined in

 3GPP TS 29.163 [4]
	Procedure defined in  3GPP TS 29.232 [5]
	Support
	Comment

	IM-MGW Out of service
	MGW Out of Service
	Mandatory
	

	IM-MGW Communication Up
	MGW Communication Up
	Mandatory
	

	IM-MGW Restoration
	MGW Restoration
	Mandatory
	

	IM-MGW Register
	MGW Register
	Mandatory
	

	IM-MGW Re-register
	MGW Re-register
	Mandatory
	

	MGCF Ordered Re-register
	(G)MSC Server Ordered Re-register
	Mandatory
	

	MGCF Restoration
	(G)MSC Server Restoration
	Optional
	

	MGCF Out of Service
	(G)MSC Server Out of Service
	Optional
	

	Termination Out-of-Service
	Termination Out-of-Service
	Mandatory
	

	Termination Restoration
	Termination Restoration
	Mandatory
	

	Audit Value
	Audit Value
	Mandatory
	Mandatory support only for audit of Termination Service State and for periodic audit of MGW (empty Audit descriptor).

Optional support for audit of Packages or to retrieve MGC Information.

	Audit Capability
	Audit Capability
	Optional
	

	Command Rejected
	Command Rejected
	Mandatory
	The “Command Rejected” procedure may be used in response both to call-related and non-call-related ITU-T Recommendation H.248 Commands

	IM-MGW Capability Change
	Capability Update
	Optional
	

	IM-MGW Resource Congestion Handling - Activate
	MGW Resource Congestion Handling - Activate
	Mandatory
	

	IM-MGW Resource Congestion Handling - Indication
	MGW Resource Congestion Handling - Indication
	Mandatory
	

	Inactivity Timeout - Activate
	Inactivity Timeout - Activate
	Optional
	

	Inactivity Timeout - Indication
	Inactivity Timeout - Indication
	Optional
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