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14.2.11
Send Tone

This procedure is the same as that defined in the subclause "Media Content Insertion" - "Insert Tone" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following additions.

Table 14.2.11.1: Send Tone additions

	Address Information
	Control information
	Bearer information

	
	If CAMEL Prepaid Warning Tone

Signal = warning tone 

Or

Signal =  flextone
If detection of hanging termination is requested: 

NotificationRequested (Event ID = x,

"termination heartbeat")
	


Signal Direction shall be either "internal" or "external".
Only the Tone Signal Ids shall be used, not the Tone Ids within the PlayTone Signal Id. 
The termination heartbeat event shall be configured when requesting a new ephemeral bearer termination.
14.2.12
Play Announcement

This procedure is the same as that defined in the subclause "Media Content Insertion" - "Insert Announcement" in ITU‑T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following clarifications: 
Table 14.2.12.1: Play Announcement additions

	Address Information
	Control information
	Bearer information

	
	If detection of hanging termination is requested: 

NotificationRequested (Event ID = x,

"termination heartbeat")
	


Signal Direction shall be either "internal" or "external". 
Stream mode may be maintained as for the ongoing call or may be changed be restricted to "send only". 
Signal Lists shall be supported. 
The termination heartbeat event shall be configured when requesting a new ephemeral bearer termination.
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