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Annex B (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Byte.bit
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	1.1
	Profile Download
	TS 31.111 §5.2
	R99
	M
	
	PD_Pro_Dvnl

	[..]

	43
	6.3
	Event: Data available
	TS 31.111 §5.2
	R99
	C223
	
	PD_Data_Avail

	44
	6.4
	Event: Channel status
	TS 31.111 §5.2
	R99
	C223
	
	PD_Evt_Ch_Status

	45
	6.5
	Event:Access Technology Change
	TS 31.111 §5.2
	Rel-4
	M
	
	PD_Evt_ATC

	46
	6.6
	Event: Display Parameters Changed
	TS 31.111 §5.2
	Rel-4
	C218
	
	PD_Disp_Resiz

	47
	6.7
	Event: Local Connection
	TS 31.111 §5.2
	Rel-4
	C224
	
	PD_Evt_LC

	48
	6.8
	Event: Network Search Mode Change
	TS 31.111 §5.2
	Rel-6
	M
	
	PD_Evt_NSMC

	[..]

	89
	12.1
	OPEN CHANNEL
	TS 31.111 §5.2
	R99
	C223
	
	PD_Open_Ch

	90
	12.2
	CLOSE CHANNEL
	TS 31.111 §5.2
	R99
	C223
	
	PD_Close_Ch

	91
	12.3
	RECEIVE DATA
	TS 31.111 §5.2
	R99
	C223
	
	PD_Rx_Data

	92
	12.4
	SEND DATA
	TS 31.111 §5.2
	R99
	C223
	
	PD_Send_Data

	93
	12.5
	GET CHANNEL STATUS
	TS 31.111 §5.2
	R99
	C223
	
	PD_Get_Ch_Status

	94
	12.6
	SERVICE SEARCH
	TS 31.111 §5.2
	Rel-4
	C224
	
	PD_Serv_Search

	95
	12.7
	GET SERVICE INFORMATION
	TS 31.111 §5.2
	Rel-4
	C224
	
	PD_Get_Serv_Info

	96
	12.8
	DECLARE SERVICE
	TS 31.111 §5.2
	Rel-4
	C224
	
	PD_Declare_Serv

	97
	13.1
	CSD supported by ME
	TS 31.111 §5.2
	R99
	C207
	
	PD_CSD

	98
	13.2
	GPRS supported by ME
	TS 31.111 §5.2
	R99
	C222
	
	PD_GPRS

	99
	13.3
	Bluetooth supported by terminal
	TS 31.111 §5.2
	Rel-4
	C225
	
	PD_BT

	100
	13.4
	IrDA Supported by terminal
	TS 31.111 §5.2
	Rel-4
	C226 
	
	PD_IrDA

	101
	13.5
	RS232 Supported by terminal
	TS 31.111 §5.2
	Rel-4
	C227
	
	PD_RS232

	[..]

	232
	29.8
	RFU
	TS 31.111 §5.2
	Rel-6
	X
	
	PD_RFU_224


	C201
	[void]
	-- [void]

	C202
	[void]
	-- [void]

	C203
C204
C205
C206
C207
C208
C209
C210
C211
C212
C213


C214


C215
C216
C217
C218
C219
C220
C221
C222
C223


C224


C225
C226
C227
C228


C229
C230
C231


C232
C233
C234
C235
C236
C237
C238
C239
C240
C241
C242
C243
C244

C245

C246

C247

C248

C249

C250

C251

C252

C253

C254

C255

C256

C257

C258

C259
	IF A.1/3 THEN M
IF A.1/15 THEN M
[void]
IF A.1/7 THEN M
IF A.1/12 THEN M
IF (A.1/7 AND A.1/8) THEN M
IF A.1/9 THEN M
[void]
[void]
IF A.1/10 THEN M
IF A.1/11 THEN M for at least one of the bits 1 - 2 of byte 10
IF C213 THEN M for at least one, but not for all of the bits 1 - 8 of byte 11
Void
IF A.1/13 THEN M
IF C216 THEN bit values "0" / "1" allowed
IF A.1/14 THEN M
IF C218 THEN bit values "0" / "1" allowed
IF A.1/18 THEN M
IF A.1/17 THEN M
IF A.1/21 THEN M
IF (C207 OR C222 OR C224) THEN M


IF (A1.26 AND (A.1/27 OR A.1/28 OR 

A.1/29 OR A.1/30)) THEN M


IF (A.1/26 AND A1.27) THEN M
IF (A.1/26 AND A1.28) THEN M
IF (A.1/26 AND A1.29) THEN M
IF (A1./50 OR A.1/51 OR A.1/52 OR A.1/53 OR A.1/54 OR A.1/55 OR A.1/56 OR A.1/57 OR A.1/58 OR A.1/59 OR A.1/60 OR A.1/61 OR A.1/62) THEN M


IF A.1/24 THEN M
IF A.1/23 THEN M
IF (C229 OR C230) AND A1.5 THEN M


IF (A.1/26 AND A.1/30) THEN M
IF A.1/31 THEN M
IF A.1/32 THEN M
IF A.1/33 THEN M
IF A.1/34 THEN M
IF A.1/37 THEN M
IF A.1/38 THEN M
IF A.1/35 THEN M
IF A.1/36 THEN M
IF A.1/29 THEN M
IF A.1/16 THEN M
IF A.1/50 THEN M

IF A.1/51 THEN M

IF A.1/52 THEN M

IF A.1/53 THEN M

IF A.1/54 THEN M

IF A.1/55 THEN M

IF A.1/56 THEN M

IF A.1/57 THEN M

IF A.1/58 THEN M

IF A.1/59 THEN M

IF A.1/60 THEN M

IF A.1/61 THEN M

IF A.1/62 THEN M

IF C237 THEN M for at least one of the bits 1 - 4 of byte 24

IF (C207 OR C222 OR C224) THEN M for at least one of the bits 6 - 8 of byte 13

IF A.1/66 THEN M

IF A.1/67 THEN M
	-- O_Ucs2_Entry
-- O_Ucs2_Disp
-- [void]
-- O_Dual_Slot
-- O_BIP_CSD
-- O_Dual_Slot AND O_Detach_Rdr
-- O_Run_At
-- [void]
-- [void]
-- O_LB
-- O_Softkey

-- O_Softkey (parameters)

-- Void
-- O_Scr_Siz
-- O_Scr_Siz (parameters)
-- O_Scr_Resiz
-- O_Scr_Resiz (parameters)
-- O_TCP
-- O_UDP
-- O_BIP_GPRS
-- O_BIP_CSD OR O_BIP_GPRS OR (O_BIP_Local AND (BIP_BT OR BIP_IrDA OR BIP_RS232 OR BIP_USB))
-- O_BIP_Local AND (BIP_BT OR BIP_IrDA OR BIP_RS232 OR BIP_USB))
-- O_BIP_Local  AND O_BIP_BT
-- O_BIP_Local  AND O_BIP_IrDA
-- O_BIP_Local  AND O_BIP_RS232
--  O_TAT_AL OR O_TAT_AC OR O_TAT_AR OR O_TAT_FSN OR O_TAT_FSL OR O_TAT_FSS OR O_TAT_SN OR O_TAT_SB OR O_TAT_SI OR O_TAT_SU OR O_TAT_SS OR O_TAT_STFC OR O_TAT_STFB
-- O_Duration
-- O_Imm_Resp
-- O_Help AND (O_Duration OR
 O_Imm_Resp)
-- O_BIP_Local  AND O_USB
-- O_WML
-- O_XHTML
-- O_HTML
-- O_CHTML
-- O_Frames
-- O_MMS
-- O_Batt
-- O_Xmedia Call
-- O_Tones
-- O_CC_GPRS
-- O_TAT_AL 

-- O_TAT_AC 

-- O_TAT_AR 

-- O_TAT_FSN 

-- O_TAT_FSL 

-- O_TAT_FSS 

-- O_TAT_SN 

-- O_TAT_SB 
-- O_TAT_SI 
-- O_TAT_SU 
-- O_TAT_SS 

-- O_TAT_STFC

-- OR O_TAT_STFB
-- O_Frames

-- O_BIP_CSD OR O_BIP_GPRS OR (O_BIP_Local AND (BIP_BT OR BIP_IrDA OR BIP_RS232 OR BIP_USB))

-- O_HSDPA

-- O_UTRAN_PS_Ext_Param
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