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>>>>>>>>>>> 1st of 2 modified sections <<<<<<<<<<<

 3.1.2
Public User Identities

The Public User Identities of an IMS subscriber contain one or several instances of Public User Identity or Wildcarded Public User Identity, which are defined in 3GPP TS 23.003 [5].

The Public User Identities are permanent subscriber data and are stored in HSS, S-CSCF and BSF.

>>>>>>>>>>> End of 1st of 2 modified sections <<<<<<<<<<<

>>>>>>>>>>> 2nd of 2 modified sections <<<<<<<<<<<

3.5.6
Transparent Data

The Transparent Data is information stored in the HSS by the AS per Service Indication and Public User Identity or Public Service Identity (Repository Data) or Alias Public User Identities group corresponding to a Public User Identity (Aliases Repository Data).  It is defined in 3GPP TS 29.328 [54]. If the Public Service Identity matches a Wildcarded Public Service Identity, the transparent data shall be stored per Wildcarded PSI, and not for each specific Public Service Identity matching that Wildcarded PSI. Transparent Data for Wildcarded Public User Identities shall also be stored per Wildcarded Public User Identity, and not for each identity matching that Wildcarded Public User Identity.
The Transparent Data is temporary subscriber data and is stored in the HSS and one or more ASs.

 >>>>>>>>>>> End of 2nd of 2 modified sections <<<<<<<<<<<

