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2) For GERAN, Access Control Class Barred IE is according to 3GPP TS 44.018 clause 10.5.2.29 enumerated as (not barred, barred), thus coded "0" (not barred), "1" (barred).

For UTRAN R99 – Rel-5 the Access Class Barred IE is according to 3GPP TS 25.331 clause 10.3.2.1 enumerated as (not barred, barred), thus coded as "0" (not barred), "1" (barred). 
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5.2.1.5
Acceptance criteria

After steps a) and b) the UE shall access the network, or shall make no access attempt, in accordance with table 5-1.

NOTE1:
For conformance testing, to limit testing, in tests (c), (d) and (e) it is only necessary that one of the access classes is tested. This access class may randomly chosen.
NOTE2:   In tables 5-1a and 5-1b the following notation is used to describe the Access Class Barred IE: 

"0" = not barred, "1" =barred.
Table 5-1a

	
	USIM
	
	
	Network
	
	Test Results

	
	IMSI
	
	RACH

SIB3: 

Access Class

 Barred List
	Informative: Cell Barred for:
	BCCH/LAI
	Normal Call
	Emergency Call

	
	
	Access
	AC15-AC08
	Emergency Call 
	MCC
	
	

	
	
	Class 
	AC07-AC00
	Normal Call
	MNC
	
	

	Test (a)
	No UICC in 
	N/A
	0000 0100
	Yes
	234
	No
	No

	
	Terminal
	
	0000 0000
	No
	001
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Test (b)
	No UICC in 
	N/A
	0000 0000
	No
	234
	No
	Yes

	
	Terminal
	
	0000 0000
	No
	001
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Test (c)
	"2460813579"
	0
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0000 0001
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	1
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0000 0010
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	2
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0000 0100
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	3
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0000 1000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	4
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0001 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	5
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0010 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	6
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0100 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	7
	0000 0100
	Yes
	246
	No
	No

	
	
	
	1000 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	8
	0000 0101
	Yes
	246
	No
	No

	
	
	
	0000 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	9
	0000 0110
	Yes
	246
	No
	No

	
	
	
	0000 0000
	No, except for ACC
	081
	
	

	Test (d)
	"2460813579"
	0
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0000 0001
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	1
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0000 0010
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	2
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0000 0100
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	3
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0000 1000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	4
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0001 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	5
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0010 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	6
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0100 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	7
	0000 0000
	No
	246
	No
	Yes

	
	
	
	1000 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	8
	0000 0001
	No
	246
	No
	Yes

	
	
	
	0000 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	9
	0000 0010
	No
	246
	No
	Yes

	
	
	
	0000 0000
	None, except for ACC
	081
	
	

	Test (e)
	"2460813579"
	0
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1110
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	1
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1101
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	2
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1011
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	3
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 0111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	4
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1110 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	5
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1101 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	6
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1011 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2406813579"
	7
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	0111 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	8
	1111 1010
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	9
	1111 1001
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except ACC on USIM
	081
	
	

	Test (f)
	"24608135x9"
	11 & x
	0000 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	11 & x
	0000 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	11 & x
	0000 0000
	No
	246
	Yes
	Yes

	
	
	
	0000 0000
	None
	082
	
	

	
	
	
	
	
	
	
	

	
	"24608135x9"
	12 & x
	0000 0111
	Yes
	244
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	12 & x
	0000 0011
	No
	244
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	12 & x
	0000 0000
	No
	244
	Yes
	Yes

	
	
	
	0000 0000
	None
	001
	
	

	
	
	
	
	
	
	
	

	
	"24608135x9"
	13 & x
	0000 0111
	Yes
	244
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	13 & x
	0000 0011
	No
	244
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	13 & x
	0000 0000
	No
	244
	Yes
	Yes

	
	
	
	0000 0000
	None
	001
	
	

	
	
	
	
	
	
	
	

	
	"24608135x9"
	14 & x
	0000 0111
	Yes
	244
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	14 & x
	0000 0011
	No
	244
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	14 & x
	0000 0000
	No
	244
	Yes
	Yes

	
	
	
	0000 0000
	None
	001
	
	

	
	
	
	
	
	
	
	

	
	"24608135x9"
	15 & x
	0000 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	15 & x
	0000 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	15 & x
	0000 0000
	No
	246
	Yes
	Yes

	
	Set "x" to an arbitrary value in the range 0 to 9
	
	0000 0000
	None
	082
	
	

	Test (g)
	"2460813579"
	11 & x
	0000 1111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"
	11 & x
	0000 1011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	12 & x
	0001 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	12 & x
	0001 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	13 & x
	0010 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	13 & x
	0010 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	14 & x
	0100 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	14 & x
	0100 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	15 & x
	1000 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"
	15 & x
	1000 0011
	No
	246
	No
	Yes

	
	Set "x" to an arbitrary value in the range 0 to 9
	
	1111 1111
	All normal ACC and ACC on USIM
	081
	
	

	Test (h)
	"2460813579"
	11 & x
	1111 0011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"
	11 & x
	1111 0111
	Yes
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	12 & x
	1110 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	12 & x
	1110 1111
	Yes
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	13 & x
	1101 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	13 & x
	1101 1111
	Yes
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	14 & x
	1011 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	14 & x
	1011 1111
	Yes
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	15 & x
	0111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"
	15 & x
	0111 1111
	Yes
	246
	Yes
	Yes

	
	Set "x" to an arbitrary value in the range 0 to 9
	
	1111 1111
	All, except "special" ACC on USIM
	081
	
	


Table 5-1b

	
	USIM
	
	
	Network
	
	
	Test Results

	
	IMSI
	
	RACH
	Informative: Cell Barred for:
	BCCH/LAI
	Normal Call
	Emergency Call

	
	
	Access
	Octet 3
	Emergency Call 
	MCC
	
	

	
	
	Class 
	Octet 4
	Normal Call
	MNC
	
	

	Test (a)
	No UICC in 
	N/A
	0000 0100
	Yes
	234
	No
	No

	
	Terminal
	
	0000 0000
	No
	001
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Test (b)
	No UICC in 
	N/A
	0000 0000
	No
	234
	No
	Yes

	
	Terminal
	
	0000 0000
	No
	001
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	Test (c)
	"2460813579"
	0
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0000 0001
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	1
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0000 0010
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	2
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0000 0100
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	3
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0000 1000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	4
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0001 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	5
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0010 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	6
	0000 0100
	Yes
	246
	No
	No

	
	
	
	0100 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	7
	0000 0100
	Yes
	246
	No
	No

	
	
	
	1000 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	8
	0000 0101
	Yes
	246
	No
	No

	
	
	
	0000 0000
	No, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	9
	0000 0110
	Yes
	246
	No
	No

	
	
	
	0000 0000
	No, except for ACC
	081
	
	

	Test (d)
	"2460813579"
	0
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0000 0001
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	1
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0000 0010
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	2
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0000 0100
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	3
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0000 1000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	4
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0001 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	5
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0010 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	6
	0000 0000
	No
	246
	No
	Yes

	
	
	
	0100 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	7
	0000 0000
	No
	246
	No
	Yes

	
	
	
	1000 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	8
	0000 0001
	No
	246
	No
	Yes

	
	
	
	0000 0000
	None, except for ACC
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	9
	0000 0010
	No
	246
	No
	Yes

	
	
	
	0000 0000
	None, except for ACC
	081
	
	

	Test (e)
	"2460813579"
	0
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1110
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	1
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1101
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	2
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1011
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	3
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 0111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	4
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1110 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	5
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1101 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	6
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	1011 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2406813579"
	7
	1111 1011
	No
	246
	Yes
	Yes

	
	
	
	0111 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	8
	1111 1010
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except ACC on USIM 
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	9
	1111 1001
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except ACC on USIM
	081
	
	

	Test (f)
	"24608135x9"
	11 & x
	0000 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	11 & x
	0000 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	11 & x
	0000 0000
	No
	246
	Yes
	Yes

	
	
	
	0000 0000
	None
	082
	
	

	
	
	
	
	
	
	
	

	
	"24608135x9"
	12 & x
	0000 0111
	Yes
	244
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	12 & x
	0000 0011
	No
	244
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	12 & x
	0000 0000
	No
	244
	Yes
	Yes

	
	
	
	0000 0000
	None
	001
	
	

	
	
	
	
	
	
	
	

	
	"24608135x9"
	13 & x
	0000 0111
	Yes
	244
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	13 & x
	0000 0011
	No
	244
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	13 & x
	0000 0000
	No
	244
	Yes
	Yes

	
	
	
	0000 0000
	None
	001
	
	

	
	
	
	
	
	
	
	

	
	"24608135x9"
	14 & x
	0000 0111
	Yes
	244
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	14 & x
	0000 0011
	No
	244
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	001
	
	

	
	
	
	
	
	
	
	

	
	"
	14 & x
	0000 0000
	No
	244
	Yes
	Yes

	
	
	
	0000 0000
	None
	001
	
	

	
	
	
	
	
	
	
	

	
	"24608135x9"
	15 & x
	0000 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All, except ACC greater than 11 
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	15 & x
	0000 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All, except ACC greater than 11
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	15 & x
	0000 0000
	No
	246
	Yes
	Yes

	
	Set "x" to an arbitrary value in the range 0 to 9
	
	0000 0000
	None
	082
	
	

	Test (g)
	"2460813579"
	11 & x
	0000 1111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"
	11 & x
	0000 1011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	12 & x
	0001 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	12 & x
	0001 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	13 & x
	0010 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	13 & x
	0010 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	14 & x
	0100 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	14 & x
	0100 0011
	No
	246
	No
	Yes

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	15 & x
	1000 0111
	Yes
	246
	No
	No

	
	
	
	1111 1111
	All normal ACC and ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"
	15 & x
	1000 0011
	No
	246
	No
	Yes

	
	Set "x" to an arbitrary value in the range 0 to 9
	
	1111 1111
	All normal ACC and ACC on USIM
	081
	
	

	Test (h)
	"2460813579"
	11 & x
	1111 0011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"
	11 & x
	1111 0111
	Yes
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	12 & x
	1110 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	12 & x
	1110 1111
	Yes
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	13 & x
	1101 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	13 & x
	1101 1111
	Yes
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	14 & x
	1011 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"
	14 & x
	1011 1111
	Yes
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	082
	
	

	
	
	
	
	
	
	
	

	
	"2460813579"
	15 & x
	0111 1011
	No
	246
	Yes
	Yes

	
	
	
	1111 1111
	All, except "special" ACC on USIM
	081
	
	

	
	
	
	
	
	
	
	

	
	"
	15 & x
	0111 1111
	Yes
	246
	Yes
	Yes

	
	Set "x" to an arbitrary value in the range 0 to 9
	
	1111 1111
	All, except "special" ACC on USIM
	081
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NOTE:
UE adopts Access Class 0-9, based on IMSI, see TS 22.011 [6].


Access Class in USIM, See TS 31.102 [4], EF ACC, "6F 78".

ECs:
Emergency Calls.

EC Bit:
In case of GERAN: 

Bit 3 of Octet 3 of RACH Control Parameters, See TS 44.018 Section 10.5.2.29.

In case of UTRAN 

Access Class 10 defined in TS 22.011 clause 4.4.

AC Bit:
See  Access Class  Barred List defined in TS 25.331 clause 10.3.2.1.

HPLMN:
Country means that the MCC of the VPLMN is the same as the MCC of the HPLMN.
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