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	Reason for change:
(

	When the formal profile description for Mc was introduced in Rel 7 a note was added indicating that the Release BNC signal is mandatory for BICC terminations and not used otherwise. This restriction didn’t exist before in Rel 6 i.e.  the use of the signal for IP BICC or RAN terminations was not forbidden.

Introducing this restriction brings about a complication, as there is no termination naming scheme foreseen in Mc, at least no mandatory scheme, that allows to differentiate between ATM or IP terminations or between RAN and CN terminations based on termination ID. The problems may arise when the MSC-S uses the Bearer Release procedure with an ALL wildcard termination id, as in that case both ATM and IP terminations and both RAN and CN will be addressed by the termination id. 
However this is not expected to cause any confusion or malfunctioning in the MGW, especially since a Rel 6 compliant MGW should have been able to handle a Bearer Release procedure on IP or on RAN terminations.

	
	

	Summary of change:
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	The note about the use of Bearer Release signal is enhanced to indicate that in other cases (IP terminations or RAN terminations) the execution of the command leads to no action in the MGW, except sending a successful reply.

	
	

	Consequences if 
(

not approved:
	MSC-S will not be able to use error-free the ALL wildcard with the Release Bearer procedure, something that is required in failure and restart scenarios, and is explicitly allowed by the procedure. Or increased signallling  load if the MSC-S used it, due to multiple error responses.
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C.14.15
Generic Bearer Connection Package

Table C.14.15: Package Usage Information For Generic Bearer Connection Package 
	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	None
	-
	-
	-
	-

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	Establish BNC (GB/EstBNC, 0x0021/0x01)
	M
	ADD, MOD
	Not Applicable

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values:
	Duration Provisioned Value:

	
	Not Applicable
	-
	-
	Not Applicable

	Modify BNC (GB/ModBNC, 0x0021/0x02)
	O
	MOD
	Not Applicable

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values:
	Duration Provisioned Value:

	
	Not Applicable
	-
	-
	Not Applicable

	 Release BNC (GB/RelBNC, 0x0021/0x03)
	 M (NOTE)
	MOD
	Not Applicable

	
	 Signal Parameters
	 Mandatory/

Optional
	 Supported

Values:
	 Duration Provisioned Value:

	
	 General cause (Generalcause,0x01)
	O
	 Normal Release/ Unavailable Resources/ Failure Temporary/ Failure Permanent/  Interworking Error/ Unsupported 
	Not Applicable

	
	Failure Cause (Failurecause,0x02)
	O
	OCTET STRING
	Not Applicable

	
	Reset (Reset,0x03)
	O
	0/ 1
	Not Applicable

	Events
	Mandatory/

Optional
	Used in command:

	BNC Change (GB/BNCChange, 0x0021/0x01)
	M
	ADD, MOD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Type (Type ,0x01)
	M
	Bearer Established / Bearer Modified/ Bearer Mofification Failure
	Not Applicable

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Type (Type,0x01)
	M
	Bearer Established / Bearer Modified/ Bearer Mofification Failure 
	Not Applicable

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	None
	-
	-
	-

	Error Codes
	Mandatory/ Optional

	None
	-

	NOTE: 
Mandatory for BICC ATM Terminations. If received as part of a wildcarded command including other types of terminations then for other type of terminations no action is required from MGW, but a successful command reply.
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