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*** 1st Change ***

4a
Gxx reference points
Editor's note: The structure of this clause may change

4a.1
Overview
4a.2
Gxx Reference model
4a.3
Policy Rules

4a.4
Functional elements

4a.4.1
PCRF
4a.4.2
BBERF
4a.5
PCC procedures over Gxx reference points
4a.5.1
Gateway control and QoS Rules Request/Reply
The BBERF shall send a CC-Request with CC-Request-Type AVP set to the value "UPDATE_REQUEST".  For a Gateway Control and QoS Rules request where an existing IP-CAN resource is modified, the BBERF shall supply within the QoS rule request the specific event which caused such request (within the Event-Trigger AVP) and any previously provisioned PCC rule(s) affected by the gateway control and QoS Rules request. The QoS Rules and their status shall be supplied to the PCRF within the Charging-Rule-Report AVP.

The PCRF shall provision QoS Rules in the CC-Answer. If the PCRF is, due to incomplete, erroneous or missing information (e.g. subscription related information not available or authorized QoS exceeding the subscribed bandwidth) not able to provision a policy decision as response to the request for QoS Rules by the BBERF, the PCRF may reject the request using a CC Answer with the Gx experimental result code DIAMETER_ERROR_INITIAL_PARAMETERS (5140). If the BBERF receives a CC Answer with this code, the BBERF shall reject the gateway control and QoS Rules request that initiated the CC Request.
4a.5.2
Gateway control and QoS Rules Provision

The PCRF may decide to provision QoS Rules without obtaining a request from the BBERF, e.g. in response to information provided to the PCRF via the Rx reference point, or in response to an internal trigger within the PCRF, or from a trigger by the SPR. To provision QoS Rules without a request from the BBERF, the PCRF shall include these QoS Rules in an RA-Request message. 
The BBERF shall reply with an RA-Answer. If the corresponding IP-CAN resource cannot be established or modified to satisfy the bearer binding, then the BBERF shall reject the activation of a QoS rule using the Gx experimental result code DIAMETER_PCC_BEARER_EVENT and a proper Event-Trigger value. Depending on the cause, the PCRF can decide if re-installation, modification, removal of QoS Rules or any other action apply.
*** end of changes ***
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