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* * * First Change * * * *

5.1.6.8.1
General

The UE shall translate any user indicated emergency number as specified in 3GPP TS 22.101 [1A] to an emergency service URN, i.e. a service URN with a top-level service type of "sos" as specified in draft-ietf-ecrit-service-urn [69]. An additional sub-service type can be added if information on the type of emergency service is known.
In the event the UE receives a 380 (Alternative Service) response to an INVITE request the response including an IM CN subsystem XML body as described in subclause 7.6 that includes an <alternative service> element with the <type> child element set to "emergency", the UE shall automatically send an ACK request to the P-CSCF as per normal SIP procedures and terminate the session.

NOTE 1:
The UE can attempt an emergency call setup according to the procedures described in 3GPP TS 24.008 [8].

NOTE 2:
Emergency numbers which the UE does not detect, will be treated as a normal call.

* * * Next Change * * * *

5.1.6.8.3
Emergency session set-up within an emergency registration

After a successful initial emergency registration, the UE shall apply the procedures as specified in subclause 5.1.2A, 5.1.3 and 5.1.4 with the following additions:

1)
the UE shall insert in the INVITE request, a From header that includes the emergency public user identity or the tel URI associated with the emergency public user identity, as described in subclause 4.2;

2)
the UE shall include a Request URI in the INVITE request that contains an emergency service URN, i.e. a service URN with a top-level service type of "sos" as specified in draft-ietf-ecrit-service-urn [69]. An additional sub-service type can be added if information on the type of emergency service is known;

3)
the UE shall insert in the INVITE request, a To header with:

-
the same emergency service URN as in the Request URI; or

-
if the UE cannot perform local dialstring interpretation for the dialled digits, a dialstring URI representing the dialled digits in accordance with RFC 4976 [103] or a tel URL representing the dialled digits;
NOTE 1:
This version of this document does not provide any specified handling of a URI with the dialled digits in accordance with RFC 4976 [103] at an entity within the IM CN susbsystem. Behaviour when this is used is therefore not defined.

4)
if available to the UE, and if defined for the access type as specified in subclause 7.2A.4, the P-Access-Network-Info header shall contain a location identifier such as the cell id, line id or the identity of the I-WLAN access node, which is relevant for routeing the IMS emergency call;
NOTE 2:
The IMS emergency specification in 3GPP TS 23.167 [4B] describes several methods how the UE can get its location information from the access network or from a server. Such methods are not in the scope of this specification.

5)
the UE shall insert in the INVITE request, a P-Preferred-Identity header that includes the emergency public user identity or the tel URI associated with the emergency public user identity as described in subclause 4.2;

6)
if the UE has its location information available, then the UE shall include it in the INVITE request in the following way:

-
if the UE is aware of the URI that points to where the UE's location is stored, include the URI in the Geolocation header in accordance with draft-ietf-sip-location-conveyance [89]; or 

-
if the geographical location information of the UE is available to the UE, include its geographical location information as PIDF location object in accordance with RFC 4119 [90] and include the location object in a message body with the content type application/pidf+xml in accordance with draft-ietf-sip-location-conveyance [89]. The Geolocation header is set to a Content ID in accordance with draft-ietf-sip-location-conveyance [89]; and
NOTE 3:
It is suggested that UE's only use the option of providing a URI when the domain part belongs to the current P-CSCF or S-CSCF provider. This is an issue on which the network operator needs to provide guidance to the end user. A URI that is only resolvable to the UE which is making the emergency call is not desirable.

7)
if the UE has no geographical location information available, the UE shall not include any geographical location information as specified in draft-ietf-sip-location-conveyance [89] in the INVITE request.
NOTE 4:
RFC 3261 [26] provides for the use of the Priority header field with a suggested value of "emergency". It is not precluded that emergency sessions contain this value, but such usage will have no impact on the processing within the IM CN subsystem.

In the event the UE receives a 380 (Alternative Service) response with the Content-Type header field set according to subclause 7.6 (i.e. "application/3gpp-ims+xml"), independent of the value or presence of the Content-Disposition header field, independent of the value or presence of Content-Disposition parameters, then this default content disposition, identified as "3gpp-alternative-service", is applied as follows:

-
if the 380 (Alternative Service) response includes an IM CN subsystem XML body as described in subclause 7.6 with the type element set to "emergency" and the action element set to "emergency-registration", then the UE shall:


-
perform an initial emergency registration using a different VPLMN if available, as described in subclause 5.1.6.2 and if the new emergency registration succeeded, attempt an emergency call as described in this subclause;
-
attempt emergency call via CS domain according to the procedures described in 3GPP TS 24.008 [8], if available and not already tried; or

-
perform implementation specific actions to establish the emergency call.
* * * Next Change * * * *

5.1.6.8.4
Emergency session setup within a non-emergency registration

Editor's note: This subclause contains text specific to the "protected server port" which will require modification to handle SIP digest, and NASS-IMS bundled authentication.

The UE shall apply the procedures as specified in subclauses 5.1.2A, 5.1.3 and 5.1.4 with the following additions:

1)
the UE shall include a Request URI in the INVITE request that contains an emergency service URN, i.e. a service URN with a top-level service type of "sos" as specified in draft-ietf-ecrit-service-urn [69]. An additional sub-service type can be added if information on the type of emergency service is known;

2)
the UE shall insert in the INVITE request, a To header with:

-
the same emergency service URN as in the Request URI; or

-
if the UE cannot perform local dialstring interpretation for the dialled digits, a dialstring URI representing the dialled digits in accordance with RFC 4976 [103] or a tel URL representing the dialled digits;

NOTE 1:
This version of this document does not provide any specified handling of a URI with the dialled digits in accordance with RFC 4976 [103] at an entity within the IM CN susbsystem. Behaviour when this is used is therefore not defined.

3)
the UE shall insert in the INVITE request, a From header that includes the public user identity or the tel URI associated with the public user identity, as described in subclause 4.2; 

4)
if available to the UE, and if defined for the access type as specified in subclause 7.2A.4, the P-Access-Network-Info header shall contain a location identifier such as the cell id, line id or the identity of the I-WLAN access node, which is relevant for routeing the IMS emergency call;

NOTE 2:
3GPP TS 23.167 [4B] describes several methods how the UE can get its location information from the access network or from a server. Such methods are not in the scope of this specification.

5)
the UE shall insert in the INVITE request a P-Preferred-Identity that includes the public user identity or the tel URI associated with the public user identity as described in subclause 4.2;

6)
if the UE has its location information available, then the UE shall include it in the INVITE request in the following way:

-
if the UE is aware of the URI that points to where the UE's location is stored, include the URI in the Geolocation header in accordance with draft-ietf-sip-location-conveyance [89]; or 

-
if the geographical location information of the UE is available to the UE, include its geographical location information as PIDF location object in accordance with RFC 4119 [90] and include the location object in a message body with the content type application/pidf+xml in accordance with draft-ietf-sip-location-conveyance [89]. The Geolocation header is set to a Content ID in accordance with draft-ietf-sip-location-conveyance [89]; and
7)
if the UE has no geographical location information available, the UE shall not include any geographical location information as specified in draft-ietf-sip-location-conveyance [89] in the INVITE request; and
NOTE 2:
It is suggested that UE's only use the option of providing a URI when the domain part belongs to the current P-CSCF or S-CSCF provider. This is an issue on which the network operator needs to provide guidance to the end user. A URI that is only resolvable to the UE which is making the emergency call is not desirable.

8)
if a public GRUU value (pub-gruu) has been saved associated with the public user identity to be used for this request, and the UE does not indicate privacy of the P-Asserted-Identity, then insert the public GRUU (pub-gruu) value in the Contact header as specified in draft-ietf-sip-gruu [93]; otherwise the UE shall include the protected server port in the address in the Contact header.

In the event the UE receives a 380 (Alternative Service) response with the Content-Type header field set according to subclause 7.6 (i.e. "application/3gpp-ims+xml"), independent of the value or presence of the Content-Disposition header field, independent of the value or presence of Content-Disposition parameters, then this default content disposition, identified as "3gpp-alternative-service", is applied as follows:

-
if the 380 (Alternative Service) response includes an IM CN subsystem XML body as described in subclause 7.6 with the type element set to "emergency" and the action element set to "emergency-registration", then the UE shall:


-
perform an initial emergency registration, as described in subclause 5.1.6.2; and

-
attempt an emergency call as described in subclause 5.1.6.8.3;

-
attempt emergency call via CS domain according to the procedures described in 3GPP TS 24.008 [8], if available and not already tried; or

-
perform implementation specific actions to establish the emergency call.

Editor's Note: It is FFS how the UE will indicate if no location is available if the UE does not support draft-ietf-sip-location-conveyance [89].

NOTE 4:
RFC 3261 [26] provides for the use of the Priority header field with a suggested value of "emergency". It is not precluded that emergency sessions contain this value, but such usage will have no impact on the processing within the IM CN subsystem.

* * * Next Change * * * *

5.7.1.1
Notification about registration status

The AS may support the REGISTER method in order to discover the registration status of the user. If a REGISTER request arrives and the AS supports the REGISTER method, the AS shall store the Expires parameter from the request and generate a 200 (OK) response or an appropriate failure response. For the success case, the 200 (OK) response shall contain Expires value equal to the value received in the REGISTER request. The AS shall store the values received in P-Charging-Function-Addresses header. Also, the AS shall store the values of the icid parameter and orig-ioi parameter if present in the P-Charging-Vector header from the REGISTER request. The AS shall insert a P-Charging-Vector header containing the orig-ioi parameter, if received in the REGISTER request and a type 3 term-ioi parameter in the response to REGISTER. The AS shall set the type 3 term-ioi parameter to a value that identifies the service provider from which the response is sent and the orig-ioi parameter is set to the previously received value of orig-ioi.

Upon receipt of a third-party REGISTER request, with the Content-Type header field set according to subclause 7.6 (i.e. "application/3gpp-ims+xml"), independent of the value or presence of the Content-Disposition header field, independent of the value or presence of Content-Disposition parameters, then this default content disposition, identified as "3gpp-service-info", is applied as follows: 
-
if the third-party REGISTER request includes an IM CN subsystem XML body as described in subclause 7.6 with the <service-info> element, then the AS may retrieve the service information within the <service-info> XML element.

Upon receipt of a third-party REGISTER request, the AS may subscribe to the reg event package for the public user identity registered at the user's registrar (S-CSCF) as described in RFC 3680 [43].

On sending a SUBSCRIBE request, the AS shall populate the header fields as follows:

a)
a Request URI set to the resource to which the AS wants to be subscribed to, i.e. to a SIP URI that contains the public user identity of the user that was received in the To header field of the third-party REGISTER request;

b)
a From header field set to the AS's SIP URI;

c)
a To header field, set to a SIP URI that contains the public user identity of the user that was received in the To header field of the third-party REGISTER request;

d)
an Event header set to the "reg" event package;

e)
a P-Asserted-Identity header field set to the SIP URI of the AS; and

NOTE 1:
The S-CSCF expects the SIP URI used in the P-Asserted-Identity header to correspond to the SIP URI, which identified this AS in the initial filter criteria of the user to whose registration state the AS subscribes to.

f)
a P-Charging-Vector header with the icid parameter populated as specified in 3GPP TS 32.260 [17] and a type 3 orig-ioi parameter. The type 3 orig-ioi identifies the service provider from which the request is sent. The AS shall not include the type 3 term-ioi parameter.

Upon receipt of a 2xx response to the SUBSCRIBE request, the AS shall store the information for the so established dialog and the expiration time as indicated in the Expires header of the received response.

Upon receipt of any response, the AS shall store the value of the term-ioi parameter received in the P-Charging-Vector header if present. 

NOTE 2:
Any received term-ioi parameters will be any type term-ioi but includes the adjacent network term ioi in frst position. The first term-ioi identifies the network operator from which the response was originated for a release 5 S-CSCF and the network operator from which the request was sent otherwise. 

NOTE 3:
Upon receipt of a NOTIFY request with all <registration> element(s) having their state attribute set to "terminated" (i.e. all public user identities are deregistered) and the Subscription-State header set to "terminated", the AS considers the subscription to the reg event package terminated, i.e. as if the AS had sent a SUBSCRIBE request with an Expires header containing a value of zero.

Upon receipt of a NOTIFY request, the AS shall store the value of the orig-ioi parameters if present in the P-Charging-Vector header. The AS shall insert a P-Charging-Vector header in the response to the NOTIFY rquest containing the orig-ioi parameter, if received in the NOTIFY request and a type 3 term-ioi. The AS shall set the type 3 term-ioi parameter to a value that identifies the service provider from which the response is sent and the orig-ioi parameter is set to the previously received value of orig-ioi. 

* * * Next Change * * * *

7.2A.11
Extension to Content-Disposition header

7.2A.11.1
Introduction

This document defines new Content-Disposition header field disposition types (3gpp-alternative-service, 3gpp- service-info) in subclause 7.2A.11.2, applicable to 3GPP IM CN subsystem XML bodies.  

7.2A.11.2
Syntax

Additional Content-Disposition header field disposition type values are defined:

-
3gpp-alternative-service: the body contains 3GPP IM CN subsystem XML with the <alternative-service> XML element as described in subclause 7.6; and
-
3gpp-service-info: the body contains 3GPP IM CN subsystem XML with the <service-info> XML element as described in subclause 7.6.
Editor’s note: The Content-Disposition header field disposition type values 3gpp-alternative-service and 3gpp-service-info are to be registered in the IANA registry for Mail Content Disposition Values and Parameters.

7.2A.11.3
Operation

3gpp-alternative-service is used with Content-Type application/3gpp-ims+xml when the element <alternative-service> is included.

3gpp-service-info is used with Content-Type application/3gpp-ims+xml when the element <service-info> is included.
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