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* * * First Change * * * *

6.1.3.4.2
PDP context deactivation initiated by the network

In order to deactivate a PDP context, the network sends a DEACTIVATE PDP CONTEXT REQUEST message to the MS and starts timer T3395. The message contains the transaction identifier in use for the PDP context to be deactivated and a cause code that typically indicates one of the following causes:

# 8:
Operator Determined Barring;
# 25:
LLC or SNDCP failure (A/Gb mode only);

# 36:
regular  deactivation;

# 38:
network failure; or

# 39:
reactivation requested.
#112:
APN restriction value incompatible with active PDP context.
The MS shall, upon receipt of this message, reply with a DEACTIVATE PDP CONTEXT ACCEPT message. Upon receipt of the DEACTIVATE PDP CONTEXT ACCEPT message, the network shall stop the timer T3395.

In A/Gb mode, both the MS and the network shall initiate local release of the logical link if it is not used by another PDP context.

In Iu mode, the network shall initiate the release of Radio Access Bearer associated with this PDP context.

* * * Next Change * * * *

Annex I (informative):
GPRS specific cause values for GPRS Session Management

I.1
Causes related to nature of request

…omitted…
Cause value = 112 APN restriction value incompatible with active PDP context.


This cause code is used by the network to indicate that the PDP context(s) or MBMS context(s) have an APN restriction value that is not allowed in combination with a currently active PDP context. Restriction values are defined in 3GPP TS 23.060 [74], subclause 15.4.
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