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Abstract of document:

Work done against the WID in CP-080320
UID_320005
3GPP System Architecture Evolution Specification - Evolved Packet System (non RAN aspects)

UID_350027
SAE for support of non-3GPP accesses  

UID_380030
Stage 3 for Inter-system mobility between E-UTRAN and non 3GPP accesses

Title: CT1 aspects of mobility between 3GPP WLAN Interworking and 3GPP Systems
The purpose of the TS 24.327 is to specify the signalling procedures for handling the mobility of a UE between 3GPP Wireless Local Area Network Interworking (I-WLAN) and GPRS systems. The procedures specified in the TS 24.327 are used between the UE and the network nodes for the attach and detach cases. This document also specifies how the UE performs handover when moving from I-WLAN to GPRS systems and vice-versa.

The present document is based on DSMIPv6 procedures specified in TS 24.303. The TS 24.327 has been created to capture additional details specific to I-WLAN and GPRS systems in the context of mobility between those two accesses.
Changes since last presentation to TSG CT Meeting #40:

New
Outstanding Issues:

The following issues need to be documented/solved:
1. The network procedures for the Detach;
2. The definition of the identities used by the UE for mobility aspects (e.g. identities for home agent discovery).

3. Encoding of the target PDN identifier;

4. The discovering of the right GGSN when the UE moves from 3GPP I-WLAN to a GPRS system, when the home agent (HA) and the GGSN are collocated.

Contentious Issues:

None
Change history of this document:

1999-11-17: original issue

2007-09-06: removal of references to Working Groups; bring names of TSGs up to date; correction of typo

