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* * * First Change * * * *

17.1.5
BSSAP+-GPRS-DETACH-ACK message

This message is sent by the VLR to the SGSN to acknowledge a previous BSSAP+-GPRS-DETACH-Indication message.
Table 17.1.5/3GPP TS 29.018: BSSAP+-GPRS-DETACH-ACK message content

	Information Element
	Type/Reference
	Presence
	Format
	Length

	Message type
	Message type
18.2
	M
	V
	1

	IMSI
	IMSI
18.4.10
	M
	TLV
	6-10


* * * Next Change * * * *

17.1.6
BSSAP+-GPRS-DETACH-INDICATION message

This message is sent by the SGSN to the VLR to indicate a GPRS detach performed from the MS or the SGSN. The type of detach is indicated in the IMSI detach from GPRS service type IE.

Table 17.1.6/3GPP TS 29.018: BSSAP+-GPRS-DETACH-INDICATION message content 

	Information Element
	Type/Reference
	Presence
	Format
	Length

	Message type
	Message type
18.2
	M
	V
	1

	IMSI
	IMSI
18.4.10
	M
	TLV
	6-10

	SGSN number
	SGSN number
18.4.22
	M
	TLV
	5-11

	IMSI detach from GPRS service type
	IMSI detach from GPRS service type
18.4.11
	M
	TLV
	3

	Cell global identity
	Cell global identity
18.4.1
	O
	TLV
	10

	Service area identification 
	Service area identification 
18.4.21b
	O
	TLV
	9


17.1.6.1
Cell global identity (A/Gb mode only)
In A/Gb mode, the SGSN shall include the Cell global identity where the mobile was in the last radio contact.

17.1.6.2
Service area identification (Iu mode only)

In Iu mode, the SGSN should include the Service area identification where the mobile was in the last radio contact.

* * * Next Change * * * *

17.1.7
BSSAP+-IMSI-DETACH-ACK message

This message is sent by the VLR to the SGSN to acknowledge a previous BSSAP+-IMSI-DETACH-Indication message.
Table 17.1.7/3GPP TS 29.018: BSSAP+-IMSI-DETACH-ACK message content

	Information Element
	Type/Reference
	Presence
	Format
	Length

	Message type
	Message type
18.2
	M
	V
	1

	IMSI
	IMSI
18.4.10
	M
	TLV
	6-10


* * * Next Change * * * *

17.1.8
BSSAP+-IMSI-DETACH-INDICATION message

This message is sent by the SGSN to the VLR to indicate an IMSI detach performed from the MS. The type of detach is indicated in the IMSI detach from non-GPRS service type IE.

Table 17.1.8/3GPP TS 29.018: BSSAP+-IMSI-DETACH-INDICATION message content

	Information Element
	Type/Reference
	Presence
	Format
	Length

	Message type
	Message type
18.2
	M
	V
	1

	IMSI
	IMSI
18.4.10
	M
	TLV
	6-10

	SGSN number
	SGSN number
18.4.22
	M
	TLV
	5-11

	IMSI detach from non-GPRS service type
	IMSI detach from non-GPRS service type 18.4.12
	M
	TLV
	3

	Cell global identity
	Cell global identity
18.4.1
	O
	TLV
	10

	Location information age
	Location information age
18.4.15
	O
	TLV
	4

	Service area identification
	Service area identification
18.4.21b
	O
	TLV
	9


17.1.8.1
Cell global identity (A/Gb mode only)
In A/Gb mode, the SGSN shall include the Cell global identity where the mobile was in the last radio contact.

17.1.8.2
Location information age

If the detach is due to implicit detach and the Cell global identity is available, then the SGSN should include the Location information age.

17.1.8.3
Service area identification (Iu mode only)

In Iu mode, the SGSN should include the Service area identification where the mobile was in the last radio contact.
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