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	As indicated in TS 23.203 subclause 6.1.1, when PCRF performs the session binding, it shall take into account UE IP address, UE identity and PDN information.

S2-084138 is the agreed CR in SA2#65 about the session binding, it mentions:

In case of private IP address being used for the end user, the AF may send additional PDN information (e.g. PDN ID) over the Rx interface. This PDN information is used by the PCRF for session binding, and it is also used to help selecting the correct PCRF. However, thers’s no definition for the PDN information in Rx interface.
The PCRF may get the PDN information from the AF explicitly: The AF may provide the PDN information by sending a proper AVP to the PCRF. As the Called-Station-ID AVP is of type UTF8String defined in RFC4005 used to describe the address of the user contacted in the request, so, this AVP may be used to take the PDN identifier in the Rx.
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	Called-Station-ID is reused for PDN information in Rx which has already been used in Gx interface.
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	PCRF can not perform the session binding correctly.
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*** First Change ***

5.2
Session Binding

Session binding is the association of the AF session information to an IP-CAN session.
When the PCRF accepts an AA-Request from the AF over the Rx interface with service information, the PCRF shall perform session binding and associate the described service IP flows within the AF session information (and therefore the applicable PCC rules) to an existing IP-CAN session. This association is done using the user IP address received via the Rx interface in either the Frame-IP-Address AVP or the Framed-IPv6-Prefix AVP. The UE Identity if present in the Subscription-Id AVP and the PDN information if available in the Called-Station-ID AVP may also assist on this association.

The PCRF will determine that the UE has an IP-CAN session if the IP address received over the Rx interface matches the IP address received via one or more of the following interfaces: Gx interface and S9 interface, and if the UE identity is used to assist the association, the UE identity received over the Rx interface matches the UE identity received via one or more of the following interfaces: Gx interface and S9 interface.
NOTE:
In case the UE identity in the IP-CAN and the application level identity for the user are of different kinds, the PCRF needs to maintain, or have access to, the mapping between the identities. Such mapping is not subject to specification within this TS.

As a result from the session binding function, the PCRF identifies what IP-CAN session the current AF session is related with. If the PCRF is not capable of executing the Session Binding, the PCRF shall issue an AA-Answer command to the AF with a negative response.
*** End of Changes ***
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