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Purpose of This Specification:
The purpose of this TR is to serve as a place holder for all CT1 aspects of SAE. These aspects include:
· Network selection procedures for 3GPP and non-3GPP networks, including selection between 3GPP and non-3GPP access networks

· Non-Access-Stratum (NAS) functions related to Mobile Station (MS) in idle mode

· UE to EPC NAS signalling (via E-UTRAN)
· UE to EPC layer 3 signalling via non-3GPP access networks
· Support of intra-system mobility within the E‑UTRAN or inter-system mobility between the E‑UTRAN and other 3GPP or non-3GPP access networks

· Impact of SAE/LTE on services, network functions and capabilities 
(e.g. security, service continuity between E‑UTRAN and CS domain, impact on IMS, etc.)
Major parts of the contents of this TR have already been moved to the TS-family consisting of: 

· TS 24.301:
Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3
· TS 24.302:
Access to the Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3
· TS 24.303:
Mobility management based on Dual-Stack Mobile IPv6; Stage 3
· TS 24.304:
Mobility management based on Mobile IPv4; User Equipment (UE) - foreign

agent interface; Stage 3
Changes since last presentation to CT Meeting #40:
· Inter-system change between E-UTRAN and other 3GPP or non-3GPP access networks,
· Idle mode signalling reduction, 
· CS fallback:

The description was updated according to the progress in stage 2, and the normative stage 3 work (covered by other work items) was started.
· Support of closed subscriber groups (CSGs): CT1 agreed on a new, third concept for CSG ("option C") and on some basic principles for the format of CSG identifiers.
· SAE enhancements for IMS: CT1 started the normative stage 3 work. 2 CRs to TS 24.229 are provided to CT#41 for approval.
· Access Network Discovery and Selection Function (ANDSF): CT1 studied OMA DM and IEEE 802.11 MIH as possible candidates for the protocol between UE and ANDSF and decided to select OMA DM.
Outstanding Issues:

· CS fallback: protocol architecture for transport of SMS messages between UE and MME;
· Support of closed subscriber groups (CSGs): details of the concept (e.g. mechanism for paging optimization);
· SAE enhancements for IMS: remaining open issues will be solved directly on stage 3 level;
· Single radio VCC
Contentious Issues:

None
