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***CHANGE***
5.1.6.2
Initial emergency registration

When the user initiates an emergency call, if emergency registration is needed, the UE shall perform an emergency registration prior to sending the SIP request related to the emergency call.
Editor's note: It is FFS how the UE is informed about whether the S-CSCF does not support and recognize emergency registrations, in which case the emergency registration overwrites an existing normal registration.
The UE shall have only one valid emergency registration at any given time. If the UE initiates a new emergency registration using different contact address, and the previous emergency registration has not expired, the UE shall consider the previous emergency registration as expired.
IP-CAN procedures for emergency registration are defined in 3GPP TS 23.167 [4B] and in each access technology specific annex.

When a UE performs an initial emergency registration the UE shall perform the actions as specified in subclause 5.1.1.2 with the following additions:

-
the UE shall include an URI parameter in the Contact header field that indicates that this is an emergency registration and that the associated contact address shall be used only for emergency service. 
Editor's note: whether the solution  will be based on a new emergency specific URI-parameter or on an icsi-value is FFS.
When the UE performs an initial emergency registration and whilst this emergency registration is active, the UE shall:

-
handle the emergency registration independently from any other ongoing registration to the IM CN subsystem; 

-
handle any signalling or media related IP-CAN for the purpose of emergency calls independently from any other established IP-CAN for IM CN subsystem related signalling or media; and

-
handle all SIP signalling and all media related to the emergency call independently from any other ongoing IM CN subsystem signalling and media.

***CHANGE***
5.1.6.3
Initial subscription to the registration-state event package

Upon receiving the 200 (OK) response to the REGISTER request that completes the emergency registration, the UE shall not subscribe to the reg event package of the public user identity specified in the REGISTER request.

***CHANGE***
5.1.6.6
User-initiated emergency deregistration

Once the UE registers a public user identity and an associated contact address via emergency registration, the UE shall not perform user-initiated deregistration of the respective public user identity and the associated contact address.
NOTE:
The UE will be deregistered when the emergency registration expires.
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