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Introduction:

This document contains 22 CRs on CRs on SAE SGi Interface that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
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	C3-081746
	Update of Access Reference Configuration in Clause 6
	29.061
	260
	
	F
	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-081752
	Update of the Obsoleted IPv6 RFCs
	29.061
	266
	
	B
	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-081753
	Removal of S6b related Editor's Notes
	29.061
	267
	
	F
	Rel-8
	8.0.0
	SAES-St3-intwk
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	Revert the description of RADIUS Framed-Protocol=7 to "GPRS PDP Context"
	29.061
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	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-082034
	Update definitions of IP-CAN Session and Packet Domain Bearer
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	8.0.0
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	C3-082038
	Update of RADIUS 'Accounting Update' subclause
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	Diameter Accounting Update for SGi
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	IPv4 Parameter configuration via DHCPv4
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	IPv6 Prefix allocation via DHCPv6
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	Corrections in Clause 13a (IMS interworking)
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	Cleaning of Editor's Notes for SGi
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	8.0.0
	SAES-St3-intwk

	C3-082387
	Experimental-Result-Code for SGi
	29.061
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	Editorial correction for SGi
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	Subattributes of RADIUS 3GPP Vendor Specific Attribute
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	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-082390
	SGi Specific Diameter AVPs
	29.061
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	B
	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-082393
	Diameter Server-Initiated Bearer termination for SGi
	29.061
	271
	4
	B
	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-082451
	Diameter Authentication and Accounting procedures for SGi
	29.061
	272
	2
	B
	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-082458
	Update of Clause 11.2.1.3.1a (IPv6 EPC based Bearer
	29.061
	262
	4
	B
	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-082552
	Update of EPC based IPv4 non-Transparent access
	29.061
	261
	3
	B
	Rel-8
	8.0.0
	SAES-St3-intwk

	C3-082586
	SGi Diameter Messages
	29.061
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	B
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	SAES-St3-intwk


