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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [21] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [21]. 
BCU
Bearer Control Unit

BICC
Bearer Independent Call Control
MGC

Media Gateway Controller
MIME
Multi-purpose Internet Mail Extensions
OoBTC
Out of Band Transcoder Control
************************************* NEXT CHANGE ********************************************

5.3
RFC 4566 (SDP: Session Description Protocol)

The following SDP properties are described for SIP-I call control procedures; use of SDP within H.248 MGW control protocol interface is described in the relevant profile specification, e.g. 3GPP TS 29.232 [18].
Table 5.3.1: Support of SDP Fields

	field
	Meaning
	Support
	Comments



	v
	Protocol Version
	Mandatory
	The value shall be “v=0”

	o
	Origin
	Mandatory
	

	s
	Session Name
	Mandatory
	

	c
	Connection Data
	Mandatory
	

	t
	Timing
	Mandatory
	The value shall be “t=0 0”

	a
	Attributes
	Conditional
	See table 5.3.2.

	m
	Media Descriptions
	Mandatory
	

	b=RS, b=RR
	RTCP bandwidth modifiers
	Conditional
	A (G)MSC wishing to deactivate RTCP or using RTCP only to negotiate the use of RTP bearer multiplexing and RTP header compression (see 3GPP TS 29.414 [20]) shall set the RTCP bandwidth modifiers to zero. 

If a (G)MSC receives SDP bandwidth modifiers for RTCP equal to zero, it should reply by setting its RTCP bandwidth using SDP bandwidth modifiers with values equal to zero.

	NOTE: 
Fields not listed in the table may be ignored by the (G)MSC Server on receipt of the SDP. 


Table 5.3.2: Support of Attributes

	attr
	Meaning
	Support
	Comments



	rtpmap
	RTP map
	Conditional
	Mandatory for dynamic payload type and optional for static payload type.

	recvonly
	Receive only
	Mandatory
	

	sendrecv
	Send and receive
	Mandatory
	

	sendonly
	Send only
	Mandatory
	

	inactive
	Inactive
	Mandatory
	

	fmtp
	format specific parameters
	Conditional
	It is dependent upon the payload type if format specific parameters are required or not.

	maxptime
	Maximum packet size in ms
	See 3GPP TS 26.102 [31]
	

	ptime
	Packetisation length
	See 3GPP TS 26.102 [31]
	

	NOTE: 
Attributes not listed in the table may be ignored by the (G)MSC Server on receipt of the SDP.


************************************* NEXT CHANGE ********************************************

5.14
RFC 3326 (The Reason Header Field for the Session Initiation Protocol)

The SIP Reason header provides a means of transporting SIP or ISUP/BICC cause value in the SIP message; this is especially useful in SIP message without encapsulated ISUP information.

The SIP Reason header shall be supported as specified by RFC 3326 [16] and by ITU-T Q.1912.5 [4] (as endorsed by sub-clause 5.1 of the present specification ), with the following modifications:  

· a Reason header field containing a Q.850 cause value shall be added to the SIP CANCEL message sent by the (G)MSC Server if the value is known; if unknown, the Q.850 cause value 31 (normal unspecified) shallbe sent.

· the header field shall not be protected by any integrity mechanism.

************************************* NEXT CHANGE ********************************************

5.19
RFC 791 (Internet Protocol, Version 4)

IPv4 (RFC 791 [29]) shall be supported on the Nc interface. 
5.20
RFC 2460 (Internet Protocol, Version 6)

IPv6 (RFC 2460 [30]) may be supported on the Nc interface.
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