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***** START OF FIRST CHANGED SECTION *****
15.2.11
3G Interface Type package

PackageID:
threegint (0xYYYY) 
Editor's Note: 
value needs to be registered with IANA. 
Version:
1
Extends:
None

This package contains a property to specify the used interface type for IP terminations.

15.2.11.1
Properties

IP Interface Type
PropertyID: ipint (0x0001)

Description: Indicates the type of external interface used by the termination.


Type: Enumeration.


Possible Values:

-
"NboIP" (0x0001) Nb over IP with SIP-I based Nc, see 29.414 [32].
-
"AoIP" (0x0002) A interface over IP.
-
"MboIP" (0x0003) Mb interface
-
"ExtSIPI" (0x0004) External SIP-I based network
All other values reserved.


Defined in: Local Control descriptor.


Characteristics: Read/Write.

15.2.11.2
Events

None.

15.2.11.3
Signals

None.

15.2.11.4
Statistics

None

15.2.11.5
Procedures

The MSC server may indicate the interface type (reference point) associated with the RTP bearer termination to the MGW with this package. This allows MGW to collect statistics per interface type associated with the RTP bearer termination as required by 3GPP TS 32.407[58]. The provision of these statistics is outside of the scope of this specification.
***** END OF FIRST CHANGED SECTION *****
***** START OF SECOND CHANGED SECTION *****
C.14.36
3G Interface Type package 

Table C.14.36: Package Usage Information for 3G Interface Type package 
	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	IP interface type, (threegint/ipint, 0xYYYY/0x0001)
	M
	ADD, MOD
	"NboIP" (0x0001)

"AoIP" (0x0002)

"MboIP" (0x0003)
"ExtSIPI" (0x0004)
NOTE
	None

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	None 
	-
	-
	-

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values:
	Duration Provisioned Value:

	
	-
	-
	-
	-

	Events
	Mandatory/

Optional
	Used in command:

	None 
	-
	-

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	-
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	-
	-
	-
	-

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	None 
	-
	-
	-

	Error Codes
	Mandatory/ Optional

	None 
	-

	NOTE: 
Other values reserved


***** END OF SECOND CHANGED SECTION *****
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