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10
Untrusted Non-3GPP Access over S2b Description
10.1
Initial Attach procedures

10.1.1
General
10.1.2
ePDG procedures
In PMIPv6 mode, the ePDG shall follow the MAG procedure for the PMIPv6 PDN Connection Creation as outlined in subclause 5.1.2.

10.1.3
PDN GW procedures
In PMIPv6 mode, the PDN GW shall follow the MAG procedure for the PMIPv6 PDN Connection Creation as outlined in subclause 5.1.3.
10.2
ePDG Initiated PDN Connection Lifetime Extension procedures

10.2.1
General
10.2.2
ePDG procedures
In PMIPv6 mode, the ePDG shall follow the MAG procedure for the PMIPv6 PDN Connection Lifetime Extension as outlined in subclause 5.2.2.
10.2.3
PDN GW procedures
In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 PDN Connection Lifetime Extension as outlined in subclause 5.2.3.
10.3
UE / ePDG Initiated Detach procedures

10.3.1
General
10.3.2
ePDG procedures
In PMIPv6 mode, the ePDG shall follow the MAG procedure for the PMIPv6 MAG Initiated PDN Connection Deletion as outlined in subclause 5.4.2 repeated for each PDN connection of the UE.

10.3.3
PDN GW procedures
In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 MAG Initiated PDN Connection Deletion as outlined in subclause 5.4.3.
10.4
HSS / AAA Initiated Detach procedures

10.4.1
General
The HSS/AAA may initiate a detach procedure resulting in a PMIPv6 De-Registration.
10.4.2
ePDG procedures
In PMIPv6 mode, the ePDG shall follow the MAG procedure for the PMIPv6 MAG Initiated PDN Connection Deletion as outlined in subclause 5.4.2 repeated for each PDN connection of the UE.

10.4.3
PDN GW procedures
In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 MAG Initiated PDN Connection Deletion as outlined in subclause 5.4.3.

10.5
UE Initiated Connection to Additional PDN procedures

10.5.1
General
10.5.2
ePDG procedures
In PMIPv6 mode, the ePDG shall follow the MAG procedure for the PMIPv6 PDN Connection Creation as outlined in subclause 5.1.2.

10.5.3
PDN GW procedures
In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 PDN Connection Creation as outlined in subclause 5.1.3.

10.6
3GPP Access to Trusted / Untrusted Non-3GPP IP Access Handover procedures without optimization
10.6.1
General
10.6.2
ePDG procedures
In PMIPv6 mode, the ePDG shall follow the MAG procedure for the PMIPv6 PDN Connection Handover as outlined in subclause 5.3.2.
10.6.3
PDN GW procedures
In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 PDN Connection Handover as outlined in subclause 5.3.3.

10.7
UE Requested PDN Disconnection procedures
10.7.1
General

10.7.2
ePDG procedures

In PMIPv6 mode, the ePDG shall follow the MAG procedure for the PMIPv6 MAG Initiated PDN Connection Deletion as outlined in subclause 5.4.2, for the selected PDN connection.
10.7.3
PDN GW procedures
In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 MAG Initiated PDN Connection Deletion as outlined in subclause 5.4.3, for the selected PDN connection.

10.8
PDN GW Initiated Bearer Deactivation procedures

10.8.1
General
10.8.2
ePDG procedures
In PMIPv6 mode, the ePDG shall follow the MAG procedure for the PMIPv6 LMA Initiated PDN Connection Deletion as outlined in subclause 5.5.2.

10.8.3
PDN GW procedures
In PMIPv6 mode, the PDN GW shall follow the LMA procedure for the PMIPv6 LMA Initiated PDN Connection Deletion as outlined in subclause 5.5.3.








11
S2a and S2b Chaining with S8 Description
11.1
Initial Attach procedures

11.1.1
General
11.1.2
ePDG / Trusted Non-3GPP Access procedures
In PMIPv6 mode, the ePDG or Trusted Non-3GPP Access shall follow the MAG procedure for the PMIPv6 PDN Connection Creation.

11.1.3
Serving GW procedures
In PMIPv6 mode, the Serving GW shall follow the MAG procedure for the PMIPv6 PDN Connection Creation.
11.2
ePDG / Trusted Non-3GPP Access Initiated PDN Connection Lifetime Extension procedures

11.2.1
General
11.2.2
ePDG / Trusted Non-3GPP Access procedures
In PMIPv6 mode, the ePDG or Trusted Non-3GPP Access shall follow the MAG procedure for the PMIPv6 PDN Connection Lifetime Extension.
11.2.3
Serving GW procedures
In PMIPv6 mode, the Serving GW shall follow the LMA procedure for the PMIPv6 PDN Connection Lifetime Extension.
11.3
UE / ePDG / Trusted Non-3GPP Access Initiated Detach procedures

11.3.1
General
11.3.2
ePDG / Trusted Non-3GPP Access procedures
In PMIPv6 mode, the ePDG or Trusted Non-3GPP Access shall follow the MAG procedure for the PMIPv6 MAG Initiated PDN Connection Deletion repeated for each PDN connection of the UE.

11.3.3
Serving GW procedures
In PMIPv6 mode, the Serving GW shall follow the LMA procedure for the PMIPv6 MAG Initiated PDN Connection Deletion.
11.4
HSS / AAA Initiated Detach procedures

11.4.1
General
The HSS/AAA may initiate a detach procedure resulting in a PMIPv6 De-Registration.
11.4.2
ePDG / Trusted Non-3GPP Access procedures
In PMIPv6 mode, the ePDG or Trusted Non-3GPP Access shall follow the MAG procedure for the PMIPv6 MAG Initiated PDN Connection Deletion repeated for each PDN connection of the UE.

11.4.3
Serving GW procedures
In PMIPv6 mode, the Serving GW shall follow the LMA procedure for the PMIPv6 MAG Initiated PDN Connection Deletion.

11.5
UE Initiated Connection to Additional PDN procedures

11.5.1
General
11.5.2
ePDG / Trusted Non-3GPP Access procedures
In PMIPv6 mode, the ePDG or Trusted Non-3GPP Access shall follow the MAG procedure for the PMIPv6 PDN Connection Creation.

11.5.3
Serving GW procedures
In PMIPv6 mode, the Serving GW shall follow the LMA procedure for the PMIPv6 PDN Connection Creation.

11.6
3GPP Access to Trusted / Untrusted Non-3GPP IP Access Handover procedures without optimization
11.6.1
General
11.6.2
ePDG / Trusted Non-3GPP Access procedures
In PMIPv6 mode, the ePDG or Trusted Non-3GPP Access shall follow the MAG procedure for the PMIPv6 PDN Connection Handover.
11.6.3
Serving GW procedures
In PMIPv6 mode, the Serving GW shall follow the LMA procedure for the PMIPv6 PDN Connection Handover.

11.7
UE Requested PDN Disconnection procedures
11.7.1
General

11.7.2
ePDG / Trusted Non-3GPP Access procedures

In PMIPv6 mode, the ePDG or Trusted Non-3GPP Access shall follow the MAG procedure for the PMIPv6 MAG Initiated PDN Connection Deletion, for the selected PDN connection.
11.7.3
Serving GW procedures
In PMIPv6 mode, the Serving GW shall follow the LMA procedure for the PMIPv6 MAG Initiated PDN Connection Deletion, for the selected PDN connection.

11.8
PDN GW Initiated Bearer Deactivation procedures

11.8.1 
General
11.8.2 
ePDG / Trusted Non-3GPP Access procedures
In PMIPv6 mode, the ePDG or Trusted Non-3GPP Access shall follow the MAG procedure for the PMIPv6 LMA Initiated PDN Connection Deletion.

11.8.3 
Serving GW procedures
In PMIPv6 mode, the Serving GW shall follow the LMA procedure for the PMIPv6 LMA Initiated PDN Connection Deletion.
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