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First modified section

7.5.1
Information Element Assignments
An S101 message may contain several information elements. The TLV (Type, Length, Value) encoding format shall be used for all S101 information elements. The Length field shall contain the length of the information element in octets excluding the Type and Length field.

For all the length fields, bit 8 of the lowest numbered octet is the most significant bit and bit 1 of the highest numbered octet is the least significant bit.

Within information elements, certain fields may be described as spare. These bits shall be transmitted with the value defined for them. To allow for future features, the receiver shall not evaluate these bits.

Table 7.5-1: Information Elements

	IE Type Value
	Information Element
	Reference

	1
	IMSI
	7.5.2

	2
	Cause
	7.5.3

	3
	Recovery
	7.5.4

	4
	Sector ID
	7.5.5

	5
	S101 Transparent Container
	7.5.6

	6
	Handover Indicator
	7.5.7

	7
	PDN GW PMIP GRE Tunnel Info
	7.5.9

	8
	S103 GRE Tunnel Info
	7.5.10

	9-47
	For future use. Shall not be sent. If received, shall be treated as an Unknown IE.
	

	48-63
	For future use. Shall not be sent. If received, shall be treated as an Unknown IE.

(Reserved for use by 3GPP.)
	

	64-79
	For future use. Shall not be sent. If received, shall be treated as an Unknown IE.

(Reserved for use by 3GPP2.)
	

	80-254
	For future use. Shall not be sent. If received, shall be treated as an Unknown IE.
	

	255
	Private Extension
	7.5.8
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