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* * * First Change * * * *

15.2.11
3G Interface Type package

PackageID:
threegint (0x00e3) 
 
Version:
1
Extends:
None

This package contains a property to specify the used interface type for IP terminations.

15.2.11.1
Properties

IP Interface Type
PropertyID: ipint (0x0001)

Description: Indicates the type of external interface used by the termination.


Type: Enumeration.


Possible Values:

-
"NboIP" (0x0001) Nb over IP with SIP-I based Nc, see 29.414 [32].
-
"AoIP" (0x0002) A interface over IP.
-
"MboIP" (0x0003) Mb interface

All other values reserved.


Defined in: Local Control descriptor.


Characteristics: Read/Write.

15.2.11.2
Events

None.

15.2.11.3
Signals

None.

15.2.11.4
Statistics

None

15.2.11.5
Procedures

The MSC server may indicate the used IP interface type to the MGW with this package. This allows MGW to collect statistics per interface as required by 3GPP TS 32.407[58]. The provision of these statistics is outside of the scope of this specification.
* * * Next Change * * * *

C.14
Packages
Table C.14/1: Mandatory packages 
	Mandatory Packages:

	Package Name
	PackageID
	Version

	 Generic (see ITU-T Recommendation H.248.1 [10] annex E.1)
	 g, (0x0001)
	v1

	Base Root Package (see ITU-T Recommendation H.248.1 [10] annex E.2)
	root, (0x0002)
	v2

	Tone Detection Package (see ITU-T Recommendation H.248.1 [10] annex E.4)
	tonedet, (0x0004)

(NOTE)
	v1

	Basic DTMF Generator Package (see ITU-T Recommendation H.248.1 [10] annex E.5)
	dg, (0x0005)
	v1

	DTMF Detection Package (see ITU-T Recommendation H.248.1 [10] annex E.6)
	dd, (0x0006)


	v1

	Generic Announcement Package (see ITU-T Recommendation H.248.7 [28]) – Fixed Announcements.
	an, (0x001d)
	v1

	TDM Circuit Package (see ITU-T Recommendation H.248.1 [10] annex E.13) 

NOTE1
	tdmc, (0x000d)


	v1

	Media Gateway Resource Congestion Handling Package (see ITU-T Recommendation H.248.10 [15] )
	chp, (0x0029)
	v1

	Hanging Termination Detection package (see ITU-T Recommendation H.248.36 [36]).
	hangterm, (0x0098)
	v1

	NOTE: 
This package is "for extension only" and shall not be published over the Mc interface. 

NOTE1: 
Network Package is not supported.


Table C.14/2: Optional packages 
	Optional Packages:

	Package Name
	PackageID
	Version
	Support dependent on:

	 Basic Call Progress Tones Generator with Directionality, (see ITU-T Recommendation Q.1950 [23] annex A.8)
	 bcg,  (0x0023)
	 v1
	 Services provided by network

	Expanded Call Progress tones Generator Package (see ITU-T Recommendation Q.1950 [23] annex A.9)
	xcg, (0x0024)
	v1
	Services provided by network

	Basic Services Tones Generation Package (see ITU-T Recommendation Q.1950 [23] annex A.10)
	srvtn, (0x0025)
	v1
	Services provided by network

	Bearer Control Tunnelling  Package (see ITU-T Recommendation Q.1950 [23] annex A.7)
	Bt, (0x0022)
	v1
	Interworking with BICC and IP transport

	Expanded Services Tones Generation Package (see ITU-T Recommendation Q.1950 [23] annex A.11)
	xsrvtn, (0x0026)
	v1
	Services provided by network

	Intrusion Tones Generation Package (see ITU-T Recommendation Q.1950 [23] annex A.12)
	Int, (0x0027)
	v1
	Services provided by network

	Business Tones Generation Package (see ITU-T Recommendation Q.1950 [23] annex A.13)
	BIZTN, (0x0028)


	v1
	Services provided by network

	Tone Generator Package  (see ITU-T Recommendation H.248.1 [10] annex E.3)
	tongen, (0x0003)
	v1
	(NOTE)

	Generic Announcement Package (see ITU-T Recommendation H.248.7 [28]) – Variable Announcements
	an, (0x001d)
	v1
	Variable Announcements

	Text Telephony Package (see ITU-T Recommendation H.248.2 [17]).
	txp, (0x0010)


	v1
	Global text telephony support

	Call Discrimination package (see ITU-T Recommendation H.248.2 [17]).
	ctyp, (0x0011)


	v2
	Global text telephony support

	Basic Continuity Package (see ITU-T Recommendation H.248.1 [10] annex E.10).
	ct, (0x000a)
	v1
	Only required for TDM side terminations

	Circuit Switched Data package (see subclause 15.2.1);
	threegcsd, (0x0030)
	v1
	Circuit Switched Data support

	TFO package (see subclause 15.2.2);
	threegtfoc, (0x0031)
	v2
	TFO support

	3G Expanded Call Progress Tones Generator package (see subclause 15.2.3);
	threegxcg, (0x0032)
	v1
	Services provided by network

	Modification of Link Characteristics Bearer Capabiltity package (see subclause 15.2.4);
	threegmlc, (0x0046)


	v1
	

	Enhanced Circuit Switched Data package (see subclause 15.2.5);
	threegcsden,(0x0082)
	v1
	Circuit Switched Data support

	Cellular Text telephone Modem Text Transport package (see subclause 15.2.6);
	threegctm, (0x0068)
	v1
	Global text telephony support

	IP transport package (see subclause 15.2.7);
	threegiptra, (0x0083)
	v1
	Iu over IP interface support

	Flexible Tone Generator Package (see subclause 15.2.8).
	threegflex, (0x0084)
	v1
	Services provided by network

	Trace Package (see subclause 15.2.9)
	calltrace, (0x0097)
	v1
	

	ASCI Group call package

(see subclause 15.2.10)
	 threegasci, (0x00b2)
	v2
	VGCS and VBS services supported

	IP Domain connection package (see ITU-T Recommendation H.248.41 [42])
	ipdc, (0x009d)
	v1
	Multiple IP realms supported

	Inactivity (see ITU-T Recommendation. H248.14 [29])
	it, (0x0045)
	v1
	

	3GUP (User Plane) package (see subclause 15.1.1)
	threegup, (0x002f)
	v1
	Mandatory for BICC and Iu terminations

	Bearer Characteristics Package (see ITU-T Recommendation Q.1950 [23] annex A.3)
	bcp, (0x001e)
	v2
	Mandatory for BICC terminations

	Generic Bearer Connection  Package (see ITU-T Recommendation Q.1950 [23] annex A.6)
	Gb, (0x0021)
	v1
	Mandatory only for BICC and Iu terminations

	3G Interface Type package (see subclause 15.2.11)
	threegint (0x00e3)
	v1
	

	NOTE:
This package is "for extension only" and shall not be published over the Mc interface.


Package Usage Information 

This table specifies how the packages above will be used. For example:

-
it lists whether the properties/signals/events/statistics are optional or mandatory

-
if the value of the property/signal/event provisioned the provisioned value should be specified. (e.g. names and number of cycles for an H.248.7 announcement).

Specifies the values of properties which are specified as provisioned 

Package Usage Information:

* * * Next Change * * * *

C.14.36
3G Interface Type package 

Table C.14.36: Package Usage Information for 3G Interface Type package 
	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	IP interface type, (threegint/ipint, 0x00e3/0x0001)
	M
	ADD, MOD
	"NboIP" (0x0001)

"AoIP" (0x0002)

"MboIP" (0x0003)

NOTE
	

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	None 
	-
	-
	-

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values:
	Duration Provisioned Value:

	
	-
	-
	-
	-

	Events
	Mandatory/

Optional
	Used in command:

	None 
	-
	-

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	-
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	-
	-
	-
	-

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	None 
	-
	-
	-

	Error Codes
	Mandatory/ Optional

	None 
	-

	NOTE: 
Other values reserved
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