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7.2.3.3
Timers

Table 19: Timers for interworking

	Symbol
	Time-out value
	Cause for initiation
	Normal termination
	At expiry
	Reference

	Ti/w1
	4 s to 6 s (default of 4 s)
	When last address message is received and the minimum number of digits required for routing the call have been received.
	At the receipt of fresh address information.
	Send INVITE, send the address complete message
	7.2.3.2.1
7.2.3.2.4
(NOTE 1)

	Ti/w2
	4 s to 20 s (default of 4 s)
	When INVITE is sent unless the ACM has already been sent.
	On reception of 180 Ringing , or 183 Session Progress and P-Early-Media header authorizing early media, or 404 Not Found or 484 Address Incomplete for an INVITE transaction for which Ti/w3 is running, or 200 OK (INVITE).
	Send ACM (no indication)
	7.2.3.2.4
7.2.3.2.1
(NOTE 2)

	Ti/w3
	4‑6 seconds (default of 4 seconds)


	On receipt of 404 Not Found or 484 Address Incomplete if there are no other pending INVITE transactions for the corresponding call.
	At the receipt of SAM
	Send REL with Cause Value 28 to the BICC/ISUP side.
	7.2.3.2.1A, 7.2.3.2.12.1

(NOTE 3)

	NOTE 1: 
This timer is used when overlap signalling is received from BICC/ISUP network and converted to en-block signalling at the MGCF.
NOTE 2: 
This timer is used to send an early ACM if a delay is encountered in receiving a response from the subsequent SIP network.
NOTE 3:
This timer is known as the "SIP dialog protection timer". This timer is only used where the O‑MGCF is configured to send INVITE before end of address signalling is determined.


	End of Modified Section
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