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************** BEGIN CHANGE ****************
7.2A.10.3
Additional coding rules for phone-context parameter

In case the current IP-CAN is indicated in the phone-context the entities inserting the "phone-context" parameter shall populate the "phone-context" parameter with the following contents:

1)
if the IP-CAN is GPRS, then the "phone-context" parameter is a domain name. It is constructed from the MCC, the MNC and the home network domain name by concatenating the MCC, MNC, and the string "gprs" as domain labels before the home network domain name;

EXAMPLE:
If MCC = 216, MNC = 01, then the "phone-context" parameter is set to '216.01.gprs.home1.net'.

2)
if the IP-CAN is I-WLAN, then the "phone-context" parameter is a domain name. It is constructed from the SSID, AP's MAC address, and the home network domain name by concatenating the SSID, AP's MAC address, and the string "i-wlan" as domain labels before the home network domain name;

EXAMPLE:
If SSID = BU-Airport, AP's MAC = 00-0C-F1-12-60-28, and home network domain name is "home1.net", then the "phone-context" parameter is set to the string "bu-airport.000cf1126028.i-wlan.home1.net".

3)
if the IP-CAN is xDSL, then the "phone-context" parameter is a domain name. It is constructed from the dsl-location (see subclause 7.2A.4) and the home network domain name by concatenating the dsl-location and the string "xdsl" as domain labels before the home network domain name;

4)
if the IP-CAN is DOCSIS, then the "phone-context" parameter is based on data configured locally in the UE;

5)
if the IP-CAN is EPS, then the "phone-context" parameter is a domain name. It is constructed from the MCC, the MNC and the home network domain name by concatenating the MCC, MNC, and the string "eps" as domain labels before the home network domain name;
x) 
if the IP-CAN is Ethernet, then the "phone-context" parameter is a domain name. It is constructed from the eth-location (see subclause 7.2A.4) and the home network domain name by concatenating the eth-location and the string "ethernet" as domain labels before the home network domain name; and
6)
if the access network information is not available in the UE, then the "phone-context" parameter is set to the home network domain name preceded by the string "geo-local".

In case the home domain is indicated in the phone-context, the "phone-context" parameter is set to the home network domain name (as it is used to address the SIP REGISTER request, see subclause 5.1.1.1A or subclause 5.1.1.1B).

In case the "phone-context" parameter indicates a network other than the home network or the visited access network, the "phone-context" parameter is set according to RFC 3966 [22].
************** END CHANGE ****************
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