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* * * 1st Change * * * *

8.2.1.1
Input message: StartGeographicalNotificationRequest

	Part name
	Part type
	Optional
	Description

	Reference
	common:SimpleReference
	No
	Notification endpoint definition

	Requester
	xsd:anyURI
	Yes
	It identifies the entity that is requesting location event notification.  The application invokes this operation on behalf of this entity.  However, it should NOT be assumed that the application has authenticated the requester.  If this part is not present, the requesting entity is the application itself.

	Addresses
	xsd:anyURI [1..unbounded]
	No
	Addresses of terminals to monitor

	Latitude
	xsd:float
	No
	Latitude of center point

	Longitude
	xsd:float
	No
	Longitude of center point

	Radius
	xsd:float
	No
	Radius of circle around center point in meters

	TrackingAccuracy
	xsd:float
	No
	Number of meters of acceptable error in tracking distance

	Criteria
	EnteringLeavingCriteria
	No
	Indicates whether the notification should occur when the terminal enters or leaves the target area

	CheckImmediate
	xsd:boolean
	No
	Check location immediately after establishing notification

	Frequency
	common:TimeMetric
	No
	Maximum frequency of notifications (can also be considered minimum time between notifications)

	Duration
	common:TimeMetric
	Yes
	Period of time notifications are provided for. If set to “0” (zero), a default duration time, which is specified by the service policy, will be used. If the parameter is omitted, the notifications will continue until the maximum duration time, which is specified by the service policy, unless the notifications are stopped by endNotificationRequest.

	Count
	xsd:int
	Yes
	Maximum number of notifications.  For no maximum, either do not specify this part or specify a value of zero.


* * * 2nd Change * * * *

10
Service policies

	Name
	Type
	Description

	MinimumAccuracy
	xsd:int
	Minimum value for requested accuracy

	MinimumAcceptableAccuracy
	xsd:int
	Minimum value for acceptable accuracy

	MinimumTrackingAccuracy
	xsd:int
	Minimum value for tracking accuracy

	GeographicalNotificationAvailable
	xsd:boolean
	Can notifications be set on a geography

	PeriodicNotificationAvailable
	xsd:boolean
	Can a periodic notification be set up

	AltitudeAlwaysAvailable
	xsd:boolean
	Is altitude available for all location responses

	AltitudeSometimesAvailable
	xsd:boolean
	Is altitude available for some or all location responses (if AltitudeAlwaysAvailable is true, this is also true)

	MaximumNotificationAddresses
	xsd:int
	Maximum number of addresses for which a notification can be set up

	MaximumNotificationFrequency
	common:TimeMetric
	Maximum rate of notification delivery (also can be considered minimum time between notifications)

	DefaultNotificationDuration
	common:TimeMetric
	Default amount of time a notification will be set up for

	MaximumNotificationDuration
	common:TimeMetric
	Maximum amount of time a notification may be set up for

	MaximumCount
	xsd:int
	Maximum number of notifications that may be requested

	UnlimitedCountAllowed
	xsd:boolean
	Allowed to specify unlimited notification count (i.e. either by not specifying the optional Count message part in StartGeographicalNotificationRequest or by specifying a value of zero)

	GroupSupport
	xsd:boolean
	Groups URIs may be used

	NestedGroupSupport
	xsd:boolean
	Are nested groups supported in group definitions


* * * End of Changes * * * *
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