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BACKGROUND

In LS from SA2 to CT1 in January 2008, handled at CT1#51, (C1-080347) it was stated:
"SA2 is, in relation to IMS emergency, addressing a new requirement from SA1 related to the use of the user's Directory number/MSISDN for emergency calls, i.e., It shall be possible to supply the user’s Directory Number/MSISDN as the CLI to the PSAP to facilitate call-back. The SA1 requirements applicable for IMS core network also requires that if the incoming call can be identified by the core network as a call-back to an emergency call then terminating supplementary services shall not be executed

SA2 has discussed how to address this for Rel-8. A solution for suppression of supplementary services during call back using the Directory number must work both for emergency registrations as well as normal registrations. SA2 concluded that the preferred way to solve this is to ensure that the IMS system will receive an indicator in SIP that the call back is related to emergency and originates from a CS or IP based PSAP. 
For the case of call-back from CS based PSAP, SA2 proposed that the MGCF will receive an indicator in the ISUP/BICC signalling and will do the appropriate mapping to the SIP signalling or insert the indicator based on other means (e.g., path of entry information). The insertion of the indicator in ISUP/BICC as such is seen as a matter of the regional ISUP/BICC system used."

"To CT1 group.

ACTION: 
CT1 is asked to take the above information into account and start working on a protocol solution for an emergency call-back indicator that can be used to indicate emergency call back from a PSAP. " 
The LS was noted.
In 3GPP TS 23.167 v8.1.0 subclause 4.1, bullet 12 it is stated:

12.
Emergency centres and PSAPs shall be able to request a PSAP call back session to a UE with which the Emergency centres or PSAPs had an emergency session, if the UE is registered (i.e. containing valid credentials).

And in bullet 23:
23.
Indications for PSAP call back sessions in SIP signalling shall be supported.

The CRs from CT1#56 in CP 080835 do not include the support for these requirements from SA 2.
In addition, there is no WID in CT1 for emergency call for Release 8. The main reason for this is that initially the solution for the removal of Emergency IMPU was intended to also include a solution for call back from a PSAP.

PROPOSAL

There would appear to be two ways to handle this.
1) An LS is sent to SA 2, saying that CT  is not able to fulfil this requirements in release 8 timeftrame.

(possible CR required to 23.167 to remove the requirement..)
2) An exception is granted to work with call back in release 8.

Note: for option two. We rely on work to be done in IETF, which has not started yet.  

