Page 1



3GPP TSG CT WG4 Meeting #42
C4-090577
San Antonio, US, 9th – 19th February 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	29.274
	CR
	0030
	(

rev
	1
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	EPS Bearer Contexts Prioritization

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	SAES
	
	Date: (

	17/01/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	In current specification, EPS Bearer Contexts Prioritization IE is included in the Context Response and Forward Relocation Request messages. This IE indicates that the EPS bearer contexts are sent prioritized, if the target MME/SGSN is not able to maintain active all the Bearer Contexts received from the source MME/SGSN, the target MME/SGSN should use the prioritisation sent by old MME/SGSN as input when deciding which bearer contexts to maintain active and which ones to delete.
The approved contribution S2-090645 suggests the mechanism that the Bearer Contexts transferred during all mobility management procedures are prioritized by the target system.

	
	

	Summary of change:
(

	Delete the EPS Bearer Contexts Prioritization IE in the Context Response and Forward Relocation Request messages.
Remove the prioritization IE in subclause 8.1 and 8.47.

	
	

	Consequences if 
(

not approved:
	SA2 suggests the Bearer Contexts transferred during all mobility management procedures are prioritized by the target system, while CT4 defines the Bearer Contexts are prioritized by the source system. The implementation of stage 3 is inconsistent with the requirement from stage 2.

	
	

	Clauses affected:
(

	7.3.1, 7.3.6, 8.1, 8.47

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * (1) * *

7.3.1
Forward Relocation Request

A Forward Relocation Request message shall be sent from the source MME to the target MME over S10 interface as part of S1-based handover relocation procedure from the source MME to the target SGSN, or from the source SGSN to the target MME over S3 interface as part of Inter RAT handover and combined hard handover and SRNS relocation procedures, or from source SGSN to the target SGSN over S16 interface as part of  SRNS Relocation and PS handover procedures.
Table 7.3.1-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.1-1: Information Elements in a Forward Relocation Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	M
	None
	IMSI
	0

	Sender's F-TEID for Control Plane
	M
	This IE specifies the address and the tunnel for control plane message which is chosen by the source MME/SGSN.
	F-TEID
	0

	MME/SGSN UE EPS Bearer Contexts
	M
	Several IEs with this type and instance values shall be included as necessary to represent a list of PDN Connections
	PDN Connection 
	0

	MME/SGSN UE MM Context
	M
	None
	MM Context
	0

	Indication
	C
	This IE shall be included if either one of the DFI flag and ISRSI flag is set.

DFI flag is set if direct forwarding is supported. DFI flag shall not be set if the message is used for SRNS relocation procedure.

ISRSI flag is set if the source MME/SGSN is capable to establish ISR for the UE or if the ISR is activated, the source MME/SGSN then indicate the target SGSN/MME to maintain ISR for the UE in the inter RAT handover procedures.
	Indication
	0

	E-UTRAN Transparent Container
	C
	This IE shall be included if the message is used for UTRAN/GERAN to E-UTRAN inter RAT handover procedure, intra RAT handover procedure and 3G SGSN to MME combined hard handover and SRNS relocation procedure.
	F-Container
	0

	UTRAN Transparent Container
	C
	This IE shall be included if the message is used for PS handover to UTRAN Iu mode procedures, SRNS relocation procedure and E-TURAN to UTRAN inter RAT handover procedure.
	F-Container
	1

	Target Identification
	C
	This IE shall be included if the message is used for SRNS relocation procedure and handover to UTRAN/E-UTRAN procedures.
	Target Identification
	0

	HRPD access node S101 IP address
	C
	This IE shall be included only if the HRPD pre registration was performed at the source MME
	S101-IP-Address
	0

	1xIWS S102 IP address
	C
	This IE shall be included only if the 1xRTT CS fallback pre registration was performed at the source MME
	S102-IP-Address
	0

	RAN Cause
	C
	This IE is the information from the source eNodeB, the source MME shall include this IE in the message.
	F-Cause
	0

	RANAP Cause
	C
	This IE is the information from the source RNC, the source SGSN shall include this IE in the message.
	F-Cause
	1

	BSS Container
	C
	This IE shall be included if the message is used for PS handover to GERAN A/Gb mode and E-UTRAN to GERAN A/Gb mode inter RAT handover procedure. 
	F-Container
	0

	Cell Identification
	C
	This IE shall be included if the message is used for PS handover to GERAN A/Gb mode and E-UTRAN to GERAN A/Gb mode inter RAT handover procedure.
	Cell Identification
	0

	BSSGP Cause
	C
	This IE is the information from source BSS, the source SGSN shall include this IE in the message.
	F-Cause
	2

	Selected PLMN ID
	O
	The Selected PLMN ID IE indicates the core network operator selected for the UE in a shared network. The old SGSN shall include this IE if the selected PLMN identity is available.
	Selected PLMN ID
	0

	
	
	
	
	

	Recovery
	C
	 If contacting the peer for the first time 
	Recovery
	0

	Private Extension
	O
	None
	Private Extension
	VS


* * * Next Change * * (2) * *

7.3.6
Context Response

A Context Response message shall be sent as a response to a previous Context Request message during TAU/RAU procedure. 

Possible Cause values are:

-
'Request Accepted'.

-
'IMSI not known'.

-
'System failure'.

-
'Mandatory IE incorrect'.

-
'Mandatory IE missing'.

-
'Optional IE incorrect'.

-
'Invalid message format'.

-
'P-TMSI Signature mismatch'.

Editor's note: Other potential Cause values are FFS. 
Table 7.3.6-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.6-1: Information Elements in a Context Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	None
	Cause
	0

	IMSI
	C
	None
	IMSI
	0

	MME/SGSN UE MM Context
	C
	None
	MM Context
	0

	MME/SGSN UE ESP bearer Contexts
	C
	This IE shall be included if there is at least a PDN connection for this UE on the sending MME/SGSN.

Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.
	PDN Connection 
	0

	S3/S16/S10 Address and TEID for Control Plane
	C
	This IE specifies the address and the tunnel for control plane message which is chosen by the old MME/SGSN.
	F-TEID
	0

	ISRSI
	C
	This IE shall be included if the Cause IE value indicates "Request accepted" and the old system has the ISR capability.
	Indication
	0

	
	
	
	
	

	Private Extension
	O
	None
	Private Extension
	VS


Editor’s note: It is FFS whether there is more Information Element for this message.

* * * Next Change * * (3) * *

Table 8.1-1: Information Element types for GTPv2

	IE Type value

(Decimal)
	Information elements
	Comment / Reference

	0
	Reserved
	

	1
	International Mobile Subscriber Identity (IMSI)
	Extendable / 8.3

	2
	Cause (without embedded offending IE)
	Extendable / 8.4

	3
	Recovery (Restart Counter)
	Extendable / 8.5

	4-50
	Reserved for S101 interface
	Extendable / See 3GPP TS 29.276 [14]

	51-70
	Reserved for Sv interface
	Extendable / See 3GPP TS 29.280 [15]

	71
	Access Point Name (APN)
	Extendable / 8.6

	72
	Aggregate Maximum Bit Rate (AMBR)
	Extendable / 8.7

	73
	EPS Bearer ID (EBI)
	Extendable / 8.8

	74
	IP Address
	Extendable / 8.9

	75
	Mobile Equipment Identity (MEI)
	Extendable / 8.10

	76
	MSISDN
	Extendable / 8.11

	77
	Indication
	Extendable / 8.12

	78
	Protocol Configuration Options (PCO)
	Extendable / 8.13

	79
	PDN Address Allocation (PAA)
	Extendable / 8.14

	80
	Bearer Level Quality of Service (Bearer QoS)
	Extendable / 8.15

	81
	Flow Quality of Service (Flow QoS)
	Extendable / 8.16

	82
	RAT Type
	Extendable / 8.17

	83
	Serving Network
	Extendable / 8.18

	84
	TEID-C
	Extendable / 8.19

	
	TEID-U
	Extendable / 8.19a

	
	TEID-U with EPS Bearer ID
	Extendable / 8.19b

	85
	EPS Bearer Level Traffic Flow Template (Bearer TFT)
	Extendable / 8.20

	86
	Traffic Aggregation Description (TAD)
	Extendable / 8.21

	87
	User Location Info (ULI)
	Extendable / 8.22

	88
	Fully Qualified Tunnel Endpoint Identifier (F-TEID)
	Extendable / 8.23

	89
	TMSI
	Extendable / 8.24

	90
	 Global CN-Id
	Extendable / 8.25

	91
	Legacy Quality of Service (Legacy QoS)
	Extendable / 8.26

	92
	S103 PDN Data Forwarding Info (S103PDF)
	Extendable / 8.27

	93
	S1-U Data Forwarding Info (S1UDF)
	Extendable / 8.28

	94
	Delay Value
	Extendable / 8.29

	95
	Bearer ID List
	Extendable / 8.30

	96
	Bearer Context 
	Extendable / 8.31

	97
	S101-IP-Address
	Extendable / 8.32

	98
	S102-IP-Address
	Extendable / 8.33

	99
	Charging ID
	Extendable / 8.34

	100
	Charging Characteristics
	Extendable / 8.35

	101
	Trace Information
	Extendable / 8.36

	102
	Bearer Flags
	Extendable / 8.37

	103
	Paging Cause
	Extendable / 8.38

	104
	PDN Type
	Extendable / 8.39

	105
	Procedure Transaction ID
	Extendable / 8.40

	106
	DRX Parameter
	Extendable / 8.41

	107
	UE Network Capability
	Extendable / 8.42

	108
	PDU Numbers
	Extendable / 8.46

	109
	MM Context (GSM Key and Triplets)
	Extendable / 8.43

	110
	MM Context (UMTS Key, Used Cipher and Quintuplets)
	Extendable / 8.43

	111
	MM Context (GSM Key, Used Cipher and Quintuplets)
	Extendable / 8.43

	112
	MM Context (UMTS Key and Quintuplets)
	Extendable / 8.43

	113
	MM Context (EPS Security Context, Quadruplets and Quintuplets)
	Extendable / 8.43

	114
	MM Context (UMTS Key, Quadruplets and Quintuplets)
	Extendable / 8.43

	115
	PDN Connection
	Extendable / 8.44

	116
	GRE Key
	Extendable / 8.45

	117
	Bearer Control Mode
	Extendable / 8.68

	118
	Spare
	

	119
	LMA IP Address
	Extendable / 8.48

	120
	P-TMSI
	Extendable / 8.49

	121
	P-TMSI Signature
	Extendable / 8.50

	122
	Hop Counter
	Extendable / 8.51

	123
	Authentication Quintuplet
	Extendable / 8.52

	124
	Authentication Quadruplet
	Extendable / 8.53

	125
	Complete Request Message
	Extendable / 8.54

	126
	GUTI
	Extendable / 8.55

	127
	F-Container
	Extendable / 8.56

	128
	F-Cause
	Extendable / 8.57

	129
	Selected PLMN ID
	Extendable / 8.58

	130
	Target Identification
	Extendable / 8.59

	131
	Cell Identification
	Extendable / 8.67

	132
	NSAPI   
	Extendable / 8.60

	133
	Packet Flow ID 
	Extendable / 8.61

	134
	RAB Context 
	Extendable / 8.62

	135
	Source RNC PDCP Context Info
	Extendable / 8.63

	136
	UDP Source Port Number
	Extendable / 8.64

	137
	APN Restriction
	Extendable / 8.65

	138
	Selection Mode
	Extendable / 8.66

	139
	Change Reporting Action
	Extendable / 8.69

	140
	Cause including an embedded offending IE
	Extendable / 8.4

	141
	PDN Connection Set Identifier (CSID)
	Extendable / 8.70

	142-254
	Spare. For future use.
	FFS

	255
	Private Extension
	Extendable / 8.71


* * * Next Change * * (4) * *
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