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*** 1st Change ***

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.002: "Network architecture".

[3]
3GPP TS 23.231: " SIP-I based circuit-switched core network; Stage 2".

[4]
3GPP TS 29.231: "Application of SIP-I Protocols to Circuit Switched (CS) core network architecture; Stage 3".

[5]
3GPP TS 23.153: "Out of Band Transcoder Control; Stage 2".

[6]
ITU-T Recommendation Q.1912.5: "Interworking between Session Initiation Protocol (SIP) and Bearer Independent Call Control Protocol or ISDN User Part".

[7]
ITU-T Recommendations Q.761 to Q.764 (2000): "Specifications of Signalling System No.7 ISDN User Part (ISUP)".

[8]
ITU-T Recommendations Q.1902.1 to Q.1902.6 (07/2001): "Bearer Independent Call Control".

[9]
3GPP TS 23.205: "Bearer-independent circuit-switched core network; Stage 2".

[10]
3GPP TS 29.205: "Application of Q.1900 series to Bearer Independent CS Network architecture; Stage 3".

[11]
3GPP TS 23.228: "IP Multimedia subsystem (IMS)".

[12]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP".

[13]
3GPP TS 29.163: "Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks"

[14]
IETF RFC 791: "Internet Protocol".

[15]
IETF RFC 768: "User Datagram Protocol".

[16]
IETF RFC 793: "Transmission Control Protocol".

[17]
IETF RFC 2460: "Internet Protocol, Version 6 (IPv6) Specification"

[18]
IETF RFC 2960: "Stream Control Transmission Protocol".

[19]
IETF RFC 3204: "MIME media types for ISUP and QSIG Objects"

[20]
IETF RFC 3261: "SIP: Session Initiation Protocol".

[21]
IETF RFC 3262: "Reliability of Provisional Responses in the Session Initiation Protocol (SIP)"
[22]
IETF RFC 3264: "An Offer/Answer Model with the Session Description Protocol (SDP)"
[23]
IETF RFC 3312: "Integration of Resource Management and Session Initiation Protocol (SIP)".

[24]
3GPP TS 23.014: "Support of Dual Tone Multi-Frequency (DTMF) signalling".

[25]
3GPP TS 24.629: "Explicit Communication Transfer (ECT) using IP Multimedia (IM) Core Network (CN) subsystem"

[26]
3GPP TS 24.610: "Communication HOLD (HOLD) using IP Multimedia (IM) Core Network (CN) subsystem"
[27]
ITU-T Recommendation Q.765 (2000): "Signalling System No. 7 – Application transport mechanism"

[28]
ITU-T Recommendation Q.765.5 (2000): "Signalling system No. 7 – Application transport mechanism: Bearer Independent Call Control (BICC)"

[29]

3GPP TS 29.238: "Interconnection Border Control Functions – Transition Gateway; H.248 Profile"

[30]
IETF RFC 3263: "Session Initiation Protocol (SIP): Locating SIP Servers"
[31]
IETF RFC 4028: "Session Timers in the Session Initiation Protocol (SIP)"
[32]
IETF RFC 3325: "Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks"
[33]
ITU-T Recommendation H.248.1 (2002): "Gateway control protocol: Version 3".
[34]
3GPP TS 23.205: "Bearer-independent circuit-switched core network; Stage 2".
[35]
3GPP TS 29.238: "Interconnection Border Control Functions – Transition Gateway; H.248 Profile; Stage 3".
[36]
IETF RFC 5079: "Rejecting Anonymous Requests in the Session Initiation Protocol (SIP)"

[37]
3GPP TS 29.162: "Interworking between the IM CN subsystem and IP networks"
*** End of 1st Change ***

*** 2nd Change ***

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply: An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

ANM
ANswer Message

APM
Application Transport Mechanism
B2BUA
(SIP) Back-to-Back User Agent
BGCF
Breakout Gateway Control Function
BICC
Bearer Independent Call Control
CON
Connect message
COT
Continuity message
CPG
Call ProGress message
CS-IBCF
CS (domain) IBCF

CS-TrGW
CS (domain) TrGW
IBCF
Interconnection Border Control Function

IM-MGW
IP Multimedia Media Gateway Function
MIME
Multi-purpose Internet Mail Extensions

MRFP
Multimedia Resource Function Processor
NA(P)T
Network Address Translation / Network Address and Port Translation
OoBTC
Out of Band Transcoder Control

SCTP
Stream Control Transmission Protocol

TDM
Time-Division Multiplexing
TrGW
Transition Gateway
UA
(SIP) User Agent
*** End of changes ***
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