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	For connectivity to multiple PDNs over untrusted access network, the behavior of the UE in establishing the IPSec security tunnels is different over S2b and S2c intefaces. When S2c interface is used, UE just has one IPSec tunnel with the ePDG even for connectivity with multiple PDNs while when S2b interface is used UE establishes multiple IPSec tunnels to the ePDG. With the current description it is not clear how the UE decides whether to establish a new Ipsec tunnel to the ePDG or just use the IP address provided in first Ipsec tunnel as CoA to connect to multiple Home Agents.
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	This document proposes change to section 6.5.3 to clarify that UE uses the knowledge of IP mobility protocol as an indication to trigger IP sec tunnel establishment when establishing connectivity to multiple PDNs.
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	Incorrect behavior may result due to UE not knowing whether it should establish multiple Ipsec tunnels or not.
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6.5.3
Multiple PDN support for untrusted non-3GPP access network

Connectivity to multiple PDNs via untrusted non-3GPP access when PMIPv6 is used is supported in the EPS when the network policies and the user subscription allow it. The UE shall establish connection to multiple PDNs when PMIPv6 is used, by establishing a new IPSec tunnel with the same ePDG as described in subclause 7.2.2. The UE shall follow the procedures described in 3GPP TS 24.303 [11] to connect to multiple PDNs over S2c interface. The decision on whether UE establishes multiple IPSec tunnels with the ePDG for connectivity to multiple PDNs is taken by the UE. This decision is based on either the static configuration which indicates which mobility protocol the UE shall use or based on the information of selected protocol indicated in the IPMS attribute received during initial tunnel establishment.
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