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	Reason for change:
(

	Regarding the NAS recovery procedure defined in TS24.301, there still remains FFS about ‘ON/OFF mechanism of NAS signaling recovery’.

Regarding the signalling spike problem, there seems to be no strong need for on/ off control to avoid spike-loads due to the NAS recovery. This is based on the following observations:
1. If the UE finds a suitable cell before T311 expiry, the UE would initiate an RRC re-establishment procedure. As such, a similar spike-load in the AS will anyway exist. A network should be designed to tolerate such traffic load.

2. In case a train crosses a cell border, a similar spike-load in the AS will exist due to handover. If the handover was over the S1 interface, this would cause a spike-load in the MME as well. A network should be designed to tolerate such traffic load.

3. Since the above two cases are thought to be much more frequent (especially the handover scenario) than the NAS recovery scenario, the network should be able to tolerate the spike-load caused by the NAS recovery.

4. If the NAS recovery yet causes a considerable signalling load, the network could apply the TAU barring (access class barring) mechanism already defined in Rel-8.
5.  In addition to above, RAN2 WG has enhanced the AS recovery mechanism (i.e., RRC connection re-establishment procedure) as follows, so that the possibility of NAS signalling recovery is decreased.

a.  Multiple KeNB* and shortMAC-I forwarding at handover is supported, so that re-establishment attempt to any cell under control of the handover target eNB can succeed.

b.  The value range for the RRC timer T311 (the time during which the UE can attempt AS recovery) has been extended up to 30 s, so that the possibility of recovery by AS is increased.

Therefore,  this CR proposes to delete the Editor’s note regarding “ON/OFF mechanism” from the specifications, and proposes not to introduce an “ON/OFF mechanism”.
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* * * First Change * * * *

5.5.3.2.2
Normal and periodic tracking area updating procedure initiation

The UE in state EMM-REGISTERED shall initiate the tracking area updating procedure by sending a TRACKING AREA UPDATE REQUEST message to the MME,

a)
when the UE detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the MME;

b)
when the periodic tracking area updating timer T3412 expires;

c)
when the UE with ISR active moves to E-UTRAN and the UE's TIN indicates "P-TMSI";

d)
when the UE performs an inter-system change from S101 mode to S1 mode and has no user data pending;

e)
when the UE receives an indication from the lower layers that the RRC connection was released with cause "load balancing TAU required";

f)
when the UE deactivated EPS bearer context(s) locally while out of coverage, and then returns to E-UTRAN coverage;

g)
when the UE changes the UE core network capability information or the UE specific DRX parameter or both;

h)
when the UE receives an indication of "RRC Connection failure" from the lower layers and has no user uplink data pending.


When the UE has user data pending and performs an inter-system change from S101 mode to S1 mode to a tracking area included in the TAI list stored in the UE, the UE shall perform a service request procedure instead of a tracking area updating procedure.
When initiating a tracking area updating procedure as a result of an Iu mode to S1 mode or A/Gb mode to S1 mode inter-system change, the UE shall handle the GUTI as follows:

-
if the TIN indicates "P-TMSI" and the UE holds a valid P-TMSI and RAI, the UE shall map the P-TMSI and RAI into the old GUTI IE. Additionally, if the UE holds a valid GUTI, the UE shall indicate the GUTI in the Additional GUTI IE.

NOTE: Mapping the P-TMSI and RAI to the GUTI is specified in Annex H of 3GPP TS 23.401 [10].

-
if the TIN indicates "GUTI" or "RAT-related TMSI" and the UE holds a valid GUTI, the UE shall indicate the GUTI in the Old GUTI IE.
After sending the TRACKING AREA UPDATE REQUEST message to the MME, the UE shall start timer T3430 and enter state EMM-TRACKING-AREA-UPDATING-INITIATED (see example in figure 5.5.3.2.2). If timer T3402 is currently running, the UE shall stop timer T3402. If timer T3411 is currently running, the UE shall stop timer T3411. If timer T3442 is currently running, the UE shall stop timer T3442.
In the TRACKING AREA UPDATE REQUEST message the UE shall include a GUTI and the last visited registered TAI, the update type indicating the type of the tracking area updating. If the UE's TIN indicates "P-TMSI" the UE shall map the valid P-TMSI and RAI into the old GUTI. If a UE in EMM-IDLE mode has uplink user data pending when it initiates the tracking area updating procedure, or uplink signalling not related to the tracking area updating procedure, it may also set an "active" flag in the TRACKING AREA UPDATE REQUEST message to indicate the request to establish the user plane to the network and to keep the NAS signalling connection after the completion of the tracking area updating procedure.

If the UE has an EPS security context, the UE shall include the KSIASME in the TRACKING AREA UPDATE REQUEST message. Otherwise, the UE shall set the KSIASME to the value "no key is available". The UE shall set the KSISGSN to the value "no key is available".

When the tracking area updating procedure is initiated to perform an inter-system change from A/Gb mode or Iu mode to S1 mode, the UE shall include the KSIASME in the TRACKING AREA UPDATE REQUEST message if the UE has a cached EPS security context. Otherwise, the UE shall set the KSIASME to the value "no key is available".
When the tracking area updating procedure is initiated in EMM-IDLE mode to perform an inter-system change from A/Gb mode or Iu mode to S1 mode, the UE shall include the KSISGSN in the TRACKING AREA UPDATE REQUEST message. If the UE does not have a cached EPS security context, the UE shall include the NonceUE IE in the TRACKING AREA UPDATE REQUEST message. The TRACKING AREA UPDATE REQUEST message shall be integrity protected with the cached EPS security context if the UE has one. If the UE does not have a cached EPS security context, the TRACKING AREA UPDATE REQUEST message shall not be integrity protected.

When the tracking area updating procedure is initiated in EMM-CONNECTED mode to perform an inter-system change from A/Gb mode or Iu mode to S1 mode, the UE shall take one of the following actions:

-
If the MME has indicated the KSIASME in the handover command through the lower layer and the UE has a cached EPS security context identified by the KSIASME, the UE shall provide the KSIASME to lower layers and send the TRACKING AREA UPDATE REQUEST message including the KSISGSN IE and integrity protect the message with the cached EPS security context; or

-
if the UE does not have any cached EPS security, the UE shall provide the KSISGSN to lower layers context and send the TRACKING AREA UPDATE REQUEST message including the KSISGSN IE and shall not integrity protect the message.

Editor's note: if the SA3 revisits the issue of the key freshness during inter-system change, CT1 would have to align accordingly.

When the tracking area updating procedure is initiated in EMM-IDLE mode, the UE may also include an EPS bearer context status IE in the TRACKING AREA UPDATE REQUEST message, indicating which EPS bearer contexts are active in the UE.
If the UE initiates the first tracking area updating procedure following an attach in A/Gb mode or Iu mode, the UE shall include a UE radio capability information update needed IE in the TRACKING AREA UPDATE REQUEST message.
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