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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] apply.


3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

CN
Core Network

DDF
Device Description Framework

DM
Device Management

IMS
IP Multimedia core network Subsystem

IP
Internet Protocol

MO
Management Object

OMA
Open Mobile Alliance

SIP
Session Initiation Protocol

UE
User Equipment

4
IMS service level tracing management object
The IMS service level tracing management object is used to manage configuration settings of the UE for IMS service level tracing. The management object covers parameters for IMS service level trace related capabilities. The management object enables the management of the settings on behalf of the end user.

The management object Identifier is: urn:oma:mo:ext-3gpp-ims_slt:1.0.

Protocol compatibility: This MO is compatible with OMA DM 1.2.
The following nodes and leaf objects are possible under the Service Level Tracing node:
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Figure 1: The 3GPP Service Level Tracing Management Object

5
Management object parameters

5.1
General

This clause describes the parameters for the IMS service level tracing management object.

5.2
Node: /<X>
This interior node acts as a placeholder for one or more accounts for a fixed node.

-
Occurrence: OneOrMore

-
Format: node

-
Access Types: Get

-
Values: N/A
The interior node is mandatory if the UE supports one or more IMS service level tracing capabilities. Support for a UE is defined by the related roles as defined by the related IMS service level tracing service, as listed in clause 4 of this specification.

NOTE:
One node is normally used. 








5.3
/<X>/Name

The Name leaf is a name for the 3GPP service level tracing settings.

-
Occurrence: ZeroOrOne

-
Format: chr

-
Access Types: Get
-
Values: <User displayable name>

5.4
/<X>/Debug_info_List/

The Debug-info_List node acts as a placeholder for control and configuration of IMS service level tracing. 

-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace
-
Values: N/A

5.5
/<X>/Debug_info_List/<X>

This run-time node acts as a placeholder for one or more debugging configurations containing control and configuration of IMS service level tracing.

-
Occurrence: One 

-
Format: node

-
Access Types: Get

-
Values: N/A

5.6
/<X>/Debug_info_List/<X>/Debug_config/ 

The Debug-config node acts as a placeholder for control and configuration of IMS service level tracing.

-
Occurrence: ZeroOrMore

-
Format: node

-
Access Types: Get
-
Values: N/A

5.7
/<X>/Debug_info_List/<X>/Debug_config/Address_of_record 

The Address_of_record leaf represents one public user identity.

-
Occurrence: One

-
Format: chr

-
Access Types: Get, Replace
-
Values: <A public user identity>

This public user identity is the identity used to subscribe to SIP debugging configuration from the debug-event package.

The format of the public user identity is defined by 3GPP TS 23.003 [2].

EXAMPLE:
sip: 234150999999999@ims.mnc015.mcc234.3gppnetwork.org
5.8
/<X>/Debug_info_List/<X>/Debug_config/Session_List/

The Session_List interior node is used to allow a reference to a list of different SIP sessions to be debugged.

-
Occurrence: One

-
Format: node

-
Access Types: Get
-
Values: N/A
5.9
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>
This run-time node acts as a placeholder for one or more descriptions of SIP sessions to be debugged. 

-
Occurrence: One

-
Format: node

-
Access Types: Get

-
Values: N/A

5.10
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/ 
The Session interior node is used to allow a reference to events that start and stop logging of SIP signalling, and to control what is logged. 

-
Occurrence: One

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.11
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Start_trigger/ 
The Start_trigger interior node is used to allow a reference to events that start logging of SIP signalling. 

-
Occurrence: One

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.12
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Start_trigger/From 
The From leaf represents an address in the From: SIP header field.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.13
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Start_trigger/To 
The To leaf represents an address in the To: SIP header field.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.14
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Start_trigger/ICSI 
The ICSI leaf represents an IMS communication service identifier.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: <an IMS communication service identifier >
The format of the IMS communication service identifier is defined by 3GPP TS 24.229 [5].

EXAMPLE:
urn:urn-7:3gpp-service.ims.icsi.mmtel 

5.15
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Start_trigger/IARI 
The IARI leaf represents an IMS application reference identifier.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: <an IMS application reference identifier>
The format of the IMS application reference identifier is defined by 3GPP TS 24.229 [5].

EXAMPLE:
urn:urn-7:3gpp-application.ims.iari.mmtel-app-v1 

5.16
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Start_trigger/Method 
The Method leaf represents a SIP method.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: <A SIP method name>
The SIP method names are listed in 3GPP TS 24.229 [5].
EXAMPLE:
MESSAGE
5.17
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Start_trigger/Time 
The Method leaf represents a SIP method.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: <A date and time at which trace logging shall begin in ISO 8601 extended format CCYY-MM-DDThh:mm:ss>
Date and time is described by the standard type 'dateTime' for an XML schema [4].
EXAMPLE:
2009-05-09T15:00:00-05:00 to indicate 3:00 pm on May 9th, 2009 for Eastern Standard Time, which is 5 hours behind Coordinated Universal Time (UTC).
5.18
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Start_trigger/Debug_ID 
The Debug_ID leaf represents represents an identifier that allows trace logging to be correlated across IMS entities.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: <6-digit hexadecimal number>
The format of the trace reference is 3 octets in hexadecimal format, as defined by 3GPP TS 32.422 [6].

EXAMPLE:
7BA614

5.19
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Stop_trigger/ 
The Stop_trigger interior node is used to allow a reference to events that stop logging of SIP signalling.

-
Occurrence: One 

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.20
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Stop_trigger/Time 
The Time leaf represents a time at which SIP logging is stopped.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: <A date and time at which trace logging shall stop in ISO 8601 extended format CCYY-MM-DDThh:mm:ss>
Date and time is described by the standard type 'dateTime' for an XML schema [4].
EXAMPLE:
2009-05-09T15:00:00-05:00 to indicate 3:00 pm on May 9th, 2009 for Eastern Standard Time, which is 5 hours behind Coordinated Universal Time (UTC).
5.21
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Stop_trigger/Time_period
The Time_period leaf represents a time duration of logging SIP signalling. When the duration has expired, logging stops.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: <A time period, measured from starting trace logging, after which trace logging shall stop>
Time period is described by the standard type 'duration' for an XML schema [4].
5.22
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Stop_trigger/Reason 
The Reason leaf represents a named event that causes logging SIP signalling to stop.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get, Replace

-
Values: "dialog_established" or "session_end"
5.23
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Control/ 
The Control interior node is used to allow a reference to parameters that control what SIP signalling is logged.

-
Occurrence: One 

-
Format: node

-
Access Types: Get, Replace

-
Values: N/A

5.24
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Control/Interface_List/
The Interface_List interior node is used to allow a reference to a list of different interfaces for which SIP signalling is to be logged.

-
Occurrence: One

-
Format: node

-
Access Types: Get
-
Values: N/A
5.25
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Control/Interface_List/<X>/
This run-time node acts as a placeholder for one or more identifiers of interfaces for which SIP signalling is to be logged.

-
Occurrence: One

-
Format: node

-
Access Types: Get

-
Values: N/A

5.26
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Control/Interface_List/<X>/Interface 
The Interface leaf identifies an interface for which SIP signalling is to be logged.

-
Occurrence: One 

-
Format: node

-
Access Types: Get

-
Values: <An IP address and port number of an interface>
5.27
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Control/Depth 
The Depth leaf indicates which SIP requests and responses are to be logged.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get
-
Values: "maximum" or "minimum"
5.28
/<X>/Debug_info_List/<X>/Debug_config/Session_List/<X>/Session/Control/Debug_ID 
The Debug_ID leaf contains an identifier that is common to all logged SIP requests and responses for one logging session.

-
Occurrence: ZeroOrOne
-
Format: node

-
Access Types: Get
-
Values: <MCC + MNC + a 4-digit hexadecimal number>. 
EXAMPLE: 722330A4D7 
Annex A (informative):
Management object DDF

This DDF is the standardized minimal set. A vendor can define it’s own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN"  "http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_2.dtd">


<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName>IMS service level tracing</NodeName>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>IMS service level trace configuration parameters</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<OneOrMore/>




</Occurrence>




<DFTitle>The IMS service level tracing management object.</DFTitle>




<DFType>





<DDFName/>




</DFType>



</DFProperties>
























<Node>




<NodeName>Name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>User displayable name for the node.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Debug_info_List</NodeName>




<!-- The Debug_info_List node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>List of debug configurations, one per debug session.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>




<!-- The placeholder X node for Debug_config. -->





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a debug configuration object.






</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>





<!-- The Debug_config node starts here. -->






<NodeName>Debug_config</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>Configuration for debugging for one address of record.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- The Address_of_record node starts here. -->






<NodeName>Address_of_record</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The address of record to be traced.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Address_of_record node ends here. -->






<Node>






<!-- The Session_List node starts here. -->






<NodeName>Session_List</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>Debug configuration parameters, one configuration object per session.</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- The placeholder X node for Session_List. -->






<NodeName/>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The "name" node for a list of sessions to be traced.







</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- Start of the Session node. -->






<NodeName>Session</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The configuration of a single debug session.







</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- Start of the Start_trigger node. -->






<NodeName>Start_trigger</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The description of a start trigger for a debug session.







</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- Start of the From node. -->






<NodeName>From</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The SIP From header field in a debug session.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The From node ends here. --> 






<Node>






<!-- Start of the To node. -->






<NodeName>To</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The SIP To header field in a debug session.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The To node ends here. --> 






<Node>






<!-- Start of the ICSI node. -->






<NodeName>ICSI</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The IMS service identifier (ICSI) in a session to be traced.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The ICSI node ends here. -->






<Node>






<!-- Start of the IARI node. -->






<NodeName>IARI</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The IMS application reference (IARI) in a session to be traced.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The IARI node ends here. -->






<Node>






<!-- Start of the method node. -->






<NodeName>Method</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The SIP method that starts a debug session.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The method node ends here. -->






<Node>






<!-- Start of the Time node. -->






<NodeName>ICSI</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The Time of day to start a debug session.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Time node ends here. -->






<Node>






<!-- Start of the Debug_ID node. -->






<NodeName>Debug_ID</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The identity used to match logging of session across SIP entities.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Debug_ID node ends here. -->






</Node>






<!-- The Start-trigger node ends here. -->






<Node>






<!-- Start of the Stop_trigger node. -->






<NodeName>Stop_trigger</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>Description of the event that stops an ongoing tracing session.







</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- Start of the Time node. -->






<NodeName>Time</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The time at which to stop a debugging session.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Time node ends here. -->






<Node>






<!-- Start of the Time_period node. -->






<NodeName>Time_period</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The time period after which a debugging session is stopped.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Time_period node ends here. -->






<Node>






<!-- Start of the Reason node. -->






<NodeName>Reason</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The reason to stop a debugging session. Values are dialog_established and session_end







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Reason node ends here. -->






</Node>






<!-- The Stop_trigger node ends here. -->






<Node>






<!-- Start of the Control node. -->






<NodeName>Control</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>Control information for a tracing session including depth of trace and interfaces to trace.







</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- Start of the Interface_list node. -->






<NodeName>Interface_list</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>List of interfaces for which SIP signalling will be logged.







</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- The placeholder X node for Interface_List. -->






<NodeName/>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<ZeroOrMore/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The "name" node for a list of interfaces.







</DFTitle>







<DFType>








<DDFName/>







</DFType>






</DFProperties>






<Node>






<!-- Start of the Interface node. -->






<NodeName>Interface</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The interface for which SIP signalling will be logged







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Interface node ends here. -->






</Node>






<!-- end of the placeholder X node for Interface_List -->






</Node>






<!-- end of the Interface_list node. -->






<Node>






<!-- Start of the Depth node. -->






<NodeName>Depth</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The depth of logging for a debug session, values are minimum and maximum.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Depth node ends here. --> 






<Node>






<!-- Start of the Debug_ID node. -->






<NodeName>Debug_ID</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The identity used to match logging in a debug session across entities.







</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






</Node>






<!-- The Debug_ID node ends here. -->






</Node>






<!-- The Control node ends here. -->






</Node>






<!-- The Session node ends here. -->






</Node>






<!-- The placeholder X for the Session_List node ends here. -->





</Node>





<!-- The Session_List node ends here. -->




</Node>




<!-- The Debug_config node ends here. -->



</Node>



<!-- The placeholder X node for Debug_config ends here. -->



</Node>



<!-- The Debug_info_List node ends here. -->



<Node>




<NodeName>Ext</NodeName>




<!-- The Extension node starts here. -->




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of all Extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>



<!-- The Extension node ends here. -->


</Node>


<!-- The IMS service level tracing node ends here. -->

</MgmtTree>



�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1283836177.vsd
<X>


Ext ?


AppID


Name ?


Session_List


Interface+


<X> *


Debug_info_List


<X> *


<X> *


Session


Start_trigger


From?


Stop_trigger


Time?


Control


To?


ICSI?


IARI?


Interface_List


Depth?


Debug_ID?


Time_period?


Reason?


Debug_config


Address_of_record


Method?


Time?


Debug_ID?



_1294472194.vsd
<X>


Ext ?


Name ?


Session_List


Interface+


<X> *


Debug_info_List


<X> *


<X> *


Session


Start_trigger


From?


Stop_trigger


Time?


Control


To?


ICSI?


IARI?


Interface_List


Depth?


Debug_ID?


Time_period?


Reason?


Debug_config


Address_of_record


Method?


Time?


Debug_ID?



