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* * * First Change * * * *

M.2.1
Introduction

A UE accessing the IM CN subsystem utilises the services provided by the cdma2000® packet data subsystem to provide packet-mode communication between the UE and the IM CN subsystem.

Requirements for the UE on the use of these packet-mode services are specified in this subclause. Requirements for the IP-CAN bearer control point (i.e. the point where the UE has attached itself to the cdma2000® packet data subsystem) support of this communication are specified in 3GPP2 X.S0011-C [127].

* * * Second Change * * * *

M.2.2.6
Emergency service

When establishing an HRPD session to perform emergency registration, the UE shall follow the procedures defined in 3GPP2 X.S0060 [86B].
To determine whether the HRPD UE is attached to the home network or to the visited network, the UE shall compare the Carrier ID values obtained per 3GPP2 X.S0060 [86B].  If the Carrier ID of the network the UE is attached to does not match with the provisioned Carrier ID, then for the purpose of emergency calls in the IM CN subsystem the UE shall consider to be attached to a visited network. 
NOTE:
For 3GPP2-1X and 3GPP2-UMB, no IP-CAN specific support is provided in the current release. No carrier identification is provided for 3GPP2-1X or 3GPP2-UMB in the P-Access-Network-Info header field, and thus there is no IMS specific procedure for identifying that the UE is in the home network.


* * * Third Change * * * *

M.3.2
Procedures at the P-CSCF

M.3.2.1
Detecting requests destined for a PSAP

For an HRPD UE, after the initial request for a dialog or standalone transaction or an unknown method is determined to be destined for a PSAP the P-CSCF shall compare the Carrier ID  field received in the P-Access-Network-Info header field against a list of supported Carrier IDs to determine if the call is routable .
NOTE:
For 3GPP2-1X and 3GPP2-UMB, no IP-CAN specific support is provided in the current release. No carrier identification is provided for 3GPP2-1X or 3GPP2-UMB in the P-Access-Network-Info header field, and thus there is no IMS specific procedure for identifying that the UE is in the home network. 
M.3.2.2
Location information handling

Void
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