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FIRST CHANGE
5.1.1
General

The attach procedure is performed by the UE when connecting to GPRS systems or to 3GPP I-WLAN. After completion of the attach procedure, H1 PDN attach may be performed. Through H1 PDN attach, the UE receives all the required parameters and information enabling the continuity of the session. The information is retrieved through the following procedures:

-
Discovery of the home agent address: the UE needs to discover the IPv6 address and eventually the IPv4 address of the HA.

-
Security association establishment: if not on its home link, the UE needs to establish IPsec security associations with the HA in order to secure the DSMIPv6 signalling as specified in 3GPP TS 33.402 [14]. IKEv2, defined in IETF RFC 4877 [8], is used to establish IPsec security association.

-
IPv6 home network prefix assignment and home link detection: the UE needs to be assigned an IPv6 Network Prefix of its home network in order to configure a global unicast home address to be used in DSMIPv6 and to perform the home link detection.
-
IPv4 home address assignment: optionally, a dual-stack UE can also request to be assigned an IPv4 home address to be used for example for IPv4-only applications.
-
Initial binding registration: unless the home link detection procedure indicates the UE is at home, the UE sends a Binding Update message to perform its initial registration with the HA.

SECOND CHANGE
5.1.2.5
Initial binding registration and IPv4 home address assignment
After establishing the security association and obtaining the IPv6 home network prefix and after performing the home link detection, if not on the home link, the UE shall send a Binding Update message as specified in 3GPP TS 24.303 [3] to register its IPv6 home address with its care-of address.

The UE may also request in the Binding Update an IPv4 home address based on the procedure specified in 3GPP TS 24.303 [3].
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