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5.2
Structure and coding of TERMINAL PROFILE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	lgth


-
Profile:

Contents:

-
The list of USAT facilities that are supported by the ME.

Coding:

-
1 bit is used to code each facility:

-
bit = 1: facility supported by ME.

-
bit = 0: facility not supported by ME.

NOTE:
several bits may need to be set to 1 for the support of the same facility. This is because of backward compatibility with SAT: several options existed in SAT for a given facility, and they are mandatory in USAT when this facility is supported.

First byte (Download):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	SMS-PP data download

	
	
	
	
	
	
	
	
	
	
	Cell Broadcast data download

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if SMS-PP data download is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported 


Second byte (Other):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Call Control by USIM

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported

	
	
	
	
	
	
	
	
	
	
	MO short message control by USIM 

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Third byte (Proactive UICC):

-
See ETSI TS 102 223 [32].

Fourth byte (Proactive UICC):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND SHORT MESSAGE 

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND SS 

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: SEND USSD

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR) - in 3GPP terms, this indicates support for GERAN


Fifth byte (Event driven information):

-
See ETSI TS 102 223 [32].

Sixth byte (Event driven information extensions):

-
See ETSI TS 102 223 [32].

Seventh byte (Multiple card proactive commands) for class "a":

-
See ETSI TS 102 223 [32].

Eighth byte (Proactive UICC):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Bit = 1 if Call Control by USIM is supported


Ninth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (Timing Advance)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Tenth byte (Soft keys support) for class "d":

-
See ETSI TS 102 223 [32].

Eleventh byte: (Soft keys information):

-
See ETSI TS 102 223 [32].

Twelfth byte:

-
See ETSI TS 102 223 [32].

Thirteenth byte:

-
See ETSI TS 102 223 [32].

Fourteenth byte: (Screen height):

-
See ETSI TS 102 223 [32].

Fifteenth byte: (Screen width):

-
See ETSI TS 102 223 [32].

Sixteenth byte: (Screen effects):

-
See ETSI TS 102 223 [32].

Seventeenth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	HSDPA (if class "e" is supported)


Eighteenth byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	CALL CONTROL on GPRS

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Nineteenth byte: (reserved for TIA/EIA-136 facilities):

-
See ETSI TS 102 223 [32].

Twentieth byte: (reserved for TIA/EIA/IS-820 facilities):

-
See ETSI TS 102 223 [32].

Twenty-first byte (Extended Launch Browser Capability) for class "c":

-
See ETSI TS 102 223 [32].

Twenty second byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Support of UTRAN PS with extended parameters

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Toolkit-initiated GBA

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Twenty third byte:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (NMR(UTRAN))

	
	
	
	
	
	
	
	
	
	
	USSD Data download and application mode (if class "X" is supported)


Twenty fourth byte for class "i":

-
See ETSI TS 102 223 [32].

Twenty-fifth byte (Event driven information extensions):

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Event: I-WLAN Access status (if class "e" is supported)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Twenty-sixth byte (Event driven information extensions):

-
See ETSI TS 102 223 [32].

Twenty-seventh byte (Event driven information extensions):

-
See ETSI TS 102 223 [32].

Twenty-eighth byte (Text attributes):

-
See ETSI TS 102 223 [32].

Twenty-ninth byte (Text attributes):

-
See ETSI TS 102 223 [32].

Thirtieth byte: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	I-WLAN bearer support (if class "e" is supported)

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (WSID of the current I-WLAN connection)

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	"Steering of Roaming" REFRESH support

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]


Subsequent bytes:

-
See ETSI TS 102 223 [32].

Response parameters/data:

-
None.

6.4.12
SEND USSD

6.4.12.1
MMI Mode

Upon receiving this command, the ME shall decide if it is able to execute the command. Examples are given below, but the list is not exhaustive:

-
if the command is rejected because the ME is busy on a USSD transaction, the ME informs the UICC using TERMINAL RESPONSE (ME unable to process command - currently busy on USSD transaction);

-
if the command is rejected because the ME is busy on a SS transaction, the ME informs the UICC using TERMINAL RESPONSE (ME unable to process command - currently busy on SS transaction).

If the ME is able to send the USSD request, the ME shall:

-
send the USSD immediately, without need to alert the user first;

-
optionally, the UICC may include in this command an alpha-identifier. The use of this alpha-identifier by the ME is described below:

-
if the alpha identifier is provided by the UICC and is not a null data object, the ME shall use it to inform the user. This is also an indication that the ME should not give any other information to the user on the fact that the ME is sending a USSD request. If an icon is provided by the UICC, the icon indicated in the command may be used by the ME to inform the user, in addition to, or instead of the alpha identifier, as indicated with the icon qualifier (see clause 6.5.4);

-
if the alpha identifier is provided by the UICC and is a null data object (i.e. length = '00' and no value part), this is an indication that the ME should not give any information to the user on the fact that the ME is sending a USSD request;

-
if the alpha identifier is not provided by the UICC, the ME may give information to the user concerning what is happening.

-
once the USSD transaction is initiated, a dialogue between the network and the user may occur which involves the MMI of the ME. If an alpha identifier was initially provided by the UICC, this alpha identifier may be discarded during this dialogue;

-
once a RELEASE COMPLETE message containing the USSD Return Result message not containing an error has been received from the network, the ME shall inform the UICC that the command has been successfully executed, using TERMINAL RESPONSE. This command shall include the text contained in the USSD Return Result in a Text String data object. If a null alpha identifier was provided by the UICC, the ME should not give any information to the user at the reception of a USSD Return Result message;

-
if the UE clears the transaction by sending a RELEASE COMPLETE upon request of the user, the ME shall inform the UICC using TERMINAL RESPONSE (USSD transaction terminated by user);

-
if the USSD operation is rejected because the network cannot support or is not allowing mobile initiated USSD, the ME informs the UICC using TERMINAL RESPONSE (USSD Return Result error code). If a null alpha identifier was provided by the UICC, the ME should not give any information to the user at the reception of a USSD Return Result message;

-
if the USSD request is unsuccessfully received by the network, the ME shall inform the UICC using TERMINAL RESPONSE (network currently unable to process command), and not retry to send the request. If a null alpha identifier was provided by the UICC, the ME should not give any information to the user at the reception of a USSD Return Result message.

6.4.12.2
Application Mode
This clause applies if class "X" is supported.
A USSD is considered as Application Mode (Send USSD used for the transport of Data to the network) if the service "data download via USSD and USSD application mode" is allocated and activated in the USIM Service Table (see TS 31.102 [14]) and the DCS coding within the USSD string TLV is set to 8 bit data.

Upon receiving this command, the ME shall decide if it is able to execute the command. Examples are given below, but the list is not exhaustive:

-
if the command is rejected because the ME is busy on a USSD transaction, the ME informs the UICC using TERMINAL RESPONSE (ME unable to process command - currently busy on USSD transaction);

· if the command is rejected because the ME is busy on a SS transaction, the ME informs the UICC using TERMINAL RESPONSE (ME unable to process command - currently busy on SS transaction).

If the ME is able to send the USSD request then the ME shall:

-
send the USSD immediately, without need to alert the user first;

-
optionally, the UICC may include in this command an alpha-identifier. The use of this alpha-identifier by the ME is described below:

-
if the alpha identifier is provided by the UICC and is not a null data object, the ME shall use it to inform the user. This is also an indication that the ME should not give any other information to the user on the fact that the ME is sending a USSD request. If an icon is provided by the UICC, the icon indicated in the command may be used by the ME to inform the user, in addition to, or instead of the alpha identifier, as indicated with the icon qualifier (see clause 6.5.4);

-
if the alpha identifier is provided by the UICC and is a null data object (i.e. length = '00' and no value part), this is an indication that the ME should not give any information to the user on the fact that the ME is sending a USSD request;

-
if the alpha identifier is not provided by the UICC, the ME may give information to the user concerning what is happening.

· once a FACILITY (including RELEASE COMPLETE) message containing a USSD Request message has been received from the network, the ME shall inform the UICC that the network requests more information , using the command ENVELOPE (USSD Data Download). This command shall include the text contained in the USSD Request in a Text String data object. If a null alpha identifier was provided by the UICC, the ME should not give any information to the user at the reception of a USSD Request message

7.6
USSD Data Download
This clause applies if class "X" is supported.
7.6.1
Procedure

If the service "data download via USSD and USSD application mode" is allocated and activated in the USIM Service Table (see TS 31.102 [14]), then the ME shall follow the procedure below:

-
When the ME receives a USSD packet it shall pass the message transparently to the USIM using the ENVELOPE (USSD DOWNLOAD) if the Data Coding Scheme of the USSD message (as defined for the CBS Data Coding Scheme in TS 23.038 [4]) indicate the USIM as the target (Bit 0 set to 0 and Bit 1 set to 1):

-
The ME shall wait for an acknowledgement from the USIM:

-
if the UICC responds with '90 00', the ME shall acknowledge the receipt of USSD message to the network using a FACILITY message. The ME will supply the response data from the UICC in the USSD String of the return result component of the FACILITY message it will send back to the network (see TS 24.090 [37]). The alphabet and language indicators shall be those used in the original message.

-
if the USIM responds with '93 00', the ME shall either retry the command or send back a FACILITY message to the network. The ME will supply the status word followed by the response data from the UICC in the USSD String of the return result component of the FACILITY message it will send back to the network (see TS 24.090 [37]). The alphabet and language indicators shall be those used in the original message.

-
if the UICC responds with '62 XX' or '63 XX', the ME shall acknowledge the receipt of the USSD message to the network using a FACILITY message. The ME will supply the status word followed by the response data from the UICC in the USSD String of the return result component of the FACILITY message it will send back to the network (see TS 24.090 [37]). The alphabet and language indicators shall be those used in the original message.
If the service "data download via USSD and USSD application mode " is not allocated and activated in the USIM Service Table, and the ME receives a USSD message with a Data Coding Scheme indicating that the destination is the card (as defined above), the ME shall return a FACILITY message to the network. The ME will supply the status word '6D 00' (i.e. Instruction code not supported or invalid) in the USSD String of the return result component of the FACILITY message it will send back to the network (see TS 24.090 [37]). The alphabet and language indicators shall be those used in the original message.

7.6.2
Structure of ENVELOPE (USSD Data Download)

Direction: ME to UICC

The command header is specified in TS 31.101 [13].

Command parameters/data:

	Description
	Section
	M/O
	Min
	Length

	USSD Download tag
	9.1
	M
	Y
	1

	Length (A+B)
	-
	M
	Y
	1 or 2

	Device identities
	8.7
	M
	Y
	A

	USSD string
	8.17
	M
	Y
	B


-
Device identities: the ME shall set the device identities to:

Source:


Network

Destination:

UICC

Response parameters/data: 

It is permissible for the UICC not to provide response data. If the UICC provides response data, the following data is returned.

	Byte(s)
	Description
	Length

	1‑X (X(182)
	UICC response
	X


Annex A (normative):
Support of USAT by Mobile Equipment

Support of USAT is optional for Mobile Equipment. However, if an ME states conformance with a specific 3G release, it is mandatory for the ME to support all functions of that release.

The support of USAT implies the support of CAT (ETSI TS 102 223 [32]).

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the USAT functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The table below indicates the commands and functions of the optional letter classes.

	Letter classes
	Command/function description

	a
	See TS 102 223 [32]

	b
	See TS 102 223 [32]

	c
	See TS 102 223 [32]

	d
	See TS 102 223 [32]

	e
	See TS 102 223 [32]

	f
	See TS 102 223 [32]

	g
	See TS 102 223 [32]

	h
	See TS 102 223 [32]

	i
	See TS 102 223 [32]

	j
	See TS 102 223 [32]

	k
	See TS 102 223 [32]

	X
	See TS 102 223 [32]
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