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* * * First Change * * * *

5.5.1.2
Binding Revocation Acknowledgment

The fields of a BRA message for the PMIPv6 LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.5.1.2-1.
The Mobility Options in a BRA message for the LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.5.1.2-2.
Table 4.1.5.2-1: Fields of a BRA message for a PMIPv6 LMA Initiated PDN Connection Deletion
	Information element
	IE Description
	Reference

	Sequence Number
	Set to the value received in the corresponding BRI.
	draft-ietf-mext-binding-revocation [6]

	Status
	Indicates the result of the BRI
	draft-ietf-mext-binding-revocation [6]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Revocation Acknowledgment is for a proxy MIPv6 binding entry.
	IETF RFC 5213 [4]

	Global Per-Peer Bindings (G)
	Set to 0; the same value as for the BRI.
	draft-ietf-mext-binding-revocation [6]


Table 5.5.1.2-2: Mobility Options in a BRA message for the PMIPv6 LMA Initiated PDN Connection Deletion
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of BRI.
	IETF RFC 5213 [4]

	IPv6 Home Network Prefix option
	C
	Set to the IPv6 Home Network Prefix of the UE's PDN connection received in BRI.

	IETF RFC 5213 [4]

	IPv4 Address Acknowledgment option
	C
	Set to the IPv4 home address of the UE's PDN connection received in BRI. 


	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]


	IETF RFC 5149[11]


* * * Next Change * * * *

5.7.1.2
Binding Revocation Acknowledgment
The fields of a BRA message for the PMIPv6 LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.7.1.2-1.
The Mobility Options in a BRA message for the LMA Initiated PDN Connection Deletion procedure are depicted in Table 5.7.1.2-2.
Table 5.7.1.2-1: Fields of a BRA message for a LMA Initiated IPv4 Address Release
	Information element
	IE Description
	Reference

	Sequence Number
	Set to the value received in the corresponding BRI.
	draft-ietf-mext-binding-revocation [6]

	Status
	Indicates the result of the BRI
	draft-ietf-mext-binding-revocation [6]

	Proxy Binding Flag (P)
	Set to "1" to indicate that the Binding Revocation Indication is for a proxy MIPv6 binding entry. 
	draft-ietf-netlmm-proxymip6 [4]

	Global Per-Peer Bindings (G)
	Set to 0 to indicate that the request is for a specific PMIPv6 BCE.
	draft-muhanna-mext-binding-revocation [6]


Table 5.7.1.2-2: Mobility Options in a BRA message for the LMA Initiated IPv4 Address Release
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Copied from corresponding field of BRI.
	draft-ietf-netlmm-proxymip6 [4]

	IPv4 Home Address option
	M
	Set to the IPv4 home address of the UE's PDN connection received in BRI. 


	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Copied from the corresponding field in the PBU message, formatted as defined in 3GPP TS 23.003 [12]


	IETF RFC 5149[11]


* * * End Change * * * *
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