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	C4 Tdoc
	Title
	Spec
	CR
	R
	Cat
	Rel

	C4-090535
	3GPP VSO PDN type cause value
	29.275
	0054
	1
	F
	Rel-8

	C4-090041
	3GPP VSO DHCPv4 Address Allocation Procedure Indication
	29.275
	0055
	
	F
	Rel-8

	C4-090536
	3GPP VSO PMIP error code missing in PBA and BRA
	29.275
	0056
	1
	F
	Rel-8

	C4-090537
	3GPP VSO PCO in PBU/PBA message
	29.275
	0059
	1
	F
	Rel-8

	C4-090538
	Old BCE is lost at handover
	29.275
	0061
	1
	F
	Rel-8

	C4-090841
	Partial node failues
	29.275
	0062
	2
	F
	Rel-8

	C4-090842
	Alignments of cause codes
	29.275
	0064
	2
	F
	Rel-8

	C4-090982
	CR 29.275 UE specific Error Indication
	29.275
	0065
	4
	F
	Rel-8

	C4-090076
	CR 29.275 Clarification on Heartbeat Request Message
	29.275
	0066
	
	F
	Rel-8

	C4-090540
	Link-local address option and IPv4 Home Address Option 
	29.275
	0071
	2
	F
	Rel-8

	C4-090724
	IPv4 Deferred Address Allocation and PDN Type
	29.275
	0072
	1
	F
	Rel-8

	C4-090905
	PMIP VSO Charging Id
	29.275
	0073
	3
	B
	Rel-8

	C4-090541
	ATT Values for PMIP based S5/S8
	29.275
	0074
	1
	F
	Rel-8

	C4-090308
	Detach or PDN Disconnection
	29.275
	0077
	
	F
	Rel-8

	C4-090310
	Status field update
	29.275
	0079
	
	F
	Rel-8

	C4-090530
	Correction to Tunnel Management
	29.275
	0080
	1
	F
	Rel-8

	C4-090996
	Carrying APN selection mode in PMIP
	29.275
	0085
	2
	C
	Rel-8

	C4-090984
	Removing 3GPP Vendor Specific Mobility Option format
	29.275
	0086
	4
	F
	Rel-8


