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* * * First Change * * * 

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version11 (11)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator, 


SupportedLCS-CapabilitySets,

-- gprs location registration types


GSN-Address,


-- handover types


ForwardAccessSignalling-Arg,


PrepareHO-Arg,


PrepareHO-Res,


PrepareSubsequentHO-Arg, 


PrepareSubsequentHO-Res,


ProcessAccessSignalling-Arg,


SendEndSignal-Arg,


SendEndSignal-Res,

……..

……..
……..

-- gprs location registration types

UpdateGprsLocationArg ::= SEQUENCE {


imsi


IMSI,


sgsn-Number
ISDN-AddressString,



sgsn-Address
GSN-Address,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


sgsn-Capability
[0] SGSN-Capability
OPTIONAL,


informPreviousNetworkEntity
[1]
NULL

OPTIONAL,


ps-LCS-NotSupportedByUE
[2]
NULL

OPTIONAL,


v-gmlc-Address
[3]
GSN-Address
OPTIONAL,


add-info

[4]  ADD-Info
OPTIONAL,


eps-info

[5]
EPS-Info
OPTIONAL,


servingNodeTypeIndicator
[6]
NULL

OPTIONAL,


skipSubscriberDataUpdate
[7] NULL

OPTIONAL,


usedRAT-Type
[8] Used-RAT-Type
OPTIONAL 

 }

Used-RAT-Type::= ENUMERATED {


utran  (0),


geran  (1),


gan    (2),


i-hspa-evolution (3),


e-utran
(4),


...}

EPS-Info ::= CHOICE{


pdn-gw-update
[0] PDN-GW-Update,

isr-Information
[1] ISR-Information }

PDN-GW-Update ::= SEQUENCE{


apn


[0] APN                           OPTIONAL,

pdn-gw-Identity
[1] PDN-GW-Identity               OPTIONAL,

contextId

[2] ContextId                     OPTIONAL,

extensionContainer
[3] ExtensionContainer
OPTIONAL,


... }

ISR-Information::= BIT STRING {


updateMME  (0),


cancelSGSN  (1)} (SIZE (2..8))


-- exception handling: reception of unknown bit assignments in the


-- ISR-Information data type shall be discarded by the receiver 

SGSN-Capability ::= SEQUENCE{


solsaSupportIndicator
NULL


OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


... ,


superChargerSupportedInServingNetworkEntity
[2] SuperChargerInfo
OPTIONAL ,


gprsEnhancementsSupportIndicator 
[3] NULL

OPTIONAL,


supportedCamelPhases  
[4] SupportedCamelPhases
OPTIONAL,


supportedLCS-CapabilitySets
[5]  SupportedLCS-CapabilitySets
OPTIONAL,

offeredCamel4CSIs
[6] OfferedCamel4CSIs
OPTIONAL,


smsCallBarringSupportIndicator
[7]
NULL

OPTIONAL,
supportedRAT-TypesIndicator
[8]
SupportedRAT-Types
OPTIONAL,


supportedFeatures
[9] SupportedFeatures
OPTIONAL }

……..

……..
……..

* * * End of Change * * *
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