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	TFT is not available upon the primary/initial PDP context establishment, refer e.g. to TS 24.008 / Table 9.5.1and TS 23.060 / subclause 9.2.2.1. 
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	1st Modified Section


A.3.1
Request for PCC rules

At IP-CAN session establishment as described in clause 4.5.1, information about the user equipment (e.g. IMEISV), QoS negotiated and further QoS related information as detailed in Clause A.3.3.1, user location information (e.g. RAI, CGI/SAI) SGSN Address, SGSN country and network codes, APN and indication if the bearer is used as IMS signalling PDP context shall be provided. The PCEF shall provide the Bearer-Identifier AVP at the IP-CAN session establishment. In this case, the PCEF shall also include the Bearer-Operation AVP set to the value "Establishment".
IP-CAN session modification with PCEF-requested rules, as described in clause 4.5.1, can occur in the following cases:
-
When a new PDP Context is being established by the UE in an already existing IP-CAN Session.

-
When a PDP context is being modified and an Event trigger is met.

-
When a PDP context is being terminated.

If the PCRF does not accept one or more of the TFT filters provided by the PCEF in a CC Request (e.g. because the PCRF does not allow the UE to request enhanced QoS for services not known to the PCRF), the PCRF shall reject the request using a CC Answer with the Gx experimental result code TRAFFIC_MAPPING_INFO_REJECTED (5144). If the PCEF receives a CC Answer with this code, the PCEF shall reject the IP-CAN session establishment or modification that initiated the CC Request by applying a proper cause code and other parameters as per 3GPP TS 29.060 [18].
	End of Modifications
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