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6.1.3
ESM sublayer states

6.1.3.1
General

In this subclause the possible states of EPS bearer contexts in the UE and on the network side are described. Each EPS bearer context is associated with an individual state. 

Editor's note: For a UE supporting both E-UTRAN and UTRAN/GERAN the relationship between the ESM state machine described in the following subclauses and the SM state machine described in 3GPP TS 24.008 is FFS.

6.1.3.2
ESM sublayer states in the UE

6.1.3.2.1
BEARER CONTEXT INACTIVE

No EPS bearer context exists.

6.1.3.2.2
BEARER CONTEXT ACTIVE

The EPS bearer context is active in the UE.
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Figure 6.1.3.2.2.1: The ESM sublayer states for EPS bearer context handling in the UE (overview)

6.1.3.2.3
PROCEDURE TRANSACTION INACTIVE

No procedure transaction exists.
6.1.3.2.4
PROCEDURE TRANSACTION PENDING

The UE has initiated a procedure transaction towards the network.
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Figure 6.1.3.2.4.1: The procedure transaction states in the UE (overview)
6.1.3.3
ESM sublayer states in the MME

6.1.3.3.1
BEARER CONTEXT INACTIVE

No EPS bearer context exists.

6.1.3.3.2
BEARER CONTEXT ACTIVE PENDING
The network has initiated an EPS bearer context activation towards the UE.

6.1.3.3.3
BEARER CONTEXT ACTIVE
The EPS bearer context is active in the network.

6.1.3.3.4
BEARER CONTEXT INACTIVE PENDING
The network has initiated an EPS bearer context deactivation towards the UE.

6.1.3.3.5
BEARER CONTEXT MODIFY PENDING
The network has initiated an EPS bearer context modification towards the UE.
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Figure 6.1.3.3.5.1: The ESM sublayer states for EPS bearer context handling in the network (overview)

6.1.3.3.6
PROCEDURE TRANSACTION INACTIVE

No procedure transaction exists.
6.1.3.3.7
PROCEDURE TRANSACTION PENDING

The network has initiated a procedure transaction towards the UE.
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Figure 6.1.3.3.7.1: The procedure transaction states in the network (overview)
************************** NEXT MODIFIED SECTION **************************

6.3
General on elementary ESM procedures
6.3.1
Services provided by lower layers 

Unless explicitly stated otherwise, the procedures described in the following subclauses can only be executed whilst a NAS signalling exists between the UE and the MME.

6.3.2
Principles of address handling for ESM procedures
Transaction related procedures use the procedure transaction identity as address parameter in the ESM message header. When the UE or the network initiates a transaction related procedure, it shall include a valid procedure transaction identity value in the message header and set the EPS bearer identity to "no EPS bearer identity assigned".
If the response message is again a transaction related message, e.g. a PDN CONNECTIVITY REJECT, PDN DISCONNECT REJECT, BEARER RESOURCE MODIFICATION REJECT or ESM INFORMATION REQUEST message from the network or an ESM INFORMATION RESPONSE message from the UE, the sending entity shall include the procedure transaction identity value received with the request message and set the EPS bearer identity to "no EPS bearer identity assigned" (see examples in figures 6.3.2.1 and 6.3.2.2).
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Figure 6.3.2.1: Transaction related procedure initiated by the UE and rejected by the network
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Figure 6.3.2.2: Transaction related procedure initiated by the network
EPS bearer context related procedures use the EPS bearer identity as address parameter in the ESM message header. When the network initiates an EPS bearer context related procedure, it shall include a valid EPS bearer identity value in the message header. The procedure transaction identity value shall be set as follows:
-
If the EPS bearer context related procedure was triggered by the receipt of a transaction related request message from the UE, the network shall include the procedure transaction identity value received with the transaction related request message in the message header of the EPS bearer context related request message (see example in figures 6.3.2.3).

-
Otherwise, if the procedure was triggered network-internally, the network shall set the procedure transaction identity value in the message header of the EPS bearer context related request message to "no procedure transaction identity assigned"(see example in figures 6.3.2.4).

In the response message of the EPS bearer context related procedure, the UE shall include the EPS bearer identity value received from the network and set the procedure transaction identity value to "no procedure transaction identity assigned".
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Figure 6.3.2.3: EPS bearer context related procedure triggered by a transaction related request
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Figure 6.3.2.4: EPS bearer context related procedure triggered network-internally
6.3.3
Abnormal cases in the UE

The following generic abnormal case can be identified:

a)
ESM uplink message transmission failure indication by lower layers


If lower layers indicate a TAI change, but the current TAI is not in the TAI list, the ESM procedure shall be aborted and re-initiated after successfully performing a tracking area updating procedure.


If lower layers indicate a TAI change, but the current TAI is still part of the TAI list, it is up to the UE implementation how the ESM procedure is re-initiated.


If lower layers indicate the TAI has not changed, it is up to the UE implementation how the ESM procedure is re-initiated.

NOTE:
The ESM procedure can typically be re-initiated using a retransmission mechanism of the uplink message (the one that has previously failed to be transmitted) with new sequence number and message authentication code information thus avoiding to restart the whole procedure.

************************** NEXT MODIFIED SECTION **************************

6.6.1.2.2
ESM information request initiated by the network

The network intiates the protocol configuration options request procedure by sending a ESM INFORMATION REQUEST message to the UE, starting timer T3489 and entering the state PROCEDURE TRANSACTION PENDING (see example in figure 6.6.1.2.2.1). This message shall be sent only after the security context has been setup, and if the ESM information transfer flag has been set in the PDN CONNECTIVITY REQUEST message. The MME shall set the EPS bearer identity of the ESM INFORMATION REQUEST message to the value "no EPS bearer identity assigned" and include the PTI from the associated PDN CONNECTIVITY REQUEST message.
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Figure 6.6.1.2.2.1: ESM information request procedure

6.6.1.2.3
ESM information request completion by the UE

Upon receipt of the ESM INFORMATION REQUEST message, the UE shall send an ESM INFORMATION RESPONSE message to the network .The UE shall include all the protocol configuration options that need to be transferred security protected, and APN if required, to the network in the ESM INFORMATION RESPONSE message. The UE shall set the EPS bearer identity of the ESM INFORMATION RESPONSE message to the value "no EPS bearer identity assigned" and include the PTI from the ESM INFORMATION REQUEST message.
6.6.1.2.4
ESM information request completion by the network
Upon receipt of the ESM INFORMATION RESPONSE message, the network shall stop timer T3489 and enter the state PROCEDURE TRANSACTION INACTIVE.
************************** NEXT MODIFIED SECTION **************************

10.3
Timers of EPS session management

Table 10.3.1: EPS session management timers – UE side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T3480
	FFS
	PROCEDURE TRANSACTION PENDING
	BEARER RESOURCE MODIFICATION REQUEST sent
	ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST received or MODIFY EPS BEARER CONTEXT REQUEST received or DEACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST received or BEARER RESOURCE MODIFICATION REJECT received
	Retransmission of BEARER RESOURCE MODIFICATION REQUEST

	T3482
	30s
	PROCEDURE TRANSACTION PENDING
	An additional PDN connection is requested by the UE which is not combined in attach procedure
	ACTIVE DEFAULT EPS BEARER CONTEXT REQUEST received or PDN CONNECTIVITY REJECT received
	Retransmission of PDN CONNECTIVITY REQUEST

	T3492
	6s
	PROCEDURE TRANSACTION PENDING
	PDN DISCONNECT REQUEST sent
	DEACTIVATE EPS BEARER CONTEXT REQUEST received or PDN DISCONNECT REJECT received
	Retransmission of PDN DISCONNECT REQUEST

	NOTE 1:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.


Table 10.3.2: EPS session management timers – network side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T3485
	FFS
	BEARER CONTEXT ACTIVE PENDING
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST sent
ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST sent
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT received 
or ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT received 
or ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT received 
or ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT received
	Retransmission of the same message

	T3486
	FFS
	BEARER CONTEXT MODIFY PENDING
	MODIFY EPS BEARER CONTEXT REQUEST sent
	MODIFY EPS BEARER CONTEXT ACCEPT received 
or MODIFY EPS BEARER CONTEXT REJECT received
	Retransmission of MODIFY EPS BEARER CONTEXT REQUEST

	T3489
	4s
	PROCEDURE TRANSACTION PENDING
	ESM INFORMATION REQUEST sent
	ESM INFORMATION RESPONSE received


	Retransmission of ESM INFORMATION REQUEST on 1st and 2nd expiry only

	T3495
	FFS
	BEARER CONTEXT INACTIVE PENDING
	DEACTIVATE EPS BEARER CONTEXT REQUEST sent
	DEACTIVATE EPS BEARER CONTEXT ACCEPT received
	Retransmission of DEACTIVATE EPS BEARER CONTEXT REQUEST

	NOTE 1:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.
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