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* * * Next change * * * *

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AKA
Authentication and Key Agreement

AMBR
Aggregate Maximum Bit Rate

APN
Access Point Name

APN-AMBR
APN Aggregate Maximum Bit Rate

ARP
Allocation Retention Priority

CGI
Cell Global Identifier

CSG
Closed Subscriber Group

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

ECM
EPS Connection Management
eKSI
Key Set Identifier for E-UTRAN

EMM
EPS Mobility Management

EPC
Evolved Packet Core Network

EPS
Evolved Packet System

ESM
EPS Session Management

GBR
Guaranteed Bit Rate

GUMMEI
Globally Unique MME Identifier

GUTI
Globally Unique Temporary Identifier

HRPD
High Rate Packet Data

ISR
Idle mode Signalling Reduction

KSI
Key Set Identifier

M-TMSI
M-Temporary Mobile Subscriber Identity

MBR
Maximum Bit Rate

MME
Mobility Management Entity

MMEC
MME Code

PCO
Protocol Configuration Options

PD
Protocol Discriminator

PDN GW
Packet Data Network Gateway

PTI
Procedure Transaction Identity

QCI
QoS Class Identifier

QoS
Quality of Service

RRC
Radio Resource Control
S-TMSI
S-Temporary Mobile Subscriber Identity

S101-AP
S101 Application Protocol

S1AP
S1 Application Protocol

SAE
System Architecture Evolution

TAC
Tracking Area Code

TAI
Tracking Area Identity
TFT
Traffic Flow Template

TI
Transaction Identifier
TIN
Temporary Identity used in Next update

* * * End of next change * * * *



* * * Next change * * * *

5.3.1.1
Establishment of the NAS signalling connection

When the UE is in EMM-IDLE mode and needs to transmit an initial NAS message, the UE shall request the lower layer to establish a NAS signalling connection. In this request to the lower layer the NAS shall provide to the lower layer the RRC establishment cause and the call type as specified in annex X of this specification.
Initial NAS messages are:

-
ATTACH REQUEST;

-
DETACH REQUEST;

-
TRACKING AREA UPDATE REQUEST;

-
SERVICE REQUEST; and

-
EXTENDED SERVICE REQUEST.

For the routing of the initial NAS message to the appropriate MME, the UE NAS provides the lower layers with either the S-TMSI or the registered globally unique MME identifier (GUMMEI) that consists of the PLMN ID, the MME group ID, and the MME code (see 3GPP TS 23.003 [2]).

-
When the UE is registered in the tracking area of the current cell during the NAS signalling connection establishment, the UE NAS shall provide the lower layers with the S-TMSI, but shall not provide the registered MME identifier to the lower layers. Exceptionally, when the UE in EMM-IDLE mode initiates a tracking area updating procedure for load balancing purposes, the UE NAS shall provide the lower layers with neither S-TMSI nor registered MME identifier.

-
When the UE is not registered in the tracking area of the current cell during the NAS signalling connection establishment, the UE NAS does not provide the lower layers with the S-TMSI. If the UE has a valid registered MME identifier from a previous registration, the UE NAS shall provide the lower layers with the registered MME identifier.
In S1 mode, when the RRC connection has been established successfully, the UE shall enter EMM-CONNECTED mode and consider the NAS signalling connection established.

In S101 mode, when the cdma2000® HRPD access network resources are available for tunnelled NAS signalling, the UE shall enter EMM-CONNECTED mode and consider the S101 mode NAS signalling connection established.

* * * End of next change * * * *



* * * Next change – new clause* * * *

Annex X (normative):
Establishment cause (S1 mode only)

X.1
Mapping of NAS procedure to RRC establishment cause (S1 mode only)

When EMM requests the establishment of a NAS-signalling connection, the RRC establishment cause used by the UE shall be selected according to the NAS procedure as specified in table X.1.1. The EMM shall also indicate to the lower layer for the purpose of access control, the call type associated with the RRC establishment cause as specified in table X.1.1.
Table X.1.1: Mapping of NAS procedure to establishment cause and call type
	NAS procedure
	RRC establishment cause (according 3GPP TS 36.331 [22])
	Call type

	Attach
	MO signalling (See Note 1)
	"originating signalling"

	Tracking Area Update
	MO signalling (See Note 1)
	"originating signalling"

	Detach
	MO signalling (See Note 1)
	"originating signalling"

	Service Request
	If a SERVICE REQUEST is to request user plane radio resources, the RRC establishment cause shall be set to MO data. (See Note1)

	"originating calls"


	
	If a SERVICE REQUEST is to request resources for UL signalling, the RRC establishment cause shall be set to MO data. (See Note 1)


	"originating calls"


	
	If a SERVICE REQUEST is a response to paging where the CN domain indicator is set to "PS", the RRC establishment cause shall be set to MT access. (See Note 1)


	"terminating calls"


	
	If a EXTENDED SERVICE REQUEST has service type set to "mobile originating CS fallback", the RRC establishment cause shall be set to MO data. (See Note1).


	"originating calls"


	
	If a EXTENDED SERVICE REQUEST has service type set to "mobile terminating CS fallback", the RRC establishment cause shall be set to MT access. (See Note1).
	"terminating calls"


	
	If a EXTENDED SERVICE REQUEST has service type set to "mobile originating CS fallback emergency call", the RRC establishment cause shall be set to Emergency call. 
(See Note1).
	"emergency calls"


	Note 1:
For these NAS procedures initiated by UEs of access class 12, 13 or 14 in their home country, the RRC establishment cause will be set to "High priority access AC 11 – 15". For this purpose the home country is defined as the country of the MCC part of the IMSI, see 3GPP TS 22.011 [xx].
For these NAS procedures initiated by UE of access class 11 or 15 in their HPLMN or EHPLMN, the RRC establishment cause will be set to "High priority access AC 11 – 15".



NOTE:
The RRC establishment cause can be used by the network to prioritise the connection establishment request from the UE at high load situations in the network.
* * * End of next change * * * *
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