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4.4.2.2
Establishment of secure exchange of NAS messages

Secure exchange of NAS messages via a NAS signalling connection is usually established by the MME during the attach procedure by initiating a security mode control procedure. After successful completion of the security mode control procedure, except for the messages specified in subclauses 4.4.4 and 4.4.5, all NAS messages exchanged between the UE and the MME are sent integrity protected and ciphered using the current EPS security algorithm.

During inter-system handover from A/Gb mode to S1 mode or Iu mode to S1 mode, secure exchange of NAS messages is established between the MME and the UE by:

-
the transmission of NAS security related parameters encapsulated in the AS signalling from the MME to the UE triggering the inter-system handover (see 3GPP TS 33.401 [19]). The UE uses these parameters to generate the mapped EPS security context; and,

-
after the handover, the transmission of a TRACKING AREA UPDATE REQUEST message from the UE to the MME. The UE shall send this message integrity protected using the mapped EPS security context, but unciphered. From this time onward, except for the messages specified in subclauses 4.4.4 and 4.4.5, all NAS messages exchanged between the UE and the MME are sent integrity protected and ciphered using the mapped EPS security context.

The secure exchange of NAS messages shall be continued after S1 mode to S1 mode handover. It is terminated after inter-system handover from S1 mode to A/Gb mode or Iu mode or when the NAS signalling connection is released.

When a UE in EMM-IDLE mode establishes a new NAS signalling connection and has a valid current EPS security context, secure exchange of NAS messages can be re-established in the following ways:

1)
Except for the case described in item 3 below, the UE shall transmit the initial NAS message integrity protected with the current EPS security context, but unciphered. The MME shall check whether the eKSI included in the initial NAS message belongs to an EPS security context available in the MME, and shall verify the MAC of the NAS message. If the verification is successful, the MME may re-establish the secure exchange of NAS messages:

-
by replying with a NAS message that is integrity protected and ciphered using the current EPS security context. From this time onward, except for the messages specified in subclauses 4.4.4 and 4.4.5, all NAS messages exchanged between the UE and the MME are sent integrity protected and ciphered; or

NOTE:
This option is also applicable during the attach procedure, unless the UE indicates in the initial PDN CONNECTIVITY REQUEST sent with the ATTACH REQUEST message that it has ESM information that needs to be sent security protected.

-
by initiating a security mode control procedure. This can be used by the MME to take a cached or a new EPS security context into use or to modify the current EPS security context by selecting new NAS security algorithms; or

2)
If the initial NAS message was a SERVICE REQUEST message or EXTENDED SERVICE REQUEST message, secure exchange of NAS messages is triggered by the indication from the lower layers that the user plane radio bearers are successfully set up. After successful completion of the procedure, except for the messages specified in subclauses 4.4.4 and 4.4.5, all NAS messages exchanged between the UE and the MME are sent integrity protected and ciphered.
3)
If the UE establishes the new NAS signalling connection for a tracking area updating procedure after an inter-system change in idle mode from A/Gb mode to S1 mode or Iu mode to S1 mode, and the UE has no cached EPS security context, the UE shall send the TRACKING AREA UPDATE REQUEST message without integrity protection and unciphered. The MME creates a fresh mapped EPS security context and takes this context into use by initiating a security mode control procedure. This re-establishes the secure exchange of NAS messages.
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