Page 1



3GPP TSG CT WG1 Meeting #57
C1-091055
San Antonio (TX), USA, 9-19 February 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	24.292
	CR
	0019
	(

rev
	2
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Using forking method for ICS UE request CS bearer

	
	

	Source to WG:
(

	ZTE

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	ISCRA
	
	Date: (

	24/02/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Current version of ICS has not specify that when PS+CS media both required by ICS UE, the AS shall use forking method to send the SDP answer from termination UE to ICS UE.

	
	

	Summary of change:
(

	Add words to specify when ICS require PS+CS media together, and AS receives 18x response with SDP answer from remote UE, the AS shall send SDP answer to ICS UE using forking method

	
	

	Consequences if 
(

not approved:
	Result in session failure.

	
	

	Clauses affected:
(

	7.4.2.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


******************* First Change *******************

7.4.2
SCC AS for service control over Gm

7.4.2.1
CS bearer is requested by the ICS UE

When the SCC AS receives an initial SIP INVITE request from the ICS UE due to initial filter criteria, the SCC AS shall:

1)
store the information received in the SIP INVITE request, including the Request-URI, P-Asserted-Identity header field, Accept header field, Call-ID header field, To and From header fields including tags, Contact header field including associated feature tags, Accept-Contact header field and the received non-audio SDP information.

2)
check if the SDP contains a "c=" line set to "PSTN" and an "m=" line set to "PSTN" as described in draft-garcia-mmusic-sdp-cs [36]. If present, the ICS UE is requesting that the media bearer is to be set up over the CS domain. Send a SIP 183 (Session Progress) response towards the originating ICS UE in accordance with 3GPP TS 24.229 [11] with the following additions:

i)
an SDP answer, including the SCC AS PSI DN in the "c=" line, appended to the "PSTN" network type as described in draft-garcia-mmusic-sdp-cs [36]. The SCC AS PSI DN that identifies the stored information in step 1) and associated with the SCC AS. The SCC AS PSI DN is specified as an E.164 number.

ii)
indicate local preconditions not met.

3)
Wait for an initial SIP INVITE request from the CS domain with the Request-URI set to the allocated SCC AS PSI DN.

4)
When the SCC AS receives an initial SIP INVITE request from the CS domain the SCC AS shall check that the Request URI is set to a valid SCC AS PSI DN as allocated in the above step 2. If the SCC AS PSI DN is valid, the SCC AS shall:

i)
use the SCC AS PSI DN that was allocated in step 2 and correlate the previously stored information against this session with the incoming SIP INVITE request.

ii)
act as a routing B2BUA, and generate an initial SIP INVITE request and include the information received in the SIP INVITE received in step 1 with the following exceptions:

a)
if a Privacy type of "id" is received in the SIP INVITE request from the CS domain then the Privacy type shall be set to type of "id"; and 
b)
an SDP offer with the media that combines the stored SDP offer from the ICS UE received in the SIP INVITE request from the ICS UE and the SDP offer received from the CS domain received in SIP INVITE request from the CS domain in accordance with the rules of IETF RFC 3264 [31].

Upon receiving a SIP 18x response from the terminating UE the SCC AS shall:

1)
send a SIP 18x response towards the ICS UE. If the receiving response includes an SDP answer, the SIP 18x response shall include an SDP answer, and use a different dialog from that of the first SIP 183(Session Progress) response sent by the AS.

2)
send a SIP 18x response towards the CS domain.
The SDP answers shall be in accordance with rules for SDP answer as specified in IETF RFC 3264 [31].

When the SCC AS is aware of that preconditions are met on all legs the SCC AS shall send an UPDATE request towards the terminating UE indicating that local preconditions are met.

Upon receiving a SIP 200 (OK) response from the terminating UE, the SCC AS shall send the SIP 200 (OK) response towards the ICS UE and CS domain. If the response includes an SDP answer, the AS shall send an SDP answer towards the ICS UE and towards the CS domain. The SDP answers shall be in accordance with rules for SDP answer as specified in IETF RFC 3264 [31].

When the SCC AS receives a SIP ACK request originated from an MSC server enhanced for ICS or from an MGCF and the ISC UE, the SCC AS shall respond to the initial SIP INVITE request with a final 200 (OK) response.

7.4.2.2
Non CS bearer is requested by the ICS UE
When the SCC AS receives an initial SIP INVITE request due to initial filter criteria, which does not include a request for CS media, the SCC AS shall act as a routing B2BUA as described in 3GPP TS 24.229 [11].
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