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**** 1st change ****

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.292 [6] apply:

ICS UE
MSC Server enhanced for ICS

SCC AS
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.629 [19] apply:

transferee

transferor

transfer target

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.228 [5] apply:

Public Service Identity (PSI)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.003 [3] apply:

CS Domain Routeing Number (CSRN)

IP Multimedia Routeing Number (IMRN)

**** next change ****

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

ADS
Access Domain Selection

AS
Application Server

BICC
Bearer Independent Call Control

CAMEL
Customised Applications for Mobile network Enhanced Logic
CB
Communication Barring

CD
Communication Deflection

CDIV
Communication DIVersion

CDIVN
Communication DIVersion Notification

CFNL
Communication Forwarding on Not Logged-in

CFNR
Communication Forwarding No Reply

CFNRc
Communication Forwarding on subscriber Not Reachable

CFU
Communication Forwarding Unconditional
CN
Core Network
CSRN
CS domain Routing Number

CW
Communication Waiting

ECT
Explicit Communication Transfer

ICS
IMS Centralized Services

IUA
ICS User Agent

HLR
Home Location Register

HSS
Home Subscriber Server

IM
IP Multimedia
IMRN
IP Multimedia Routeing Number
MSC
Mobile Switching Center

OIP
Originating Identification Presentation

OIR
Originating Identification Restriction
SCC AS
Service Centralization and Continuity Application Server

T-ADS
Terminating ADS
TIP
Terminating Identification Presentation

TIR
Terminating Identification Restriction
UA
User Agent

UE
User Equipment

URI
Universal Resource Identifier

**** next change ****

4.3
URI and address assignments

In order to support ICS to a subscriber the following URI and address assignments are assumed:

a)
the ICS UE will be configured to be reachable in both the IM CN subsystem and the CS domain by one to many public telecommunication numbers which should be correlated between the CS domain and IM CN subsystem. The subscriber's IM CN subsystem profile will need to be provisioned with a tel URI, either as the default public user identity or associated with it, equivalent to a DN (e.g. MSISDN) in the subscriber's CS profile associated with speech/audio (e.g. TS11).
c)
a PSI DN is assigned that can reach an ICS application that can support the ICS capabilities for that ICS UE. The PSI DNs can be dynamically allocated at the time that the call is rerouted to the IM CN subsystem for ICS purposes. The PSI DN is used specifically in the case of Gm service control for the purpose of CS bearer setup and does not apply to other procedures. The IM CN subsystem is configured to treat the PSI DN as a PSI;

d)
a non ICS UEs which are not registered in the IM CN subsystem might still be attached to the CS network at an MSC. In this scenario, a CSRN is assigned for routing the call to the CS domain;

e)
an MSC Server enhanced for ICS shall use a private user identity and public user identity specifically reserved for IM CN subsystem registrations from an MSC Server. This is to avoid conflicts in IM CN subsystem registration by a UE and an MSC Server registering on behalf of the same subscriber. The identities reserved for ICS identities are defined in 3GPP TS 23.003 [4]; and) an MSC Server shall use only those public user identities representing E.164 numbers from the subscriber's IM CN subsystem profile to originate and terminate calls; 
f)
an MSC Server enhanced for ICS is provisioned with a string that identifies the visited network at the home network. The string needs to be different than the value provisioned to a P-CSCF, as specified in 3GPP TS 24.229 [11], in order to distinguish between a P-CSCF and an MSC Server enhanced for ICS; and
g)
an IMRN is assigned that can reach an ICS application that can support the ICS capabilities for that UE. IMRNs can be dynamically allocated. The IM CN subsystem is configured to treat the IMRN as a PSI.
**** next change ****

7.4
SCC AS

7.4.1
General

The following subclauses describe the procedures at the SCC AS for call origination. In such scenarios, the SCC AS serves the originating user. The SCC AS shall follow procedures specified in 3GPP TS 24.229 [11] with the additional procedures described in this specification in subclauses 7.4.2 and 7.4.3. These subclauses describe the procedures for the SCC AS when using service control over Gm and CS, respectively. 

**** next change ****

7.4.3
SCC AS for service control over CS

When the SCC AS receives SIP INVITE request due to originating IMRN, the SCC AS shall:
NOTE 1:
Allocation of the IMRN is outside the scope of this specification.
1)
operate as an application server providing 3rd party call control, and specifically as an initiating B2BUA, as specified in subclause 5.7.5 of 3GPP TS 24.229 [11] for this request and all future requests and responses in the same dialog;

2)
set the Request-URI of the outgoing initial SIP INVITE request to a tel-URI which represents the original called party number of the call as initiated in the CS domain. The tel-URI may be available from information associated with the received IMRN or from the History-Info header field;

3)
set the To header field of the outgoing initial SIP INVITE request to a tel-URI which represents the original called party number of the call as initiated in the CS domain. The tel-URI may be available from information associated with the received IMRN or from the History-Info header field;

4)
if the SCC AS has received a History-Info header field indicating only one diversion, not include the History-Info header field;

5)
append the orig parameter to the S-CSCF URI included in the Route header field of the outgoing initial SIP INVITE request; and

6)
set the P-Asserted-Identity header field of the outgoing SIP INVITE request and to a tel-URI which represents the calling party number of the call initiated in the CS domain. This is either available from information associated against the received IMRN or is the value as received in P-Asserted-Identity header field of the incoming SIP INVITE request.

NOTE 2:
It can happen that the P-Asserted-Identity header field is not included in the incoming SIP INVITE request.

The SCC AS should in the outgoing SIP requests and SIP responses include the same values as received in the incoming SIP requests and SIP responses in all other header fields with the exception given in this subclause and in subclause 5.7.5 of 3GPP TS 24.229 [8].

The SCC AS will handle the Privacy header field in the outgoing SIP INVITE request in the following way. The SCC AS shall either:

-
if a Privacy header field is received in the incoming INVITE request, include  the Privacy header field as received in the incoming INVITE request; or

-
if a value is associated to IMRN and indicates that the presentation of the calling party number is restricted in the CS domain, include a Privacy header field with the value set to "id".

On completion of the above procedure, the call is anchored in the SCC AS.

NOTE 3:
After completion of anchoring the call in SCC AS, the allocated IMRN is available for reuse.
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