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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 23.327: "Mobility between 3GPP-Wireless Local Area Network (WLAN) Interworking and 3GPP Systems".

[3]
3GPP TS 24.303: "Mobility management based on Dual-Stack Mobile IPv6".

[4]
3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification; Core network protocols".

[5]
3GPP TS 24.234: "3GPP system to Wireless Local Area Network (WLAN) interworking; WLAN User Equipment (WLAN UE) to network protocols".

[6]
3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

[7]
3GPP TS 29.161: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services with Wireless Local Area Network (WLAN) Access and Packet Data Networks (PDN)".

[8]
IETF RFC 4877 (April 2007): "Mobile IPv6 Operation with IKEv2 and the Revised IPsec Architecture".

[9]
IETF RFC 4306 (December 2005): "Internet Key Exchange (IKEv2) Protocol".

[10]
Internet-Draft, draft-ietf-mip6-nemo-v4traversal-06.txt: "Mobile IPv6 support for dual stack Hosts and Routers (DSMIPv6)".

Editor's note: The above document cannot be formally referenced until it is published as an RFC.

[11]
IETF RFC 3776 (June 2004): "Using IPsec to Protect Mobile IPv6 Signaling Between Mobile Nodes and Home Agents".

[12]
IETF RFC 3775 (June 2004): "Mobility Support in IPv6".

[13]
Void.

[14]
3GPP TS 33.402: "3GPP System Architecture Evolution (SAE); Security aspects of non-3GPP accesses".

[15]
Void.
[xx]
3GPP TS 29.282: "Mobile IPv6 vendor specific option format and usage within 3GPP".
SECOND CHANGE
A.2
I-WLAN Mobility Specific DSMIPv6 Information Elements
A.2.1
General

This specification requires the encoding of additional I-WLAN Mobility Specific Information Elements for DSMIPv6 with the 3GPP Mobile IPv6 Option, as defined by 3GPP TS 29.282 [xx]. The I-WLAN Mobility Specific Information Elements defined by this specification are listed in the table A.2.1-1.

	

	
	
	
	
	
	
	
	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	





	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



Table A.2.1-1: I-WLAN Mobility Specific DSMIPv6 Information Elements
	I-WLAN Mobility Specific DSMIPv6 Information Elements
	I-WLAN Mobility Specific DSMIPv6 Information Elements description

	I-WLAN Mobility Access Point Name (APN)
	Subclause A.2.2


The subtype for an I-WLAN Mobility Specific DSMIPv6 Information Element shall be reserved in 3GPP TS 29.282 [xx]. The data format of the I-WLAN Mobility Specific DSMIPv6 Information Element shall be defined in this specification. If the data format is defined by another specification, that specification shall be referenced in the table above.
A.2.2
I-WLAN Mobility Access Point Name (APN)

The purpose of the I-WLAN Mobility APN Information Element is to carry an APN if the HA is collocated with the GGSN. The APN is used by the UE when handover is performed from 3GPP I-WLAN to GPRS.
The 3GPP Vendor-Specific Vendor Specific Access Point Name IE is described in Figure A.2.1-1 below:

	Bits

	Octets
	8
	7
	6
	5
	4
	3
	2
	1

	1~n
	Access Point Name (APN)


Figure A.2.1-1: 3GPP Vendor-Specific Access Point Name (APN)
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