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* * * First Change * * *  
5.1.1.1
Proxy Binding Update

The fields of a PBU message for the PMIPv6 PDN Connection Creation procedure are depicted in Table 5.1.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 PDN Connection Creation procedure are depicted in Table 5.1.1.1-2. 
Other flags are not used by this specification.
Table 5.1.1.1-1: Fields of a PBU message for the PMIPv6 PDN Connection Creation procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to the requested number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.1.1.1-2: Mobility Options in a PBU message for the PMIPv6 PDN Connection Creation procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	For dynamic allocation, set to the value "0::/0" to request allocation for the UE's PDN connection of an IPv6 Home Network Prefix in the PDN corresponding the EPS Access Point Name. For static allocation, set to the received static allocated IPv6 Home Network Prefix. NOTE 1.
	IETF RFC 5213 [4]

	Link-local Address 
	C
	Present when IPv6 Home Network Prefix option is present. Link-local address of the MAG. Set to ALL_ZERO (all bits set to 0), indicating that the MAG requests a link-local address to be used on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "1" to indicate attachment over a new interface.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e., to "3GPP EPS", or to the value matching the characteristics of the non-3GPP access (e.g., HRPD) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
The ePDG may use the access technology type of the untrusted non-3GPP access network if it is able to acquire it; otherwise it shall consider IKEv2 as the access technology.

NOTE2 
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	GRE key option
	M
	Set to the downlink GRE key to be used for downlink GRE encapsulated packets sent over the PDN connection.
	draft-ietf-netlmm-grekey-option [7]

	IPv4 Home Address option
	C
	For dynamic allocation, set to the value "0.0.0.0" to request allocation for the UE's PDN connection of an IPv4 Home Address in the PDN corresponding to the EPS Access Point Name. For static allocation, set to the received static allocated IPv4 Home Address. NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE attaches the new PDN connection, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	Protocol Configuration Options
	O
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	PDN GW IP Address
	O
	Contain PDN GW IP address (on S2a or S2b when used for chained S2a/S2b-PMIP based S8).
	 Subclause 12.1.1.4

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the MAG
	Subclause 12.1.1.2

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the MME
	Subclause 12.1.1.2

	Selection Mode
	O
	Contains APN selection mode (on S5/S8).
	Subclause 12.1.1.7

	NOTE 1: 
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the UE requires both an IPv6 Home Network Prefix and an IPv4 Home Address, both options shall be included in the same PBU message.
NOTE 2:
The methods that the ePDG may use to acquire the access technology type of the untrusted non-3GPP IP access network are not specified in this release.


* * * Next Change * * *  
5.2.1.1
Proxy Binding Update 

The fields of a PBU message for the PMIPv6 PDN Connection Lifetime Extension procedure are depicted in Table 5.2.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 PDN Connection Lifetime Extension procedure are depicted in Table 5.2.1.1-2. 
Other flags are not used by this specification.

Table 5.2.1.1-1: Fields of a PBU message for the PMIPv6 PDN Connection Lifetime Extension procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to the requested number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.2.1.1-2: Mobility Options in a PBU message for the PMIPv6 PDN Connection Lifetime Extension procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	Set to the IPv6 Home Network Prefix allocated to the UE's PDN connection based on the selected PDN. NOTE 1.
	IETF RFC 5213 [4]

	Link-local Address 
	C
	Present when IPv6 Home Network Prefix option is present. Set to the link-local address already allocated to the MAG (in the previous initial binding registration) for use on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "5" to indicate handoff state not changed (Re-registration).
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e., to "3GPP EPS" (on S5/S8 interface), or to the value matching the characteristics of the trusted non-3GPP access (e.g. HRPD, on the S2a interface) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
The ePDG may use the access technology type of the untrusted non-3GPP access network if it is able to acquire it; otherwise it shall consider IKEv2 as the access technology.

NOTE2
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	IPv4 Home Address option
	C
	Set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN. NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE's PDN connection is attached, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	NOTE 1: 
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the UE has both IPv4 home address and IPv6 home network prefix registered, both the IPv6 Home Network Prefix option and IPv4 Home Address option shall be included in the same PBU message.
NOTE 2:
The methods that the ePDG may use to acquire the access technology type of the untrusted non-3GPP IP access network are not specified in this release.


* * * Next Change * * *  
5.3.1.1
Proxy Binding Update 

The fields of a PBU message for the PMIPv6 PDN Connection Handover procedure are depicted in Table 5.3.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 PDN Connection Handover procedure are depicted in Table 5.3.1.1-2.

Table 5.3.1.1-1: Fields of a PBU message for the PDN Connection Handover procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to the requested number of time units the binding shall remain valid.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.3.1.1-2: Mobility Options in a PBU message for the PMIPv6 PDN Connection Handover procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	If available at the MAG, set to the IPv6 Home Network Prefix allocated to the UE's PDN connection. Otherwise, set to the value "0::/0" to request allocation for the UE's PDN connection of an IPv6 Home Network Prefix for the UE in the PDN corresponding to the EPS Access Point Name. NOTE 1.
	IETF RFC 5213 [4]

	Link-local Address
	C
	Present when IPv6 Home Network Prefix option is present. Set to the link-local address already allocated to the MAG (in the previous initial binding registration) for use on the access link shared with the UE.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "2" (Handoff between two different interfaces) in case the handover is an inter access handover (i.e. from 3GPP to non-3GPP, from non-3GPP to 3GPP, or between two non-3GPP accesses) and IP address(es) preservation decision is taken; or

Set to the value "3" (Handoff between mobile access gateways for the same interface) in case the handover is an intra access (i.e. between two 3GPP accesses) handover; or

Set to the value "4" (Handoff state unknown) in case the handover is an inter access handover (i.e. from 3GPP to non-3GPP, from non-3GPP to 3GPP, or between two non-3GPP accesses) and IP address(es) preservation decision is negative or unknown.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e., to "3GPP EPS" (on S5/S8 interface), or to the value matching the characteristics of the trusted non-3GPP access (e.g., HRPD, on the S2a interface) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
The ePDG may use the access technology type of the untrusted non-3GPP access network if it is able to acquire it; otherwise it shall consider IKEv2 as the access technology.

NOTE2
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	GRE key option
	M
	Set to the downlink GRE key to be used for downlink GRE encapsulated packets sent over the PDN connection.
	draft-ietf-netlmm-grekey-option [7]

	IPv4 Home Address option
	C
	If available at the MAG, set to the IPv4 Address allocated to the UE's PDN connection. Otherwise, set to the value "0.0.0.0" to request allocation for the UE's PDN connection of an IPv4 Home Address in the PDN corresponding to the EPS Access Point Name. NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE's PDN connection is attached, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	Protocol Configuration Options
	O
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	PDN GW IP Address
	O
	Contain PDN GW IP address (on S2a or S2b when used for chained S2a/S2b-PMIP based S8)..
	Subclause 12.1.1.4

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the MAG
	Subclause 12.1.1.2

	Fully Qualified Connection Set Identifier 
	O
	Contains the Fully Qualified Connection Set Identifier generated by the MME
	Subclause 12.1.1.2

	Selection Mode
	O
	Contains APN selection mode (on S5/S8).
	Subclause 12.1.1.7

	NOTE 1: 
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the MAG knows the UE has both IPv4 home address and IPv6 home network prefix registered, both the IPv6 Home Network Prefix option and IPv4 Home Address option shall be included in the same PBU message.
NOTE 2:
The methods that the ePDG may use to acquire the access technology type of the untrusted non-3GPP IP access network are not specified in this release. 


* * * Next Change * * *  
5.4.1.1
Proxy Binding Update 
The fields of a PBU message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure are depicted in Table 5.4.1.1-1.
The Mobility Options in a PBU message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure are depicted in Table 5.4.1.1-2.

Other flags are not used by this specification.
Table 5.4.1.1-1: Fields of a PBU message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure
	Information element
	IE Description
	Reference

	Sequence Number
	Set to a locally (i.e. per MAG) monotonically increasing value.
	IETF RFC 5213 [4]

	Lifetime
	Set to "0" to request deletion of the BCE.
	IETF RFC 3775 [8]

	Acknowledge (A)
	Set to "1" to request an acknowledgement message.
	IETF RFC 3775 [8]

	Proxy Registration Flag (P)
	Set to "1" to indicate that the Binding Update message is a proxy registration. 
	IETF RFC 5213 [4]


Table 5.4.1.1-2: Mobility Options in a PBU message for the PMIPv6 MAG Initiated PDN Connection Deletion procedure
	Information element
	Cat.
	IE Description
	Reference

	Mobile Node Identifier option
	M
	Set to the NAI identifier of the UE as specified in 3GPP TS 23.003 [12].
	3GPP TS 23.003 [12]

	IPv6 Home Network Prefix option
	C
	Set to the IPv6 Home Network Prefix allocated to the UE's PDN connection based on the selected PDN. NOTE 1.
	IETF RFC 5213 [4]

	Handoff Indicator option
	M
	Set to the value "4" to indicate Handoff state unknown.
	IETF RFC 5213 [4]

	Access Technology Type option
	M
	Set to the 3GPP access type, i.e., to "3GPP EPS" (on S5/S8 interface), or to the value matching the characteristics of the trusted non-3GPP access (e.g., HRPD, on the S2a interface) the UE is using to attach to the EPS as defined in the Access Technology Type Option type values registry of the IANA Mobile IPv6 Parameters Registry [18].
The ePDG may use the access technology type of the untrusted non-3GPP access network if it is able to acquire it; otherwise it shall consider IKEv2 as the access technology.

NOTE2
	IETF RFC 5213 [4]

	Timestamp option
	M
	Set to the current time
	IETF RFC 5213 [4]

	IPv4 Home Address option
	C
	Set to the IPv4 Home Address allocated for the UE's PDN connection based on the selected PDN.  NOTE 1.
	draft-ietf-netlmm-pmip6-ipv4-support [5]

	Service Selection Mobility Option
	M
	Set to the EPS Access Point Name to which the UE's PDN connection is attached, formatted as defined in 3GPP TS 23.003 [12]
	IETF RFC 5149[11]

	Protocol Configuration Options
	O
	Contain Protocol Configuration Options.
	Subclause 12.1.1.0

	NOTE 1: 
At least one of the two options, namely, the IPv6 Home Network Prefix option or the IPv4 Home Address option shall be present.  If the UE has both IPv4 home address and IPv6 home network prefix registered, both the IPv6 Home Network Prefix option and IPv4 Home Address option shall be included in the same PBU message.
NOTE 2:
The methods that the ePDG may use to acquire the access technology type of the untrusted non-3GPP IP access network are not specified in this release.


* * * End of Changes * * *  
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