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	The SRVCC PS to CS Request & the SRVCC PS to CS Response messages use a TEID-C IE ; subclause 6.1 refer to TS 29.274 for the definition of this IE. The TEID-C IE was defined in 3GPP TS 29.274 v8.0.0, but was deleted in subsequent versions of this specification. The reference to TS 29.274 for the TEID-C IE definition is therefore no longer valid. 
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	The definition of TEID-C IE is added in TS 29.280. 
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	The alternative approach consisting in replacing the Sv control address and TEID-C by a F-TEID field (in the SRVCC PS to CS Request & the SRVCC PS to CS Response messages) is less appropriate since:

· the target MSC Server is not required to send the Sv control address in the SRVCC PS to CS Response messages, as per current TS 29.280 requirements; the F-TEID necessarily includes an IP address.
· this would require an extra change against TS 29.274 to define a new Interface Type "Sv" in the F-TEID IE
· the correction would not be backward compatible.

The approach retained in this CR minimizes the changes to the existing specification.


6.1
General

IE type value used in Sv Message is defined in TS 29.274 [3]. The IE format is coded as per GTP in TS 29.274 [3]. 

Table 6.1 shows the IEs used for SRVCC. Within information elements, certain fields may be described as spare. These bits shall be transmitted with the value set to 0. To allow for future features, the receiver shall not evaluate these bits.
Table 6.1-1: Information Elements for SRVCC

	IE Type value (Decimal)
	Information elements
	Comment / Reference

	0
	Reserved
	3GPP TS 29.274 [3]

	1
	International Mobile Subscriber Identity (IMSI)
	3GPP TS 29.274 [3]

	2
	Cause
	3GPP TS 29.274 [3]

	3
	Recovery (Restart Counter)
	3GPP TS 29.274 [3]

	4-50
	Reserved for S101 interface
	3GPP TS 29.274 [3]

	51
	STN-SR
	6.2

	52
	Source to Target Transparent Container
	6.3

	53
	Target to Source Transparent Container
	6.4

	54
	MM Context for E-UTRAN SRVCC
	6.5

	55
	MM Context for UTRAN SRVCC
	6.6

	56
	SRVCC Cause
	6.7

	57
	Target RNC ID
	6.8

	58
	Target Global Cell ID
	6.9

	59
	TEID-C
	6.x

	60-70
	For future Sv interface use
	-

	71-73
	Reserved for GTPv2
	3GPP TS 29.274 [3]

	74
	IP Address
	3GPP TS 29.274 [3]

	75
	Mobile Equipment Identity (MEI)
	3GPP TS 29.274 [3]

	76
	MSISDN
	3GPP TS 29.274 [3]

	77-254
	Reserved for GTPv2
	3GPP TS 29.274 [3]

	
	
	

	
	
	

	
	
	

	
	
	

	255
	Private Extension
	3GPP TS 29.274 [3]


6.x
Tunnel Endpoint Identifier for Control Plane (TEID-C)
Tunnel Endpoint Identifier for Control Plane (TEID-C) is coded as depicted in Figure 6.x-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 59 (decimal)
	

	
	2-3
	Length = 4 (decimal)
	

	
	4
	Spare
	Instance
	

	
	5-8
	Tunnel Endpoint Identifier for Control Plane (TEID-C)
	

	
	9-(n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 6.x-1: Tunnel Endpoint Identifier for Control Plane (TEID-C)
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